
The project envisions the combination 
of a working and living environment 
for the employees of a tech company 
located in Amsterdam at the former 
Apple Market. The design redevelops a 
former parking garage and the adjacent 
waterfront to create an innovation 
district integrated within the urban 
fabric, with special attention to the 
layering of different target groups, 
hence a variety of communal spaces 
and dwellings (affordable housing, mid-
range housing, family apartments, short 
stay hotel, long stay hotel and investor 
apartments). The project also includes 
a three-dome structure (design dome, 
greenhouse and auditorium) the key 
element that gives public access and 
transparency to the campus.

GOOGLE EUROPE CAMPUS
A WORKING-LIVING INNOVATION DISTRICT

SITE LOCATION WITH THE EXISTING PARKING GARAGE

VIEW FROM THE SINGELGRACHT VIEW FROM THE MARNIXSTRAAT

PERIMETER BLOCK EXTRUSION DENSIFICATION WITH TOWERS INDUSTRIAL SHED AS A GUIDING MORPHOLOGY FOR ROOFSCAPES OPENING TO THE WATERFRONT THE THREE DOMES AND VIEW FROM THE BUILDING THE THREE PUBLIC ROUTES ON THE SITE ENTRY POINTS TO THE SITE AND COMMUNAL ROUTES

BUILDING PROGRAM ASSEMBLYT- 2 INVESTOR TOWERT- 1 HOTEL TOWER

CAMPUS FLOOR PLANAFFORDABLE HOUSING FLOOR PLANMASTER PLAN

FAMILY APARTMENTSMEDIUM RANGE HOUSINGCOMMUNAL SPACES IN CORNERSAFFORDABLE HOUSINGTHE CAMPUS



UNDERGROUND FLOOR PLAN - ASSEMBLY

GROUND FLOOR PLAN - CAMPUS ASSEMBLY

GROUND FLOOR PLAN - CAMPUS COMMUNAL AND SPORTING SPACES

GROUND FLOOR PLAN - CAMPUS OFFICE SPACES

SECOND FLOOR PLAN - AFFORDABLE HOUSING CIRCULATION AND COMMUNAL SPACES

SECOND FLOOR PLAN - AFFORDABLE HOUSING COURTYARD AND CAFE

SECOND FLOOR PLAN - AFFORDABLE HOUSING LIVING UNITS

SECOND FLOOR PLAN - AFFORDABLE HOUSING ASSEMBLY HOTEL SECTION - ASSEMBLY

HOTEL SECTION - SHORT STAY AND LONG STAY UNITS

HOTEL SECTION - SPORTING AND ANCILLARY SPACES

LONGITUDINAL SECTION - CIRCULATION

LONGITUDINAL SECTION - ASSEMBLY

HOTEL SECTION - CIRCULATION

LONGITUDINAL SECTION - THE DOMES AND THE COURTYARD

UNDERGROUND FLOOR PLAN - STORAGE ROOMS AND BICYCLE STORAGES

UNDERGROUND FLOOR PLAN - CAR CIRCULATION AND BUILDING CORES



FOURTH FLOOR PLAN - MEDIUM RANGE HOUSING ASSEMBLY

FOURTH FLOOR PLAN - MEDIUM RANGE DWELLING UNITS

FOURTH FLOOR PLAN - CIRCULATION AND HOTEL OFFICES

FIFTH FLOOR PLAN - CIRCULATION AND FAMILY LIVING UNITS

FIFTH FLOOR PLAN - FAMILY HOUSING ASSEMBLY

SEVENTH FLOOR PLAN - INVESTOR,- AND HOTEL TOWERS

SEVENTH FLOOR PLAN - INVESTOR TOWER LIVING UNITS EIGHTH FLOOR PLAN - INVESTOR TOWER LIVING UNITS

FAMILY HOUSING IMPRESSION AFFORDABLE HOUSING IMPRESSION

AFFORDABLE HOUSING UNIT - ASSEMBLY

AFFORDABLE HOUSING UNIT - BEDROOM OPTION

AFFORDABLE HOUSING UNIT - STUDY ROOM OPTION

FAMILY HOUSING SECTION - LIVING SPACE AND 
KITCHEN

FAMILY HOUSING SECTION - BEDROOMS AND 
LEISURE ROOMS

AFFORDABLE HOUSING UNIT - LIVING SPACE 
WITH MICRO KITCHEN

SEVENTH FLOOR PLAN - HOTEL TOWER LIVING UNITS EIGHTH FLOOR PLAN - HOTEL TOWER LIVING UNITS FAMILY HOUSING SECTION - ASSEMBLY

FIFTH FLOOR PLAN - HOTEL RESTAURANT

FIFTH FLOOR PLAN - COMMUNAL SPACES
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EPDM air and vapour
sealant foliage

KNAUF CD 60x27x06
suspended secondary
ceiling profile c/c 600mm

KNAUF CD 60x27x06
suspended main ceiling
profile c/c 1200mm

Homogenous gypsum
board suspended ceiling,
roll-painted, white, RAL
9001

Mosquito net, glued
with two sided self
adhesive tape

ALCOA AA 100 Q Aluminum
curtain wall mullion with RT
72 HI door system

500x500mm pillar -
prefabricated
support of the table
construction

HILTI X-SW-60
fastener for fixing
stone-wool insulation

EPDM air and
vapour sealant
foliage, glued on
back side

L 300.120.4. galvanized steel suspension
profile attached to prefab beam

HILTI EUROFOX MLA -v- 100
MACFOX 103
facade panel fixing unit

500x500mm pillar -
prefabricated
support of the table
construction

H 500 mm
prefabricated
structural concrete
beam

ISOFOX thermal
separation base

U 30.30.2. galvanized steel fixing profile
mounted to prefab beam

Titanzink facade panel, in graphite grey color,
fastened with BULB-TITE blind rivets

L03

14

14

L04

- 8mm thick 600x600mm ceramic floor tiles laid in glueing mortar

- Concrete leveling floor screed
- Bedding mortar, waterproof

- PE technological foliage, laid with 20cm overlap on edges
- Glasswool step-proof insulation float layer
- Structural concrete hollow core slab, prefabricated
- Glasswool additional sound insulation, fixed with wall-plugs

8mm

15mm
15mm

1 lyr
30mm
200mm
60mm

- Blind concrete 45mm

INTERNAL SLAB - BETWEEN HEATED SPACES

L03

L04 - 8mm thick 600x600mm ceramic floor tiles laid in glueing mortar

- Concrete leveling floor screed
- Bedding mortar, waterproof

- PE technological foliage, laid with 20cm overlap on edges
- Glasswool step-proof insulation float layer

8mm

15mm
15mm

1 lyr
30mm
200mm

- Blind concrete 45mm

- Structural concrete hollow core slab, prefabricated

EXTERNAL SLAB - BETWEEN HEATED AND UNHEATED

SPACES - COOLING FROM BELOW

- ROCKWOOL stone wool insulation, fixed through wall-plugs
- Damp proof layer, mechanically fixed

130mm
1 lyr

- Suspended ceiling system with gypsum boards 20mm
- Damp proof layer, mechanically fixed 1 lyr
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PILKINGTON Planar LOW-E,
low iron, triple glazed,
tempered structural glass IGU

ALCOA AA 100 Q Aluminum
curtain wall mullion with RT
72 HI door system

500x500mm pillar -
prefabricated support of
the table construction

Prefabricated structural
concrete floor slab

H 500 mm prefabricated
structural concrete beam

Heat reflexive Aluminum
foliage, glued with double
sided glue tape

PURENIT RG30 base

THERMOTECH PK-750
floor radiator with eloxated
Aluminum mesh to and
galvanized steel-plate gutter

EPDM air and vapour
sealant foliage

14

L02
L01

- Frostrproof concrete pavement
- Basalt screening - draining and bedding layer

- AUSTROTHERM AT150 LK expanded PS layer - slope
forming layer
- Semi-solid PVC protection layer
- UV-proof waterproofing PVC layer - mechanically
fixed to slab along the overlappings

- Prefabricated reinforced concrete slab

40mm

1lyr
50mm

20-50mm

1mm
1lyr

15mm

L02
EXTERNAL SLAB - BETWEEN UNHEATED SPACES

- Woven geotextile 120 g/m2 on PERMASEAL-8 Geo-drain

- Primer layer

- Mortar surface finish
300mm
1lyr

L01 - 13mm Composite marble floor - 8mm Marble + 7mm Aluminium
honeycomb panel

- Concrete leveling floor screed
- Adhesive mortar bedding

- Structural concrete hollow core slab, prefabricated

- PE technological foliage, laid with 20cm overlap on edges
- PE step-proof insulation float layer

- Mortar surface finish

15mm

45mm
5mm

15mm

1 lyr
60mm
300mm

INTERNAL SLAB - BETWEEN HEATED AND UNHEATED SPACES - COOLING FROM BELOW

14

Sloping 1.5%
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2x14

TERRACLAD ceramic rainscreen panel,
coated with BEDONIA STONE powder

TERRACLAD end track compression bubble
and insulator

Fastener for facade panel

Aluminum fixing sytem, bolted, insulators
fixed with blind rivets to it

EPDM air and vapour
sealant foliage

HILTI X-SW-60
fastener for fixing
stone-wool insulation

HILTI EUROFOX MLA -v- 100
MACFOX 103
facade panel fixing unit

U 30.30.2. galvanized steel fixing profile
mounted to prefab beam

Titanzink facade panel, in graphite grey color,
fastened with BULB-TITE blind rivets

SCHOCK ISOKORB
CMD cast in place
Thermal separation
unit

SKYFRAME window casing with
sliding door, PILKINGTON Planar
IGU

2 x 14 mm tempered
glass balustrade in
galvanized steel socket,
H: 900 mm

DEVIsafe 20T flexible electric heating cable

Dripping profile

MAYER rectangular,
galvanized steel gutter

MAYER circular, copper gutter, dia 100 mm

14

L04 - 8mm thick 600x600mm ceramic floor tiles laid in glueing mortar

- Concrete leveling floor screed
- Bedding mortar, waterproof

- PE technological foliage, laid with 20cm overlap on edges
- Glasswool step-proof insulation float layer

8mm

15mm
15mm

1 lyr
30mm
200mm

- Blind concrete 45mm

- Structural concrete hollow core slab, prefabricated

EXTERNAL SLAB - BETWEEN HEATED AND UNHEATED

SPACES - COOLING FROM BELOW

- ROCKWOOL stone wool insulation, fixed through wall-plugs
- Damp proof layer, mechanically fixed

130mm
1 lyr

L04 L05

14

L05 - 200 x 30 mm oak floorboards, lacueur finished, polished matte

- 30 x 30 mm hollow Aluminum profile counterbatten
- 50 x 30 mm fir batten for oakboard fixing

- PE technological foliage, laid with 20cm overlap on edges

30mm

30mm
50mm

1 lyr
200mm- Structural concrete slab

EXTERNAL SLAB - BETWEEN UNHEATED SPACES

- ROCKWOOL stone wool insulation, fixed through wall-plugs
- waterproofing layer, mechanically fixed

130mm
1 lyr

- Waterproofing layer, mechanically fixed 1 lyr

Sloping 1.5%

FACADE FRAGMENT 1:20 SECTION FRAGMENT 1:20

HEATING, VENTILATION AND COOLING - ASSEMBLY

PREFAB FOUNDATION SITE CAST FRAME STRUCTURE SITE CAST FLOOR SLABS PREFAB FLOOR SLABS

NORTH FACADE 1:100

WEST FACADE 1:100

SOUTH FACADE 1:100

EAST FACADE 1:100
CURTAIN WALL BASE DETAIL 1:5

CURTAIN WALL TOP DETAIL 1:5

ROOF DETAIL 1:5

BALCONY DETAIL 1:5

HOUSING - MECHANICAL VENTILATION

CANALIZATION

HEATINGHOUSING - MECHANICAL VENTILATIONCAMPUS - MECHANICAL VENTILATIONRAINWATER COLLECTION

GLAZING INSTALLATIONROOF PANEL INSTALLATIONPREFAB FACADE PANEL INSTALLATION PREFAB LIGHTWEIGHT ROOF TIMBER 
STRUCTURE

PREFAB WALLS

PLAN FRAGMENT 1:20
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PILKINGTON Planar
LOW-E, low iron,
tempered structural glass
IGU

EPDM air and vapour
sealant foliage

Mosquito net, glued
with two sided self
adhesive tape

ALCOA AA 100 Q Aluminum
curtain wall mullion with RT

72 HI door system

ISOFOX thermal
separation base

TERRACLAD ceramic
rainscreen panel, coated with
BEDONIA STONE powder

TERRACLAD end track
compression bubble and
insulator

KNAUF Acquapanel
construction board

Aluminum fixing sytem, bolted,
insulators fixed with blind rivets
to it

HILTI X-SW-60
fastener for fixing
stone-wool insulation

Drippin
g profile

BAUDER Top Diffutex NSK
vapor releasing, waterproof wind
barrier foliage

Damp proof layer,
mechanically fixed

Prefabricated roof sandwich
panel (L06)

L06

14

14

- Galvanized steel roof cladding panel, graphite grey
- 30 mm air cavity between 40 x 30 mm cladding support
- 1 lyr damp proof membrane
- 50 x 50 mm counter batten among insulated with 40 mm mineral wool insulation
- 20 mm mineral wool insulation in  200/50 mm  wooden frame wall structure system
- 15 mm OSB board
- 1 lyr vapor proof airtight membrane
- 300 x 20 mm Oak ceiling panel cladding

L06 1 lyr

1 lyr
30mm

200 mm
15 mm
1 lyr

50 mm

EXTERNAL SLAB - BETWEEN HEATED AND UNHEATED SPACES - COOLING FROM ABOVE

20 mm

Expanding on the site
Polyurethane foam fill,
positioning vedge; on
inner side vapour proof
EPDM rubber membrane
sealing
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