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construction top-bottom:
- finishing floor by resident or corporation (PVC flooring)
- anhydrite floor with underfloor heating 55mm
- insulation 20mm
- plywood boarding 20mm
- timber frame construction with wood wool fiber insulation 250mm
- plywood boarding 20mm
- wood and battens 70mm
- wooden slats 20mm

suspended ceiling with 
wood finishing board

construction inside-outside:
- aluminium curtain wall
- French balcony attached to either side 
façade

construction top-bottom:
- finishing floor PVC
- anhydrite floor with underfloor heating 55mm
- insulation 20mm
- in-situ concrete 200mm
- wide slab floor 50mm

masonry in view

wooden facade in view

wooden column with 
wooden cladding in view

construction top-bottom:
- finishing floor by resident or corporation (PVC flooring)
- anhydrite floor with underfloor heating 55mm
- insulation 20mm
- plywood boarding 20mm
- timber frame construction with wood wool fiber insulation 250mm
- plywood boarding 20mm

construction top-bottom:
- solar panel with construction
- vegetation roof
- substrate 60mm with filter layer 
- drainage buffer layer 25mm
- two-layer root-resistant and protect absorption roofing
- wood wool fiber insulation 100mm
- plywood boarding 20mm
- timber frame construction with wood wool fiber insulation 250mm
- plywood boarding 20mm

construction inside-outside:
- wooden beam 200mm
- timber frame construction with wood wool 
fiber insulation 180mm
- vapour barrier film
- wooden framework 40mm
- wood slats cladding 20mm
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concrete upstand 185mm

01 eerste verdieping N

4000

construction top-bottom:
- finishing floor by resident or corporation (PVC flooring)
- anhydrite floor with underfloor heating 55mm
- insulation 20mm
- plywood boarding 20mm
- timber frame construction with wood wool fiber insulation 250mm
- plywood boarding 20mm
- wood and battens 70mm
- wooden slats 20mm

suspended ceiling with 
wood finishing board

construction inside-outside:
- aluminium curtain wall
- French balcony attached to either side 
façade

wooden facade in view

construction inside-outside:
- wooden beam 200mm
- timber frame construction with wood wool 
fiber insulation 180mm
- vapour barrier film
- wooden framework 40mm
- wood slats cladding 20mm
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00 begane grond

0

1428681

construction top-bottom:
- finishing floor PVC
- anhydrite floor with underfloor heating 55mm
- insulation 20mm
- in-situ concrete 200mm
- wide slab floor 50mm

masonry in view

wooden column with 
wooden cladding in view

concrete upstand 185mm
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outside storages

apartment

apartment

apartment

gallery

gallery

gallery

existing roof:
- bitumen
- mastic with flax hull plate (vlasschevenplaat)
- steel beam (IPE 180)
- timber frame construction

existing facade

existing gallery

existing pavingpark grass

existing floor construction

outside storages

apartment

apartment

apartment

gallery

gallery

gallery

existing roof:
- gravel
- bitumen
- mastic with flax hull plate (vlasschevenplaat)
- wooden plate
- steel beam (IPE 180)
- wooden plate

existing facade

existing gallery

existing pavingpark grass

keep existing floor construction

courtyard apartment

apartment

apartment

gallery

gallery

gallery

existing roof:
- bitumen
- mastic with flax hull plate (vlasschevenplaat)
- steel beam (IPE 180)
- timber frame construction

existing pavingpark grass

keep existing floor construction
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local cut for social visibility and 
daylight
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construction top-bottom:
- finishing floor by resident
- anhydrite floor with underfloor heating 55mm
- insulation 20mm
- existing Dato floor construction
- metalstud insulated ceiling

18

2728 29

34

38

39

40

41

42

44

6000 6000 6000

35
00

35
00

35
00

35
00

35
00

35
00

21
00

0

18000

CLT core

Wooden frame walls (HSB) 
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steel lintel at the location of new recess steel lintel at the location of new recess

steel column at the location of new recess

steel column at the location of new recess

steel column at the location of new recess

steel column at the location of new recess
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