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OUTSIDE INSIDE
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D.1

D.2

D.5

D.4

D.3

1. Graphine electrode nano plates 
(semi translucent conducting mate-
rial used in phones)

2. HEA 600 main structure Zero 
Gravity Arena attached to base

3. Termal paste attaching interiour 
and zero gravity device

4. Canopy beam bolted to main 
frame

5. Wood composite floor bolted to 
main frame

6. Zero gravity soft impact seating 
panel

7. Belt fastener

air out 

Pneumatic entrance

Pneumatic entrance

Zero gravity structure bolted 
to concrete structure

HVAC Machine

Steel truss

Multimedia EFTE 
pillow facade

Graphine reinforced 3d printed 
high performance concrete

Observation deck

Curved laminated 
glass facade

Wood composite floor 
bolted to column structure

Steel hollow column with 
imbedded ventilation

Battery and database 
storage facility

Retractable fence system

High speed bullet elevator

D.4

D.1

D.2

D.3

D.3

aluminium mullion attached 
to IPE 500

Wood composite 
floor system

Graphine nano plates

Zero gravity arena 
(capacity 256)

Lightweight poly carbonate floor 
suspended from ceiling

Control center

Skybar

1. Steel truss beam (main structure)

2. Multifunctional EFTE pilow facade
- Pressure 250-400PA
- Photovoltaic film
- Multimedia display film
- Warm and cold air capabilities

3. Balusted bolted to floor

4. Floorbeam IPE 500 welded to 
main frame

5. Subframe Ø150mm welded to 
floorbeam

6. EFTE airsupply ducts (heated & 
cooled)

7. Air tube

1. lightweight wood composite poly-
morphic balustrade system

2. U edge beam attached to 

3. wooden floor panels attached to 
truss system

4. aluminium truss floor system

5. Pendel anchor bolted to U Beam

6. Counterbalance & stopper

7. Pivot bearing and flexible tube

8. Elastic tension band

9. flexible tube system

1. Lightweight aluminium mullion

2. Curved glass facade

3. Steel beam with integrated venti-
lation tubes

4. Air curtain nozzles

5. Water drainage cover

6. Concrete basement structure

7. Retractable fence cover plate 
bolted to floor

1. Steel truss beam (main structure)

2. Multifunctional EFTE pilow facade
- Pressure 250-400PA
- Photovoltaic film
- Multimedia display film
- Warm and cold air capabilities

3. Truss fastened to concrete floor

4. Ventilation tube air intake to HVAC

5. High performance concrete floor 
400mm thick reinforced with corbon 
fibre strands

6. Ventilationintake panel covered 
with porous multimedia screen
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