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Spatiality of the nave is preserved

Multifunctional mezzanine 

Connection lobby & restaurant

Retail space

Nave rooms

Attic rooms

Greenhouse
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Facade fragment 1:50

1 - Existing Side aisle 2 - New Layers 2 - Design
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Wall Assembly
-   22 mm Larch panelsLarch panelsLarch panelsLarch panels - European FSC certified timber

- Moist sealant membraneMoist sealant membraneMoist sealant membraneMoist sealant membrane
- 180 mm Mätsa Wood timber beamsMätsa Wood timber beamsMätsa Wood timber beamsMätsa Wood timber beams 600mm apart -

European FSC certified timber
- 170 mm Vlas Biobased insulationVlas Biobased insulationVlas Biobased insulationVlas Biobased insulation

RdRdRdRd----value: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/W
- Sealant and breather membraneSealant and breather membraneSealant and breather membraneSealant and breather membrane

-   28x22 Timber battensTimber battensTimber battensTimber battens & 28x22mm counterbattenscounterbattenscounterbattenscounterbattens  -
European FSC certified timber

-   22 mm Azobé claddingAzobé claddingAzobé claddingAzobé cladding - Reused timber from old ships

9000 +

30

Floor Assembly
-   22 mm Larch floorplanksLarch floorplanksLarch floorplanksLarch floorplanks - European FSC certified timber

-   18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 
-   20 mm Wolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheating - reuseable & recyclable

-   30 mm Wolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulation- reuseable & recyclable
-   21 mm Underlayment panelUnderlayment panelUnderlayment panelUnderlayment panel - European FSC certified timber
- 220 mm Mätsa Wood timber IMätsa Wood timber IMätsa Wood timber IMätsa Wood timber I----beamsbeamsbeamsbeams 500mm apart - European FSC certified timber

- 170 mm Vlas Biobased insulationVlas Biobased insulationVlas Biobased insulationVlas Biobased insulation
RdRdRdRd----value: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/W

-   18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 

Existing stucco vault 

Existing vault rib 

273 600

Beam fixture, 

galvanised steel
T-profile

Secondairy colum 

fixture, galvanised 
U-profile

Slanted sides for 

water drainage

Glue laminated 

200x500mm larch 
column, dark stained 

to match Azobé

Existing support buttress

200 500 1000

2
9
3

1
2
5

2
2

Toughenend glass 

balustrade

Reused Azobé 

timber slat facade, 
210x20mm, 

400mm apart

180 210 110

Zinc drainage pipe

Glue laminated 

200x400mm larch 
beam, dark stained to 

match Azobé

Detail V1 1:10

connection structure connection structure connection structure connection structure ---- existing & corridor existing & corridor existing & corridor existing & corridor ---- existingexistingexistingexisting
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Floor Assembly
-   22 mm Larch floorplanksLarch floorplanksLarch floorplanksLarch floorplanks - European FSC certified timber

-   18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 
-   20 mm Wolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheating - reuseable & recyclable

-   30 mm Wolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulation- reuseable & recyclable
-   21 mm Underlayment panelUnderlayment panelUnderlayment panelUnderlayment panel - European FSC certified timber
- 220 mm Mätsa Wood timber IMätsa Wood timber IMätsa Wood timber IMätsa Wood timber I----beamsbeamsbeamsbeams 500mm apart - European FSC certified timber

- 170 mm Vlas Biobased insulationVlas Biobased insulationVlas Biobased insulationVlas Biobased insulation
RdRdRdRd----value: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/W

-   18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 

Galvanised steel bracket against existing brickwork

for attaching I-beams, 500mm apart

Existing stucco vault 

Pointed arch

Horizontal band

Limestone

Triforium

Masonry replenshing

Masonry replenshing

Glass assembly:
- 4mm toughend glass

- Clear PVB-safety foil
- Insulation gas

UUUU----value: 0,9 W/mvalue: 0,9 W/mvalue: 0,9 W/mvalue: 0,9 W/m2222KKKK
- Clear PVB-safety foil
- 4mm toughend glass & HR coating

expected lifetime: ≥30 years

Black coated steel mullion Z & L profiles, 5mm thick

glass is fixt using glue

300 350

2
0

3
2
7

1
9
6

350 350

700

Black coated steel masonry support strip, 

20 mm thick, fixt using anchor bolts

Detail V2 1:10

connection new window connection new window connection new window connection new window ---- triforium & floor triforium & floor triforium & floor triforium & floor ---- nave wallnave wallnave wallnave wall
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Floor Assembly
-   22 mm Larch floorplanksLarch floorplanksLarch floorplanksLarch floorplanks - European FSC certified timber

-   18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 
-   20 mm Wolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheating - reuseable & recyclable

-   30 mm Wolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulation- reuseable & recyclable
-   21 mm Underlayment panelUnderlayment panelUnderlayment panelUnderlayment panel - European FSC certified timber

- 220 mm Mätsa Wood timber IMätsa Wood timber IMätsa Wood timber IMätsa Wood timber I----beamsbeamsbeamsbeams 500mm apart - European FSC certified timber
- 170 mm Vlas Biobased insulationVlas Biobased insulationVlas Biobased insulationVlas Biobased insulation

RdRdRdRd----value: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/W
-   18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 

-   22 mm Larch panelsLarch panelsLarch panelsLarch panels - European FSC certified timber

Room Separation Wall Assembly
- 22 mm Larch panelsLarch panelsLarch panelsLarch panels - European FSC certified timber

- 18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 
- 50mm Pine frame structurePine frame structurePine frame structurePine frame structure - European FSC certified timber

& 50 mmVlas Biobased insulationVlas Biobased insulationVlas Biobased insulationVlas Biobased insulation
- 10 mm Air gapAir gapAir gapAir gap

- 50mm Pine frame structurePine frame structurePine frame structurePine frame structure - European FSC certified timber
& 50 mmVlas Biobased insulationVlas Biobased insulationVlas Biobased insulationVlas Biobased insulation

- 22 mm Larch panelsLarch panelsLarch panelsLarch panels - European FSC certified timber

160
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120 120

4
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0
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connection structure connection structure connection structure connection structure ---- existing & corridor existing & corridor existing & corridor existing & corridor ---- existingexistingexistingexisting
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Reused Azobé 
timber slat facade, 

400mm apart

180 210 110

Reused Azobé 

timber slat facade, 
230x20mm, 

400mm apart

160 230 110

10970 +

Glue laminated 

200x400mm larch 
beam, dark stained to 

match Azobé

Toughenend glass 

balustrade

500

140 250 110

160 230 110

12000 +

13970 +

Floor Assembly
-   22 mm Larch floorplanksLarch floorplanksLarch floorplanksLarch floorplanks - European FSC certified timber

-   18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 
-   20 mm Wolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheatingWolf Bavaria wood fiber Powerfloor & floorheating - reuseable & recyclable

-   30 mm Wolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulationWolf Bavaria Phonestar Sandpanel soundinsulation- reuseable & recyclable
-   21 mm Underlayment panelUnderlayment panelUnderlayment panelUnderlayment panel - European FSC certified timber

- 220 mm Mätsa Wood timber IMätsa Wood timber IMätsa Wood timber IMätsa Wood timber I----beamsbeamsbeamsbeams 500mm apart - European FSC certified timber
- 170 mm Vlas Biobased insulationVlas Biobased insulationVlas Biobased insulationVlas Biobased insulation

RdRdRdRd----value: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/W

-   18 mm Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1Fermacell Firepanel A1  non flammable - reuseable & recyclable 
-   22 mm Larch panelsLarch panelsLarch panelsLarch panels - European FSC certified timber

Wall Assembly
-   22 mm Larch panelsLarch panelsLarch panelsLarch panels - European FSC certified timber

- Moist sealant membraneMoist sealant membraneMoist sealant membraneMoist sealant membrane
- 180 mm Mätsa Wood timber IMätsa Wood timber IMätsa Wood timber IMätsa Wood timber I----beamsbeamsbeamsbeams 600mm apart -

European FSC certified timber
- 170 mm Vlas Biobased insulationVlas Biobased insulationVlas Biobased insulationVlas Biobased insulation

RdRdRdRd----value: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/Wvalue: 4,86 m² K/W
- Sealant and breather membraneSealant and breather membraneSealant and breather membraneSealant and breather membrane

-   28x22 Timber battensTimber battensTimber battensTimber battens & 28x22mm counterbattenscounterbattenscounterbattenscounterbattens  -
European FSC certified timber

-   22 mm Azobé claddingAzobé claddingAzobé claddingAzobé cladding - Reused timber from old ships
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Detail V4 1:10
connection structure connection structure connection structure connection structure ---- corridorcorridorcorridorcorridor
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