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Secondary glazing

Support material and air sealing

Shadow gap

Tiles
Tile glue
Screed with floor heating/cooling
Heat-reflecting and airtight foil
Concrete
Vapour-tight membrane
XPS insulation

Timber floorboards
Rubbersound 3.2 mm
Fermacell Therm 25 mm with floor 
heating and cooling
Mineral wool 20 mm
Fermacell honeycomb system
ESB 22 mm
Beam
Mineral wool 50 mm
Metal profiles ‘veerregels’
Gypsum fibre board 12.5 mm

EPDM
Gutex Thermoflat 100 mm 
Gutex Thermoflat 160 mm

Adaptive vapour retarding membrane
ESB 22 mm

Sloping beam
Timber battens

Acoustic panels Rigips rigitone 12.5 mm

Foundation: assumption 
based on archival drawings

Rooftiles
Timber battens

Timber counter battens
Existing waterproof membrane

Existing insulated roof pane
Existing vapour retarding membrane

Gutex Thermofibre
Adaptive vapour retarding membrane

Battens
Timber finishing

Stucco
Plasterboard 12.5 mm
ESB 15 mm
Cellullose insulation 160 mm
Gutex Multitherm 40 mm
Battens 
Waterproof membrane
Counter battens
Wooden planks, painted

Metal support for timber column

Metal bracket with slotted hole

Timber floorboards
Rubbersound 3.2 mm

Fermacell Therm 25 mm with floor 
heating and cooling

XPS insulation
Existing brick wall

Wooden blinds

PV panels

Expansion joint

Air inlet

Air inlet
Screen

Lead flashing

Lead flashing

Waardhuis Fragment and Details

0 mm
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