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30°

- steel footing anchored into existing concrete
with M38 boulds
rubber layer inbetween steel and concrete to
protect from rust

- steel structure
HSS (RECT.) 100x60x8,5 mm
with water resistant coating

- wooden flooring panels with anti-slip

- M24 with rounded top to anchor flooring to steel
structure

- M36 boulds
if basalt is too weak, extended into
concrete wall behind

- steel structure
HSS (RECT.) 100x60x8,5 mm
with water resistant coating
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42°

- re-used steel profiles for structure
ideally HSS (SQ.) 60x60x6 mm
coating in dark turquoise

- re-used steel profiles for structure
ideally pipe ø40 mm
coating in dark turquoise

- re-used steel profiles for bench structure
ideally HSS (RETC.) 60x20x4 mm
coating in dark turquoise

- re-used wood panels
painted in light teal

- re-used wood panels
with protecting transparent wood coating

- concrete foundation blocks

- steel footing plate welded to columns
and boulded onto concrete foundation
blocks

- re-used wood panels
painted in light teal
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15°
- Steel hollow column ø100 mm

- Robe attatched to colums

- Steel columns ø 60 mm
with wooden platforms attached on concrete
foundation blocks
dark turquoise coating

- Steel columns ø 100 mm
with wooden platforms attached on concrete
foundation blocks
dark turquoise coating

- Table with re-used wooden planks
on steel structure coated in lilac

- Rammed earth
ideally sourced and
made within
Rotterdam

- Wooden roof structure

- Red roof tiles
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- Infiltration layer
with drainage pipe if needed

- Soil for digging

- Tree trucks sourced from to be removed
trees within Rotterdam

- Compost layer
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- Rammed earth 'bricks'
ideally sourced and made within
Rotterdam

- Re-used steel construction plates

- Steel windbracing on three sides

- Steel plate welded to roof

- Steel construction plate
attachted on top of corner colums
cut off towards sun at 15°

- Wooden fill blocks

- Re-used wooden planks
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- Wooden level block

- Steel connecting piece
welded to balustrade and railing
dark red coating

- Rammed earth bricks in Dutch/English bond

- Re-used wooden planks

- Steel corner column L 100x100x10

- Weephole (entrance bats)

- Steel T-profile attached to corner colums
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- Steel profile 22x22x5mm
attached to steel footing 180x40x5mm
build-in during layering of earth
with water resistant foil
h.o.h. 700 mm

- Steel T-profile 36x18x12
welded to balustrade
h.o.h. 700 mm

- Steel railing ø 40 mm
dark red coating

- Re-used steel for balustrade
45° angle; see also elevation

- Steel connecting piece
welded to balustrade and railing
dark red coating

- Pavement tiles taken from
current situation

- Common lilac (Syringa Vulgaris)

- Rammed earth
ideally sourced and made
within Rotterdam

- mozaïek in red-yellow tones
could be organised event to lay
the last layer together with willing
inhabitants

- steel railing ø 40 mm
dark red coating

- Ground Pine (ajuga)

- Grass

- Small scabious (scabiosa columbaria)
- Devil's bit (succisa pratensis)

- Crocus ring
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- Compost rich soil for
planting

- Emergency home for bumblebees with
pavement tiles taken from current situation

- Ground Pine (ajuga)

- Infiltration layer with drainage pipe if necessery

- Devil's bit (succisa pratensis)

- Root-proof foil

- Argentinian vervain (verbena bonariensis)

9.400 1.600

- Common lilac (syringa vulgaris)

- Argentinian vervain (verbena bonariensis)
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