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Abstract

Within the framework of the European Union Horizon 2020 project HOMER (Holistic Optical Metrology for Aero-Elastic
Research), data assimilation (DA) algorithms for dense flow field reconstructions developed by different research teams,
hereafter referred to as the participants, were comparatively assessed. The assessment is performed using a synthetic database
that reproduces the turbulent flow in the wake of a cylinder in ground effect, placed at the distance of one diameter from
a lower wall. Downstream of the cylinder, this wall continues either in the form of a flat steady wall, or of a flexible panel
undergoing periodic oscillations; these two situations correspond to two different test cases, the latter being introduced to
extend the evaluation to fluid—structure interaction problems. The input data for the data assimilation algorithms were datasets
containing the particle locations and their trajectories identification numbers, at increasing tracer concentrations from 0.04
to 1.4 particles/mm?® (equivalent image density values between 0.005 and 0.16 particles per pixel, ppp). The outputs of the
DA algorithms considered for the assessment were the three components of the velocity, the nine components of the velocity
gradient tensor and the static pressure, defined in the flow field on a Cartesian grid, as well as the static pressure on the wall
surface, and its position in the deformable wall case. The results were analysed in terms of errors of the output quantities
with respect to the ground-truth values and their distributions. Additionally, the performances of the different DA algorithms
were compared with that of a standard linear interpolation approach. The velocity errors were found in the range between
3 and 11% of the bulk velocity; furthermore, the use of the DA algorithms enabled an increase of the measurement spatial
resolution by a factor between 3 and 4. The errors of the velocity gradients were of the order of 10-15% of the peak vorticity
magnitude. Accurate pressure reconstruction was achieved in the flow field, whereas the evaluation of the surface pressure
revealed more challenging. As expected, lower errors were obtained for increasing seeding concentration. The difference of
accuracy among the results of the different data assimilation algorithms was noticeable especially for the pressure field and
the compliance with governing equations of fluid motion, and in particular mass conservation. The analysis of the flexible
panel test case showed that the panel position could be reconstructed with micrometric accuracy, rather independently of
the data assimilation algorithm and the seeding concentration. The accurate evaluation of the static pressure field and of
the surface pressure proved to be a challenge, with typical errors between 3 and 20% of the free-stream dynamic pressure.

1 Introduction

In the recent years, three-dimensional velocity measure-
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sub-domain. However, the particle tracking approaches
return velocity vectors at the scattered locations where the
tracer particles are present. For data reduction purposes, it
is often convenient to map such information onto a regular
(Cartesian) grid, to facilitate the operations required for the
computation of relevant flow properties such as the vorticity,
the Q- or A,-criteria for vortex identification and the shear
rate, among others. Additionally, the evaluation of the pres-
sure field via the direct integration of the pressure gradient
or the solution of the Poisson equation for pressure (van
Oudheusden 2013) is typically performed on a regular grid,
although grid-less approaches for the solution of the Pois-
son equation have also been proposed. Conventional tech-
niques to map scattered flow information onto a regular grid
involve the use of interpolation (usually linear or cubic inter-
polation) or spatial averaging of the particle velocities and
accelerations over sub-domains or bins (e.g. adaptive Gauss-
ian windowing technique, AGW, Agiif and Jimenez 1987).
However, these approaches suffer from low spatial resolu-
tion, because they are incapable to resolve flow wavelengths
smaller than the inter-particle distance or the bin linear size.
As aresult, they lead to spatial modulation of the flow field
and unresolved or under-resolved length scales, especially
for the study of turbulent flows where a wide range of length
scales is present. The use of prior information on the flow
physics, e.g. by imposing the conservation of mass for
incompressible flows via application of a solenoidal filter to
the retrieved velocity field (Schiavazzi et al. 2014; Azijli and
Dwight 2015), has been shown as a viable methodology to
attenuate the measurement noise and enhance the accuracy
of the measured flow field. More advanced data assimila-
tion approaches have been recently proposed to enforce the
compliance of the resulting flow field with the governing
equations of fluid motion, aiming at increasing the range of
length scales resolved, possibly beyond the limit of Nyquist
criterion. In the FlowFit algorithm introduced by Gesemann
et al. (2016) for example, the velocity field is divided into
cubic volumes, where it is represented as a weighted sum of
3rd-order 3D base splines. The spline functions are evalu-
ated by solving an optimization problem, where a cost func-
tion is minimized that imposes physical constraints such as
the conservation of mass and momentum for incompressible
flows (Ehlers et al. 2020). In the SPICY algorithm (Sperotto
et al. 2024), an analytical representation of the velocity and
pressure fields is computed using penalized and constrained
Radial Basis Functions (RBFs), which allow enforcing phys-
ical constraints as well as boundary conditions. Alternative
approaches involve the use of vortex methods (Christiansen
1973), which make use of the vorticity transport equation at
one time instant (Schneiders et al., 2016, Cakir et al. 2022)
or during a short time sequence (Jeon et al. 2018; Scarano
et al. 2022; Jeon 2021) to retrieve a vorticity field compat-
ible with the measured particle velocities and accelerations.

@ Springer

Variational methods involving the velocity—pressure formu-
lation of the incompressible Navier—Stokes equations, and
stemming from the domain of computational fluid dynamics,
have also been proposed to achieve four-dimensional data
assimilation accounting for experimental and model errors
(Chandramouli et al. 2020) or to reconstruct a full instan-
taneous flow field, including acceleration data, from a sin-
gle PTV snapshot (Mons et al. 2022). A recent comparison
between 4D-VAR and Physics-Informed Neural Networks
(PINNS, Cai et al., 2021) has been conducted by Du et al.
(2023), showing that the former exhibit higher accuracy in
the assimilation of under-resolved turbulent data, whereas
the latter feature higher robustness to measurement noise.

The discussion above highlights the presence of a multi-
tude of approaches aiming at combining flow measurements
by LPT and background information on the flow physics to
accurately reconstruct the flow field on a regular grid. The
aim of this work is to comparatively assess different data
assimilation approaches using a database from a simulated
experiment, so as to shed light on the capabilities of these
approaches and on which parameters and error sources have
the largest influence on their performance.

The present work is structured as follows. Section 2
describes the database used for the assessment of the DA
algorithms, discussing the physical problem under investiga-
tion, the details of how such physical problem was simulated
and how the synthetic experiment was set up, and the outputs
requested to the participants. In Sect. 3, we describe the
different DA algorithms employed by the research groups
who analysed the database. The results of the assessment
are presented in Sect. 4, first focusing on the rigid wall case
(Sect. 4.1) and then on the flexible panel case (Sect. 4.2).
For both cases, the results are presented in terms of error
statistics of the estimated velocity, velocity gradients and
static pressure. Finally, the main conclusions of this work
are summarized in Sect. 5.

2 Database description
2.1 Physical problem

A synthetic database was generated that reproduces the
experimental parameters encountered in a typical LPT
experiment. The turbulent wall-bounded flow in the wake
of a cylinder was chosen because of the large turbulent
fluctuations, both in velocity and static pressure, associ-
ated with the vortex shedding mechanisms. The cylinder
diameter D=0.01 m, the distance between cylinder and wall
G=0.01 m, as well as the location of the synthetic flow
domain used (extent and streamwise position with respect
to the cylinder) were selected to ensure conventional vor-
tex shedding behaviour while maintaining large enough
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wall pressure fluctuations, both in the flow and on the
lower wall; these parameters have been chosen in particu-
lar based on the experimental works of Choi & Lee (2000)
and Wang & Tan (2008). Numerical simulations were per-
formed using air as working fluid, at a free-stream velocity
of 10 m/s, density of p=1.22 kg/m® and kinematic viscosity
of v=1.503-10" m?/s. The free-stream Reynolds number per
unit length was set to , leading to a turbu-
lent boundary layer upstream of the cylinder with a momen-
tum thickness Reynolds number of Rey &~ 4,150, measured
100 mm (ten diameters) upstream of the cylinder centre, and
a thickness 6 =~ 60 mm. Two different configurations were
considered for the wall downstream of the cylinder. In the
first configuration, the wall is a flat rigid wall. An illustra-
tion of the flow field for the rigid wall case, along with the
reference system of axes, is shown in Fig. 1. The origin of
the axes is located at the centre of the wall, and the systems
of axes are defined such that X is the streamwise direction, Y
the lateral direction and Z the wall-normal direction. In the
second configuration the wall is composed of a flexible panel
with clamped edges, whose upstream edge is 15 mm down-
stream of the cylinder. The flexible panel test case was intro-
duced to assess the DA algorithms for unsteady fluid—struc-
ture interaction problems, whereby the motion of a solid
surface affects the flow field. The panel has dimensions of
100 mm x 100 mm and spans the entire width of the compu-
tational domain; it is actuated at its midpoint via a periodic
sinusoidal excitation of amplitude A =5 mm and frequency
Joaner =100 Hz. Two materials are considered for the panel,
namely metal (more precisely aluminium, Young's modulus
E=170 GPa, density p,..,;=2700 kg/m?) and rubber (hyper-
elastic material with p,ppe, =950 kg/m®, C;,=1.3333 MPa
and D, =107 Pa™!), both of thickness =0.5 mm. Because
the frequency of the vortex shedding from the cylinder is

, the panel motion frequency is in the same

0.06 v, [m/s] | Wl

-1012345678510\1

01 0.05 X (m] 0 0.05

Fig.1 Side view (left) and top view (right) of the flow domain. The
dash-dot rectangle depicts the domain used for the data assimilation
analysis for the rigid wall case, whereas the dashed rectangle illus-
trates the domain for the flexible wall case. Contours of the instan-

order of the vortex shedding frequency; hence, the panel
motion is expected to affect the fluctuations in the flow field.
The presence of a curved wall introduces new challenges to
the DA algorithms in terms of the application of boundary
conditions, which are usually enforced only on a Cartesian
grid. Additionally, with the flexible panel test case we want
to assess how accurately the different DA algorithms are
capable of evaluating the position of a relatively complex
geometry and in turn the surface distribution of the static
pressure. The latter is a crucial parameter in fluid—structure
interaction problems, whereby the aerodynamic loads are
dominated by the static pressure distribution on solid sur-
faces and drive the structural motion.

2.2 Details of the ow simulation

Monotone Integrated Large Eddy Simulations (MILES)
were performed with the ONERA HPC multi-block struc-
tured aerodynamic solver FASTS (see, e.g. Dandois et al.
2018, for an example of application), using second-order
finite volume spatial discretization and second-order
implicit time integration. The computational domain size
is of in the streamwise (), spanwise
( ) and wall-normal ( ) directions, with mesh cell num-
ber of cells. The cell size
in the flow region was s and

. Simulations were run at free-
stream Reynolds per unit length and Mach numbers equal
to and , respectively. The latter
value of the Mach number was chosen so as to stay within
the accuracy range of the compressible solver, while target-
ing a nearly incompressible flow. Periodicity was imposed
in the spanwise direction, and the method of Lund et al.
(1998) was used to obtain a developed turbulent boundary
layer. Time- and span-averaged velocity profiles of the flow

V, [m/s] - [ -

-1012345678971011

e

-0.04 | ¥

-0.1 -0.05 X [m]

taneous streamwise velocity component are shown; the flow is in the
positive X direction. The origin of the system of axes used is indi-
cated with O
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observed 100 mm upstream of the cylinder have confirmed
the canonical character of the turbulent boundary layer,
whose profiles have been found to be in excellent agreement
with the literature (LES simulations of Schlatter et al. 2010,
corresponding to similar values of the momentum Reyn-
olds thickness ). Figure 2 shows a sample flow snapshot
in the rigid wall case, where the large-scale vortices shed
from the cylinder, the secondary vortex structures and their

p [Pa]

-140 -120 -100 -80 -60

interactions with the wall are visible. Figure 3 presents the
corresponding time- and span-averaged mean and fluctuat-
ing streamwise velocity components: the flow experiences
large velocity fluctuations exceeding 20% of the free-stream
velocity, mainly due to the shed vortices and their second-
ary structures; also, a progressive wake recovery takes place
for increasing distances from the cylinder. Although physi-
cal conditions differ slightly in terms of the bulk Reynolds

Fig.2 Sample flow snapshot from the LES simulation (rigid wall case), including Q-criterion iso-surfaces colour-coded by streamwise velocity

, and iso-contours of static pressure p at the lower and side walls
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Fig.3 Left: Streamwise time-average (top) and fluctuations root-
mean-square (bottom) velocity components from the LES simulation
(rigid wall case), averaged along the span of the simulation domain.
The dash-dot rectangle indicates the extent of the flow used for the
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datasets. Right: profiles of the mean and fluctuating streamwise
velocity component, extracted at the locations indicated with vertical
dashed lines in the left figures
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number, mean velocity profiles such as presented in Fig. 3
agree to a very good extent with the experimental results of
Choi & Lee (2000). In the flexible panel cases, the simula-
tion was performed using the Arbitrary Lagrangian Eulerian
(ALE) framework (Noh, 1964). Figure 4 illustrates a sam-
ple flow snapshot of one of the flexible panel cases (rubber
panel), showing the typical values and spatial organization
of panel deformation and vertical velocity , together with

cuts of flow streamwise velocity
Propagation of synthetic pointwise tracer particles, whose
positions were initially chosen randomly, was embedded in
the simulation using interpolation of the velocity field and
a 3rd-order Adams—Bashforth time scheme. Analysis of
the trajectories (not shown here) indicated that significant
curvatures and accelerations logically coincided mostly
with shed vortices, and in a lesser extent with near-wall
turbulent structures. While the flow physical configura-
tion was kept for the moving panel cases (air flow with
, ),
for the rigid wall case flow similarity was used to transpose
the situation towards a water flow ( s
) with similar dimensions, thereby

leading to free-stream velocity

2.3 Setup of the synthetic experiments

Synthetic data of the tracer particles were generated based
on a hypothetical experimental setup. In particular, virtual
multi-camera systems were set up to mimic typical LPT
experiments. Following the best practices for three-dimen-
sional flow measurements based on tomographic-PIV and
3D-LPT (Scarano, 2012; Schréder and Schanz 2023), four
cameras were simulated for both the rigid and the flexible

Fig.4 Sample flow snapshot
from the LES simulation (flex-
ible rubber panel case), includ-
ing iso-contours of flow stream-
wise velocity  in longitudinal
and transverse cuts, and of the
panel vertical velocity

V, (panel) [m/s]

v, (flow) (m/s] I
10

panel test cases. In the flat rigid wall case, the four cameras
were placed along an arc of circle at a radial distance of
from the centre of the data assimilation domain
(see Fig. 5). In the flexible panel cases, in order to allow
full visualization of the domain (in the spanwise direction),
i.e. enclosing all of the panel surface, this distance was
increased to
All virtual cameras had identical properties, namely pixel
size of 10 pm, sensor size of 1920 x 1200 pixels and lens
focal length =100 mm, independently of the panel case.
As aresult, the difference in their positions leads to slightly
different values of the size of a back-projected pixel, here-
after noted as ~ , namely ~ in the rigid wall case,
and in the flexible panel cases. This similarly
leads to differences in the relationship between the parti-
cle image density (counted in particles per pixel, ) and
the volumetric concentration, as seen in Table 1. Overall,
image densities ranging from to have been
targeted, with three densities for each panel type, with thus

Fig.5 Sketch of the virtual camera setup
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Table 1 Main parameters of the datasets composing the DA database. Notice that for the flexible wall case, each dataset is repeated for the two

panel materials, namely metal (M) and rubber (R)

Wall ppp wall markers ppp flow tracers # of particles in the Particles concentration Average
fluid domain C [particles/mm?] inter-particle
spacing
A [mm)]
Rigid 0 0.005 6,422 0.0428 1.58
Rigid 0 0.025 31,847 0.212 0.929
Rigid 0 0.160 204,280 1.36 0.500
Flexible, LD (M/R) 0.001 0.022/0.021 23,333/23,268 0.0778/0.0776 1.30
Flexible, LD (M/R) 0.001 0.086/0.081 93,168/92,498 0.310/0.308 0.818/0.820
Flexible, LD (M/R) 0.001 0.171/0.162 185,940/184,058 0.620/0.613 0.650/0.652
Flexible, MD (M/R) 0.01 0.022/0.021 23,295/23,223 0.0777/0.0774 1.30
Flexible, MD (M/R) 0.01 0.085/0.081 92,608/91,941 0.309/0.306 0.820/0.822
Flexible, MD (M/R) 0.01 0.172/0.163 185,903/184,556 0.620/0.615 0.650/0.651

lower maximal particles concentrations (and thus higher
inter-particle distances) for the flexible panels than for the
rigid cases. These values aim at reflecting experiments rang-
ing from very low to very high seeding densities, compared
to the present state-of-the-art of LPT experiments and pro-
cessing algorithms. In the flexible panel cases, these values
correspond to the image densities obtained at the beginning
of an oscillating cycle, when the panel is still undeformed.
Because the evaluation instant corresponds to a later time,
at which the panel exhibits a significant deformation in the
vertical downwards ( ) direction, the actual densities in the
flexible cases are slightly higher than the targeted values,
and slightly different depending on the panel, due to dif-
ferent deformation shapes. Overall, as shown in Table 1,
the volumetric particle concentrations range from 0.0428
to 1.36 particles/mm?, resulting in mean inter-particle dis-
tances from 0.5 to 1.58 mm based on Poisson point process
theory (Last and Penrose 2017). In the flexible panel cases,
markers were placed on the panel at two different densities,
namely low density (LD, ppp =0.001) and medium density
(MD, ppp=0.01). Due to the different camera arrangement,
maximal particles concentrations are lower (inter-particle
distances are higher) for the flexible panels than for the rigid
cases.

The particle (and marker) positions in 3D space and their
trajectories identification numbers were provided to the par-
ticipants. The particle positions were affected by random
Gaussian noise with standard deviation of 0.1 ~ , thus cor-
responding either to (rigid wall) or to (flexible
panels); the presence and magnitude of the random noise
were not disclosed to the participants. For the rigid wall
configuration, the virtual setup was chosen with water as a
fluid, with a sequence of 50 equally spaced time instants at
time separation At=600 ps was provided to the participants.
For the flexible panel case, coinciding with the original air
flow of the simulation, the database contained sequences of

@ Springer

501 evenly spaced time instants at constant time separation
At=40 ps, corresponding to a full period of oscillation. In
the metal panel case, both the first and last instants corre-
spond to a flat (undeformed) panel profile coinciding with
the plane; in the rubber case, the panel is flat at the
first instant only, due to the more complex deformation pat-
terns and waves obtained by actuation at the centre point. In
both the fixed and moving cases, the time separation leads
to a displacement associated with the bulk velocity  equal
to 0.4 mm, i.e. to 6-7 pixels (resp. 4-5 pixels) in the images
for the rigid (resp. flexible) cases.

2.4 Requested output

The participants were requested to provide output quanti-
ties on a Cartesian grid of spacing #=0.4 mm; details of
the Cartesian grids depending on the wall configuration are
reported in Table 2.

A total of 13 output quantities were requested, all at the
time instant 25 for the rigid wall case and 175 for the flexible
panel case; these output quantities were:

e The three components of the velocity vector ( , , ),
in m/s;

e The nine components of the velocity gradient ten-
sor ( s , s s ,

, , )ins™;

e The static pressure p in Pa, relative to the points ( , ,
)=(0, 0.2, 0.01) mm for the rigid wall case, (0, 0, 0.01)
mm for the metal panel case and (0, 0, 0.41) mm for the

rubber panel case.

Additionally, for the flexible panel case, the Z-position
of the panel markers and the static surface pressure were
requested. The data were analysed in terms of errors of the
output quantities (viz. difference from the actual value from
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Table 2 Number of grid points along the different directions and limits of the data assimilation domains for the three wall configurations

Number of grid points

Limits of the data assimilation domains

X Y VA Total X, (mm) X o (Mm) Y,,in (mm) Y, (mm) Z,,in (mm) Z,, (mm)
Rigid wall 251 126 76 2,403,576 -50 +50 -25 +25 +0.01 +30.01
Metal panel 251 251 76 4,788,576 -50 +50 -50 +50 +0.01 +30.01
Rubber panel 251 251 75 4,725,075 -50 +50 =50 +50 +0.41 +30.01

the LES simulation at each grid location), their distributions
and spectral content.

3 Participants and approaches
3.1 Rigidwall case

The data of the rigid wall test case were presented and ana-
lysed within the first Data Assimilation challenge (Sciac-
chitano et al. 2021), conducted within the framework of the
European Union Horizon 2020 project HOMER (Holistic
Optical Metrology for Aero-Elastic Research), grant agree-
ment number 769237.

Three research groups analysed the data of the rigid wall
case, namely the German Aerospace Centre from Gottingen
(DLR), Delft University of Technology in the Netherlands
(TU Delft, shortly TUD) and the German instrumentation
company LaVision GmbH. The approaches employed by
these groups are briefly summarized hereafter. As reported
in Table 3, differences among the algorithms are already
present in the way the particle locations are fitted to retrieve
the positions, velocities and accelerations at time instant
t=25, which constitute the inputs for the considered DA
approaches.

3.1.1 DLR: FlowFit2

The approach employed by the DLR group is based on the
TrackFit and FlowFit2 algorithms, which are described in
detail in Gesemann et al. (2016) and in Ehlers et al. (2020).
The main processing steps are the following:

(a) Determination of the particle trajectories according to
the provided locations and track-ID data;

(b) Spectral analysis of the location-over-time signals to
estimate the optimal TrackFit parameters;

(c) TrackFit: estimation of the particle trajectories as uni-
form cubic B-spline curves;

(d) Sampling of the particle track B-spline functions at the
specified time step (namely 25), including first and sec-
ond derivatives (velocity and acceleration), as input to
FlowFit;

(e) FlowFit2: nonlinear estimation of velocity and pres-
sure fields as 3D uniform cubic B-splines based on a
weighted least-square optimization that minimizes the
sum of several squared errors. Those include: the diver-
gence of the velocity field, the gradient of the diver-
gence of the velocity field, deviations between meas-
ured and fitted velocities and accelerations, deviations
from the pressure Poisson equation, velocity vector
Laplacian.

Before the FlowFit2 step, additional virtual particles
with zero velocity and acceleration are generated at the wall
(Z=0 m) to comply with the no-slip boundary condition.

3.1.2 TUD: VIC+and TSA

The TU Delft team made use of two approaches, both based
on the Vortex-in-Cell framework (Christiansen 1973).
The first approach, named VIC + (Schneiders and Scarano
2016), seeks a vorticity field defined at the output Carte-
sian grid such that a cost function is minimized. The lat-
ter depends on the difference between the measured and
reconstructed velocities and Lagrangian accelerations at the
particle locations. The velocity field is then obtained from

Table 3 Types and temporal

Partici t h
kernel sizes of the fit used to articipant (approach)

Track fit type

Track fit temporal kernel size

determine the particle positions, DLR

velocities and accelerations

LaVision (VIC#-3D)
LaVision (VIC#-4D)
TUD (VIC +)

TUD (TSA)

Cubic B-spline

2nd-order polynomial
2nd-order polynomial
2nd-order polynomial, 3 iterations

2nd-order polynomial, 3 iterations

Adaptive, based on the spectral
analysis of the particle tracks

7/7/9 at ppp =0.005/0.025/0.160
7/7/9 at ppp =0.005/0.025/0.160
9
9
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the reconstructed vorticity field via the solution of the Pois-
son equation. The second approach, named Time-Segment
Assimilation (TSA, Scarano et al. 2022), is an evolution of
the VIC + concept which exploits the temporal information
from time-resolved measurements. In this case, the vorticity
dynamics equation is used to march forward and backward
for a finite number of exposures (in total 31 at ppp =0.005
and 21 at ppp=0.025) the first guess of the vorticity field
at time r=0. The cost function is built as the difference
between the measured and the reconstructed velocity at the
particle locations along the entire time segment. It should
be noted that, due to the high computational cost, the TSA
results were only produced for ppp =0.005 and 0.025, and
not for ppp=0.160. Additionally, the pressure field was
evaluated only for the VIC +analysis (and not for the TSA
analysis), by solving the Poisson equation for pressure (van
Oudheusden 2013), using Neumann boundary conditions at
all boundary points.

3.1.3 LaVision: 3D and 4D VIC#

LaVision GmbH made use of two approaches, one rely-
ing only on instantaneous data (3D) and one exploiting
the information on the time evolution from time-resolved
measurements (4D). In the latter case, the time integration
length was selected as + 6At, resulting in the simultaneous
velocity reconstruction over 13 time steps. The approaches,
indicated with VIC#-3D and VIC#-4D, respectively, are
based on an evolution of the VIC 4 algorithm (Schneiders
and Scarano 2016) where additional physical constraints on
the divergence of velocity, vorticity, Eulerian acceleration,
Lagrangian acceleration and on the momentum equation are
imposed (Jeon et al. 2018, 2022; Jeon 2021). A multi-grid
approximation was performed to decrease the computational
cost due to large number of elements in the output Cartesian
grid.

3.2 Flexible panel case

The flexible panel data were analysed by the German Aero-
space Centre from Gottingen (DLR) and the German instru-
mentation company LaVision GmbH.

3.2.1 DLR: FlowFit2

As for the rigid wall case, the DLR group made use of the
FlowFit2 algorithm (Gesemann et al. 2016; Ehlers et al.
2020), which involved the following steps:

e Spectral analysis of particle and marker trajectories to
determine good temporal fitting parameters.

e The particle and marker trajectories were filtered using
TrackFit with a cut-off of 0.25 and 0.03 times the Nyquist
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frequency, respectively. TrackFit behaves like a low-pass
filter with a flat passband and an 18 dB/oct slope after
the cut-off frequency. For the marker tracks, the filter
was slightly modified so that the pass-band response at
Jpaner=100 Hz was exactly 1.0, so as not to suppress any
fluctuations at the frequency of oscillation of the panel.

e The cubic B-splines for the particle and marker trajec-
tories were evaluated at the requested time step, namely
time step 175.

e For the velocities and accelerations of the panel mark-
ers, a 2D curve over x, y was fitted using uniform cubic
B-splines and smoothing by penalizing the Laplacian.
These fitted 2D functions were evaluated twice, once on
the requested x, y grid for the panel and once for the
internal reconstruction grid of the FlowFit as “wall con-
ditions”.

¢ FlowFit2 then used the particle data and spatially inter-
polated marker data (wall conditions) as input. The inter-
nal reconstruction grid was chosen to have about 25 grid
points per particle.

3.2.2 LaVision: 3D and 4D VIC#-FSI

LaVision made use of an adaptation of VIC# (Jeon et al.
2018, 2022; Jeon 2021) that accounts for the presence of
solid objects in the flow domain, named VIC#-FSI. VIC#-
FSI considers a moving boundary through artificial surface
vectors interpolated from the surface markers. Its compu-
tation domain is a rectangular parallelepiped, identical to
VIC#. However, the additional constraints of VIC#, includ-
ing pressure field, are only considered for the fluid region.
The surface pressure is afterwards obtained from a least-
square optimization of pressure changes between the surface
grid points and the surface-facing flow grid points.

As for the rigid wall case, also for the flexible panel case
two algorithms where employed: a 3D algorithm, which
only accounts for the instantaneous information on the
flow and the structural markers, and a 4D algorithm that
exploits time information over 13 time steps at ppp =0.020
and 0.080, and 7 time steps at ppp =0.160. Future and past
time steps are included in the analysis using a Eulerian time-
marching scheme with the 4th-order Runge—Kutta temporal
discretization.

3.3 Computational cost

A dedicated analysis has been conducted to assess the
computational cost of the different DA approaches. Notice
that, despite the participants processed the data on differ-
ent machines, the computational cost analysis has been
performed using the same computer architecture, which
featured high-end consumer GPUs (RTX 4090), after the
participants had submitted their results. The analysis has
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been performed on the data of the rigid wall test case,
obtaining the following computational times per computed
flow field (see Table 4):

The results of Table 4 show clearly that the computational
cost varies by up to three orders of magnitude depending on
the DA approach. Several factors influence the computa-
tional cost. First, the computational domain size affects the
number of operations for both the numerical integration and
the minimization of the cost function: although the original
domain size is composed of 251 x 126 x 76 =2,403,576 grid
points, different algorithms use different extensions of the
domain to avoid erroneous velocity reconstructions close
to the edges. In particular, the FlowFit 2 algorithm only
requires two additional grid points at each edge, thus limit-
ing the size of the computational domain. Conversely, in
the case of VIC +and VIC-TSA, the computational domain
size is more than three times larger than the original domain
size, while for VIC# the increase of domain size is about
15% (6 padding grid points at each edge, Jeon et al. 2022).
Second, each method solves a different number of Poisson
equations: for FlowFit 2, only one Poisson equation per
iteration is solved for the evaluation of the pressure field
from the measured velocity data (Ehlers et al. 2020); instead,
VIC +requires solving 12 Poisson equations per iteration,
namely two per each component of the velocity and of the
local Eulerian acceleration. In the case of VIC-TSA, to
reduce the computational burden which is already very large,
only the velocity components are employed in the defini-
tion of the cost function, and not the acceleration; for this
reason, only 6 Poisson equations (namely two per velocity
component) need to be solved per iteration. Both the three-
dimensional and four-dimensional versions of VIC# requ