
- Bitumen 
- Wooden planks 20 mm 
-  water permeable film 
- Hempflax 160 mm 
   160 x 60 mm, distance between centers is 600 mm 
- vapor barrier film 
- Wooden planks 20 mm 
- Metsäwood-Finnjoist 500 x 89 mm 
- Wooden support for wooden structure

Structure with steel beams/columns which are 
connected to the existing one to support the 
wooden structure 

A small aluminum profile which holds the bitu-
men in place

Small glass facade 
4-15-4 mm

- Bitumen 
- Wooden planks 20 mm 
-  water permeable film 
- Hempflax 160 mm 
   160 x 60 mm, distance between centers is 600 mm 
- vapor barrier film 
- Wooden planks 20 mm 
- Hempflax 100 mm 
  100 x 60 mm, distance between centers is 600 mm 
- Perforated wooden plank 20 mm 
- Metsäwood-Finnjoist 500 x 89 mm 
- Wooden support for wooden structure

Small glass facade 
4-15-4 mm

- Plaster 40 mm 
- Brickwork (waalformaat) 2 x 50 x 
100 x 210 mm 
- BioFoam pearls insulation 120 mm 
- Brickwork (waalformaat) 50 x 100 
x 210 mm

- Metaplus achterzetraam with 6 
mm glass 
- Iron window frame with small 
T-profiles which holds  the 4 mm 
glass

Concrete lintel

- Brickwork (waalformaat) 50 x 100 x 210 
mm 
- BioFoam pearls insulation 120 mm 
- Brickwork (waalformaat) 2x 50 x 100 x 
210 mm 
- Plaster 40 mm 
- Space of 90 mm, otherwise 200 mm 
- Wooden plank 40 mm 
- Wooden slats 40 mm x 40 mm 
- ‘Japanese’ burned wooden planks 22 mm

- Cast floor 20 mm 
- Throwel floor with floor heating 102 mm 
- BioFoam insulation (hard) 100 mm 
- Precast concrete panel 
   Poured concrete 220 mm  
   Prefabricated concrete panel with steel reinforcement 80 mm 
- Foundation beam poured concrete 
- Concrete foundation (screw) piles

Mortar layer

Existing foundation
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