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A B S T R A C T   

The struvite crystals constitute one of the common types of urinary stones. Such stones are also referred as 
“infection stones” due to their tendency to cause infections in urinary tract. A considerable effort has been placed 
to identify natural or synthetic crystal-growth modifiers for this kind of urinary stone in literature, yet macro-
molecules commonly found in urine have been underexplored. In the present study, we experimentally focus on 
how hyaluronic acid, a protein commonly found in urine, alters the struvite crystallization in aqueous solution 
and in an artificial urine media. By gradually adding ammonium dihydrogen phosphate to a solution containing 
magnesium chloride hexahydrate, reactive crystallization is carried out in a well-mixed and thermostated vessel 
at 37 ◦C. The resulting struvite crystals are characterized structurally by XRD and FTIR as well as morpholog-
ically and in terms of their surface charge. In addition, the thermal decomposition behavior of the struvite with 
and without hyaluronic acid and released volatile products were simultaneously investigated using a TGA/FTIR 
system. The average activation energy calculated using the Friedman method was 49.2 ± 5.1 kJ/mol. The results 
of the kinetic and thermodynamic analyses showed that decomposition of the struvite crystals was endothermic 
and followed the multiple stage reaction mechanism.   

1. Introduction 

Urinary stones are a serious clinical issue that affect nearly 20% of all 
humans, and the level of recurrence remains at 50% after treatment, 
with the occurrence increasing among those living in industrialized 
countries [1]. Urinary stones are formed pathologically through a 
combination of physical and chemical processes. They are composed of 
an organic matrix that comprises mainly the crystalline phases of 
various substances, with different types of stones appearing based on 
different factors and materials [2,3]. Magnesium ammonium phosphate 
hexahydrate (MgNH4PO4⋅6H2O), also known as “struvite”, is made up of 
magnesium, ammonium and phosphate in an equimolar (1:1:1) ratio. 
10–30% of all urinary stones have struvite as the main inorganic 
component. These struvite stones are also called “Infection stones” 
which is a result of the activity of microorganisms producing urease [4]. 
These microorganism causes an infection mainly from Proteus species 
[5,6]. Urease, a bacterial enzyme, catalyzes the hydrolysis of urea to 
form ammonia, which then increases urine pH and elevates concentra-
tions of ammonium (NH4

+), carbonate (CO3
2–), and phosphate (PO4

3-) ions, 

which combine with magnesium (Mg2+) ions in urine and lead struvite 
crystallization [7]. Struvite stones, one of the most dangerous, can cause 
potential life-threatening complications from infection [8–10]. Extra-
corporeal shock wave lithotripsy is frequently used to treat urinary 
stones; however, it is not a permanent solution as the recurrence after 
treatment remains at 50% [11]. In addition, several drugs have been 
reported to effectively mitigate other stone types; however, these 
treatments for infection stones have not yet been resolved. Although 
several studies on the formation of struvite urinary stones are reported 
in the literature [5,12,13], more research is necessary to develop a non- 
invasive treatment alternative to extracorporeal shock wave lithotripsy. 
In-vivo studies point out that organic and inorganic modifiers, which are 
additives that promote or inhibit crystallization, interact with struvite 
crystals by adsorbing onto the crystal’s surface [14–18]. Studying the 
influence of these modifiers, especially those that are biocompatible, on 
the precipitation of struvite may inform development of the treatments 
for mitigate disease stones. Studies [19–21] have pointed out that the 
presence of hyaluronic acid in urine plays an important role in the for-
mation of renal stone. Despite the reports pointing out that hyaluronic 
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acid alters the crystallization of calcium oxalate [22–24], the most 
common kidney stone type, its influence on the structural and 
morphological properties of struvite crystals has not been fully investi-
gated. In particular, there has been no comprehensive kinetic and 
thermodynamic analysis of struvite using coupled TGA/FTIR system. 
Taking all this into consideration, the present study focused on the effect 
of hyaluronic acid as a crystal modifier for struvite and a potent inhibitor 
of struvite crystallization in vitro. To that end, we characterized 
emerging crystals structurally and morphologically in aqueous solution 
and artificial urine detail. Moreover, the thermal decomposition kinetic 
and thermodynamic parameters of the struvite crystals were determined 
by a combined method of master plots and the Friedman method. 
Thereafter, the activation energy and thermodynamic parameters for the 
crystals were estimated. The present study will provide important in-
formation that focuses on the thermal characteristics, kinetics, and 
thermodynamics of struvite crystals based on TGA/FTIR system to 
contribute to a better understanding of these characteristics. 

2. Materials and methods 

2.1. Materials 

Magnesium chloride hexahydrate (MgCl2⋅6H2O), ammonium dihy-
drogen phosphate (NH4H2PO4) used as reactants were analytically pure 
and obtained from Merck (Darmstadt, Germany). Hyaluronic acid (CAS 
number 9067–32-7) used as a modifier was obtained from Sigma Aldrich 
(Gillingham, UK). Deionized water was used to prepare the solutions. 

2.2. Experimental method 

The struvite crystallization experiment was conducted using a 500- 
mL glass crystallizer equipped with a thermal jacket for temperature 
control and a mechanical stirrer equipped with a three-bladed propeller. 
The temperature of the suspension was kept constant using a thermostat 
with an accuracy of 0.1 ◦C. To monitor and keep the pH constant, a pH 
meter was coupled with an automated pH control device, and the so-
lution was adjusted to pH 8.0 ± 0.1 using sodium hydroxide solution. 
The experiments were conducted at 37 ◦C and 300 rpm in both aqueous 
solution and artificial urine media. The artificial urine was prepared 
using the method described in literature [25,26] and its content was as 
follows: 0.01695 M Na2SO4, 0.00385 M MgSO4⋅7H2O, 0.0455 M NH4Cl, 
0.0637 M KCl, 0.1055 M NaCl, 0.0323 M NaH2PO4, and 0.00321 M 
Na3C6H5O7. 

To synthesize the struvite crystals, 250 mL 0.1 M magnesium chlo-
ride hexahydrate solution was placed into the crystallizer at the begin-
ning of the experiments and left to reach thermal equilibrium. Then, a 
peristaltic pump was used to feed 250 mL 0.1 M ammonium dihydrogen 
phosphate solution into the crystallizer at a rate of 5 mL/min. At all 
times, the crystallizer cover was kept closed. After the reactant-feeding 
operation was complete, the sample suspension was removed, quickly 
filtered using a vacuum filter, washed with distilled water, and dried in 
an oven at 30 ◦C. These prepared samples were then used for further 
analysis. 

Hyaluronic acid was used as a modifier to investigate its effects on 
the struvite crystals at specific concentrations. Specific amounts of the 
modifier were added to the MgCl2⋅6H2O solution before adding the 
ammonium dihydrogen phosphate (NH4H2PO4) solution. The hyal-
uronic acid was applied at concentrations of 0, 0.025, and 0.25 mM. 

2.3. Analysis 

X-ray diffraction (XRD) analysis was performed to determine the 
crystal structure using a Bruker D2 Phaser table-top diffractometer. The 
phase of measured samples was analyzed using a monochromatic Cu Kα 
radiation source and a wavelength of 1.5418 Å. The XRD patterns were 
recorded within the 2θ range of 10 to 70◦ with 3◦/min scanning speed 

and 30 kV tube voltage. The calculation of unit cell parameters of the 
crystals was performed on the Materials Analysis Using Diffraction 
(MAUD) software (developed by Wenk, Matthies & Lutterotti and Fer-
rari & Lutterotti). The functional groups of struvite were characterized 
by Fourier transform infrared (FTIR) spectrometer. FTIR spectra were 
scanned between 4000 and 650 cm− 1 in transmission mode using a 
Shimadzu IR Affinity-1 Fourier Transform Infrared Spectrometer. The 
morphological changes of the struvite were investigated by Zeiss EVO LS 
10 scanning electron microscopy working at 15 kV. In addition, the 
crystals were analyzed using a Malvern Morphologi G3 instrument to 
gain a better understanding of the size and shape properties of the 
struvite. All analysis was done with the 10 × lens. The volume-based 
particle size distribution was measured using the Mastersizer 2000 
laser particle size analyzer (Malvern Panalytical, Malvern, UK). The zeta 
potential (ζ potential) measurements of the struvite crystals were per-
formed using a Malvern Zetasizer Nano ZS instrument. Each test was 
repeated at least three times with good reproducibility, and the average 
results used in the current study. The thermal decomposition of the 
struvite obtained with and without hyaluronic acid was studied using a 
Setaram LABSYS Evo thermogravimetric analyzer in a nitrogen atmo-
sphere between 25 ◦C and 325 ◦C. 10 ± 0.1 mg of sample is used for 
analysis with a purge gas flow rate of 20 mL/min. Moreover, the kinetic 
and thermodynamic calculations for struvite crystals were performed 
using different heating rates of 5, 10 and 20 ◦C/min. The volatile com-
ponents released during thermal decomposition were simultaneously 
identified using TGA/FTIR system. An FTIR spectrometer (Bruker 
Tensor27) was used in combined with a TGA device that heated at a rate 
of 20 ◦C/min. 

2.4. Kinetic analysis 

Thermogravimetric analysis is used to investigate the behavior of 
thermal decomposition of solids and to estimate the kinetic parameters, 
such as the activation energy, and pre-exponential factor for the hy-
dration of the crystal water for the studied struvite crystals. 

The basic kinetic equation for solid-state thermal decomposition can 
be defined as: 

dα
dt

= k(T)f (α) (1) 

where f(α), k(T), and t represent the reaction model, the reaction rate 
constant, and time, respectively. The rate constant, k(T), and the con-
version, α, are defined in Eq. (2), and Eq. (3), respectively. 

k(T) = Aexp
(

−
Eα

RT

)

(2) 

where E is the activation energy (kJ/mol), A is the pre-exponential or 
frequency factor (min− 1), T is the absolute temperature (K), and R is the 
ideal gas constant (8.314 J/mol K). 

α =
W0 − Wt

W0 − Wf
(3) 

The terms W0 and Wf are the initial and final weights, respectively, 
and Wt is the sample weight at time t. For a constant heating rate, β (K/ 
min) is given by the following equation: 

β =
dT
dt

(4) 

For non-isothermal analysis, by substituting Eq. (4) into Eq. (1), the 
reaction rate can be expressed as: 

dα
dT

= k(T)f (α) = A
β

exp(−
Eα

RT
)f (α) (5) 

Eq. (6) can be obtained by integration: 
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g(α) =
∫α

0

dα
f (α) =

A
β

∫T

T0

exp(−
Eα

RT
)dT (6) 

where g(α) is the integrated form of the reaction model. The kinetic 
model f(α) is related with a physical model which describes the kinetics. 
Table 1 illustrates the functional forms of f(α) and g(α). The solid re-
action mechanism, reflected by the dynamic TGA curves, can be pre-
dicted using these expressions. 

The iso-conversional method, which states that the reaction rates for 
the solid-state rely only on the temperatures at a constant quantity of 
conversion, proposed by Friedman method [27] was used in the present 
study to determine the activation energy of the struvite crystals. This 
method is a good reliable method because it avoids any mathematical 
approximations. Its linear equation is represented in Eq. (7). 

ln
(

dα
dt

)

= ln
(

β
(

dα
dT

))

= ln[Af (α)] − E
RT

(7) 

For any given value, the activation energy at any given specific 
conversion can be determined based on the gradients of the lines ob-
tained from the plot of ln [β(dα/dT)] versus 1⁄T for Friedman method. 

Kissinger’s equation [28] given in Eq. (8) was used in this study to 
estimate the frequency factor (A) for each value of α. 

A =
βEαexp(Eα/RTpeak)

RT2
peak

(8) 

The master-plots method, also known as the Criado method [29], 
was used in combination with the Friedman method to determine kinetic 
mechanism of solid-state reaction. The master plots method is mathe-
matically represented in Eq. (9). 

Z(α)
Z(0.5)

=
f (α) × g(α)

f (0.5) × g(0.5)
=

(
Tα

T0.5

)2

×
(dα/dt)α
(dα/dt)0.5

(9) 

Table 1 
Solid-state kinetic models with corresponding symbols, differential conversion 
functions f(α) and integral conversion functions g(α).  

Mechanisms  Symbol  f(α)  g(α) 

Order of reaction       
First-order  F1  (1-α)  -ln(1-α) 
Second-order  F2  (1-α)2  (1-α)-1-1 
Third-order  F3  (1-α)3  [(1-α)-2-1]/ 

2 
One and half order  F4  (1-α)3/2  2[(1-α)-1/2- 

1] 
Diffusion       
One-way transport  D1  0.5α  α2 

Two-way transport  D2  [-ln(1-α)]-1  α+(1-α)ln 
(1-α) 

Three-way transport  D3  1.5(1-α)2/ 

3[1-(1-α)1/3]- 

1  

[1-(1-α)1/ 

3]2 

Ginstling-Brounshtein 
equation  

D4  1.5[(1-α)1/3- 
1]-1  

(1-2α /3) 
-(1-α)2/3 

Phase boundary reaction 
models       

Contracting cylinder  R2  2(1-α)1/2  1-(1-α)1/2 

Contracting sphere  R3  3(1-α)2/3  1-(1-α)1/3 

Exponential nucleation       
Exponential Law  P1  lnα  α 
Power law, n = 1/2  P2  2α1/2  α1/2 

Power law, n = 1/3  P3  3α2/3  α1/3 

Random nucleation and 
nuclei growth       

Avrami-Erofeev  A2  2(1- α)[-ln(1- 
α)]1/2  

[-ln(1-α)]1/ 

2 

Avrami-Erofeev  A3  3(1- α)[-ln(1- 
α)]2/3  

[-ln(1-α)]1/ 

3 

Avrami-Erofeev  A4  4(1- α)[-ln(1- 
α)]3/4  

[-ln(1-α)]1/ 

4  

Fig. 1. a) X-ray diffraction (XRD) results and b) Fourier transform infrared 
(FTIR) results for the struvite crystals obtained in aqueous solution and artificial 
urine using different concentrations of hyaluronic acid (HA). 

Table 2 
Unit-cell parameters for the struvite crystals obtained in aqueous solution and 
artificial urine using different concentrations of hyaluronic acid (HA).  

Sample Unit cell dimensions 

a (Å) b (Å) c (Å) V (Å) 

Aqueous solution without HA  6.944  6.120  11.245  477.88 
Aqueous solution with 0.025 mM HA  6.980  6.156  11.249  483.36 
Aqueous solution with 0.25 mM HA  6.997  6.173  11.255  486.13 
Artificial urine without HA  6.989  6.195  11.271  488.00 
Artificial urine with 0.025 mM HA  6.977  6.176  11.262  485.28 
Artificial urine with 0.25 mM HA  6.966  6.161  11.242  482.48  
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We can estimate the predominant reaction mechanism for the ther-
mal decomposition of a solid by comparing theoretical reaction plots 
with those using experimental data (Table 1). 

2.5. Thermodynamic analysis 

Eyring equations [30,31] were used to calculate the thermodynamic 
parameters of the struvite crystals, including enthalpy change (ΔH), 
Gibbs free energy change (ΔG), and entropy change (ΔS). 

ΔH = Eα − RT (10)  

ΔG = Eα +RTpeakln
(

KBTpeak

hA

)

(11)  

ΔS =
ΔH − TΔG

Tpeak
(12) 

Where Tpeak is the peak temperature of DTG curve, KB is the Boltz-
mann constant, and h is the Planck constant. 

Fig. 2. Scanning electron microscopy (SEM) images for struvite crystals obtained in a) aqueous solution with 0 mM, b) 0.025 mM, and c) 0.25 mM hyaluronic acid 
and in d) artificial urine media with 0 mM, e) 0.025 mM, and f) 0.25 mM hyaluronic acid. 

Fig. 3. Particle size distributions of the struvite crystals obtained in a) aqueous solution with 0 mM, b) 0.025 mM, and c) 0.25 mM hyaluronic acid and in d) artificial 
urine media with 0 mM, e) 0.025 mM, and f) 0.25 mM hyaluronic acid. 
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3. Results and discussion 

3.1. X-ray diffraction and Fourier transform infrared analyses 

Fig. 1a shows the X-ray diffraction (XRD) patterns for the struvite 
crystals obtained in aqueous solution and the artificial urine media with 
and without hyaluronic acid. According to the XRD results, all diffrac-
tion peaks of the samples indicated that struvite was the only crystalline 
product without any traces of other impurities or any phases within the 
accuracy of XRD, which is consistent with the International Centre for 
Diffraction Data card no: 1–077-2303. Adding different concentrations 
of hyaluronic acid had no effect on crystal formation and no new crys-
tallization products were observed. These results were also checked 
using Rietveld refinement analysis, which proved that all samples ob-
tained were only the struvite form. The prominent diffraction peaks 
were detected at 2θ of 15.07, 15.89, 16.57, 20.86, 21.46, 27.16, 30.48, 
and 33.18◦ and corresponded to the (101), (002), (011), (111), (012), 
(103), (004), and (022) lattice planes of the struvite, respectively. The 
crystal system was an orthorhombic structure with space group Pmn21. 
Moreover, unit cell parameters of the struvite crystals were determined 
using materials analysis and diffraction (Table 2). These results were 
consistent with those reported from earlier studies [32–35]. 

The XRD results obtained were confirmed by FTIR analysis (Fig. 1b). 
The FTIR spectra of the crystals obtained in aqueous solution and arti-
ficial urine using different concentrations of hyaluronic acid showed the 
main characteristic absorption peaks of struvite at 2890, 1430, 995, 875, 
and 750 cm− 1. The intensity and position of the major characteristic 
absorption peaks of the struvite crystals in the FTIR spectra were largely 
similar to those of struvite crystals reported in previous studies 
[2,36–39]. The characteristic peaks of other groups related to the hy-
aluronic acid were not observed within the working concentrations, 
which may have been a result of the small amounts of the adsorption of 
the modifier on the crystal surfaces that are beyond the detection ranges 
of the instrument used. In other words, this result demonstrated that 
struvite failed to form new chemical bonds with hyaluronic acid and 
therefore hyaluronic acid may function only on the surfaces of struvite 
crystals via physical adsorption. As shown in Fig. 1b, the broad peaks 
between ~ 3600 and ~ 2700 cm− 1 were attributed to O–H stretching 
vibrations, indicating the presence of water, and symmetric and asym-
metric stretching vibrations of N–H in NH4

+ group. In addition, the peaks 
detected at ~2340 and ~1650 cm− 1 were assigned to the H–O–H 
stretching vibrations of clusters of water molecules of crystallization and 
H–O–H bending molecules of vibrations, respectively. The peak at ~ 
1430 cm− 1 was associated with NH4

+ asymmetric bending. In addition, 
the peak at 995 cm− 1 was from the absorption of an asymmetrical 
stretching vibration of the phosphate (PO4

3-). The ammonium–water H 
bonding and water–water H bonding were observed at 875 and 750 
cm− 1, respectively. Overall, the FTIR spectra indicated that the struvite 
crystals obtained in aqueous solution and artificial urine using different 
concentrations of hyaluronic acid included the three basic characteristic 
peaks of crystalline water, NH4

+ and phosphate. 

3.2. Scanning electron microscopy analyses 

The morphological properties of the struvite crystals were investi-
gated using scanning electron microscopy (SEM). According to the 
theoretical fundamentals of crystal growth, the morphology depends on 
the relative growth rates of different crystal faces, which can change 
with variation in the solution environment and using a crystal modifier. 
Figs. 2 and 3 show the SEM images and particle-size distribution curves 
of the struvite crystals grown in aqueous solution and artificial urine 
media with and without hyaluronic acid, respectively. 

The SEM image in Fig. 2a illustrates that the struvite grown in 
aqueous solution without hyaluronic acid consisted mainly of prismatic 
crystals with a rough surface. SEM images also reveal that the struvite 

Fig. 4. Variation in shape factor values for the struvite crystals obtained in a) 
aqueous solution and b) artificial urine media. 

Fig. 5. The zeta (ζ) potentials of the struvite crystals as a function of hyaluronic 
acid concentration. 
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crystals tend to grow on each other. Smaller crystals were formed on the 
surface of the larger crystals, which indicated that the crystals 
agglomerated in solution or during sample preparation step. Another 
possibility is secondary nucleation where secondary crystals nucleated 
on existing crystals due to impact with surrounding walls, other crystals 
or stirrer due to mixing. The SEM image in Fig. 2b shows that adding 
hyaluronic acid to the aqueous solution led to the variations in size of the 
struvite crystals. When the hyaluronic acid concentration was increased, 
the habit of the struvite remained in the prism form, just as those formed 
in the absence of hyaluronic acid, but the length and width of the 
crystals became smaller. In other words, resulting crystals became nar-
rower and thinner in the presence of hyaluronic acid. Moreover, as seen 
in Fig. 2c, twinning formations that resulted in clustering were observed 
on the crystal surfaces and the crystals tended to grow on each other. 

To date, struvite crystal growing in urine was investigated from 
different points of view. Although it takes a coffin-like habit, its 
morphology is affected by various physicochemical parameters, such as 
pH, supersaturation, and operation conditions such as stirring rate 
[3,40,41]. The struvite crystals grown in artificial urine without hyal-
uronic acid appeared in the form of large, rounded, compact agglom-
erates (Fig. 2d) and were deposited on the surface of the crystals. That is, 
the struvite crystals were different particle sizes were inlaid or adsorbed 
to form an agglomerated structure. Although the struvite crystals 
continued to grow on each other, their agglomeration tendencies were 
significantly reduced by 0.025 mM adding hyaluronic acid to the media; 
twinning was also observed (Fig. 2e). The SEM image in Fig. 2f shows 
that the surface of the struvite crystals grown in artificial urine with 
0.25 mM hyaluronic acid was regular, homogenous, and smooth and 
were prismatic with a nearly uniform size. Moreover, the agglomeration 
tendency decreased significantly, and the twinning behavior was similar 
to that in aqueous solution media. Despite the fact that we performed the 
experiments with deionized water and artificial urine, the composition 
of the human urine also includes the presence of macromolecules such as 
proteins, glycosaminoglycans etc. which can have a significant impact 
on inhibition. In other words, solution chemistry is different due to 
combined effect of ionic strength, protonation reactions, and soluble 
complex formation and the environment of human urine [22] may alter 
the conformations of hyaluronic acid changing how hyaluronic acid 
interacts with struvite crystals. Yet without detailed solution chemistry 
modeling considering the role of hyaluronic acid in solution chemistry, 
which is beyond the scope of this study, underlying physical mechanism 
of struvite crystallization remains an open question. Yet we will propose 
and discuss potential mechanism how this this complex background may 
influence struvite crystallization. The possibility might be that the 
adsorption of hyaluronic acid on distinct facets resulting in altering 
growth rate. We can test this hypothesis by quantifying the change in 
surface charge of crystals in the presence of hyaluronic acid. 

To accurately describe the quantitative change in crystal 
morphology exhibited in SEM imaging and to gain more insight into the 
effects of hyaluronic acid on struvite shape, the shapes were thoroughly 
analyzed using Malvern Morphologi G3 equipment. Fig. 4 shows the 

Fig. 6. Thermogravimetric analysis (TGA) and derivative thermogravimetry (DTG) curves for struvite crystals obtained in a) aqueous solution with 0 mM, and b) 
0.25 mM hyaluronic acid; in c) artificial urine media with 0 mM, and d) 0.25 mM hyaluronic acid. 

Fig. 7. Gram-Schmidt curves for struvite crystals obtained in a) aqueous so-
lution with 0 mM, and b) 0.25 mM hyaluronic acid; in c) artificial urine media 
with 0 mM, and d) 0.25 mM hyaluronic acid. 
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examination of widely used shape factors, such as circularity, elonga-
tion, and convexity value. “Circularity” refers to the ratio of the 
perimeter of a circle with the same area as the particle divided by the 
perimeter to the real particle image, or the “roundness” of a circle. The 
value of circularity ranges from 0 to 1. A perfect circle has a circularity of 
1, but a “spiky” or irregular item has a circularity closer to 0. Circularity 
can be affected by both overall form and surface roughness. As a result, 
as the form grows rounder and smoother, the circularity approaches 1. 
The convexity of a particle describes its edge roughness, which is 
computed by dividing the convex hull perimeter by the actual particle 
perimeter. A smooth form has a convexity of 1, but a very spiky or 
irregular item has a convexity closer to 0. Elongation is calculated as 1- 
width/length; elongation ranges from 0 to 1. The elongation value of a 
symmetrical form (e.g., circle or square) in all directions is 0 and shapes 
with high aspect ratios have elongation values that are closer to 1. As the 
hyaluronic acid concentration increased from 0 to 0.25 mM, the elon-
gation value increased from 0.528 ± 0.10 to 0.588 ± 0.09, and 0.385 ±
0.11 to 0.697 ± 0.10 in aqueous solution and artificial urine media, 
respectively. The elongation value for artificial urine media was higher 
than that of the struvite grown in the aqueous solution. In artificial urine 
media, the high sensitivity circularity value of the struvite obtained 
without hyaluronic acid was 0.696 ± 0.08; however, this value 
decreased to 0.521 ± 0.09 in 0.25 mM hyaluronic acid. The circularity 
value was expected to be low because the crystals formed in hyaluronic 
acid had a rod-like structure. On the other hand, the convexity value was 
observed to be between 0.976 ± 0.05 and 0.985 ± 0.05 and 0.984 ±
0.08 and 0.989 ± 0.08 in aqueous solution and artificial urine media, 
respectively, and was unaffected by hyaluronic acid concentration in 
either media. The agglomeration tendency under the working conditions 
was determined using aspect ratios obtained by dividing the crystal’s 
width by its length. The aspect ratio value for artificial urine was 0.615 
± 0.11 in the absence of hyaluronic acid and decreased to 0.303 ± 0.10 
after adding 0.25 mM hyaluronic acid. This indicated that the agglom-
eration behavior of the struvite decreased with increasing hyaluronic 
acid concentration, a result that is consistent with the images acquired 
from SEM analyses. These results indicated that crystal agglomeration 

decreased in terms of shape analyses. 
Solidity, another morphological parameter, is found by dividing an 

object’s area into areas enclosed by a convex hull area. The solidity 
values are 1 for morphologically very smooth, rounded shapes. The 
average solidity value calculated for struvite crystals obtained without 
hyaluronic acid in artificial urine was 0.983, while this value decreased 
to 0.919 with the increased concentration of the modifier. 

To summarize, hyaluronic acid had a significant impact on the shape 
and size of the struvite crystals. Based on the results of SEM images and 
shape analyses, hyaluronic acid had a favorable effect on the struvite 
crystals by modifying their shape and reducing their size and agglom-
eration tendency. Several hypotheses have been put forward to explain 
the mechanism through which modifiers affect struvite crystallization. 
The modifiers are capable of changing significantly the surface of crys-
tals through chemical bonding or physical attachment onto the surfaces 
[42–44]. Hyaluronic acid, used as a crystal modifier in this study, is a 
high-molecular-mass polysaccharide and the size, negative ionic charge, 
and ability to form hydrated gel-like matrices make hyaluronic acid a 
significant crystal-binding molecule. In addition, the anionic nature of 
hyaluronic acid allows for complex interaction with cations [45,46]. On 
the basis of the experimental data, we can suggest that hyaluronic acid 
interacts with struvite crystals by physical adsorption rather than 
through chemical bonding and affect the growth rate of crystals by 
occupying the active growth sites on the surfaces of struvite. The 
physical adsorption mainly includes electrostatic interaction, dispersion 
force, and hydrogen bonding formation. Among these, the electrostatic 
interaction has an important influence on the struvite adsorption pro-
cess. Due to the anionic nature [46,47], hyaluronic acid has abundant 
negatively charged carboxyl groups and they can bind the positively 
charged groups at the struvite surface and thus reducing struvite de-
posits or selectively hindering the growth of particular crystal faces. 

3.3. Zeta potential analysis 

The zeta (ζ) potential was a useful tool for determining the surface 
charge and stability of the samples and helps to explain their 

Fig. 8. Three-dimensional (3D) FTIR spectra for struvite crystals obtained in a) aqueous solution with 0 mM, and b) 0.25 mM hyaluronic acid; in c) artificial urine 
media with 0 mM, and d) 0.25 mM hyaluronic acid. 
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agglomeration tendency [48]. Fig. 5 shows the ζ potential of the struvite 
crystals grown in aqueous solution and artificial urine as a function of 
hyaluronic acid concentration. 

The struvite crystals grown in aqueous solution had a ζ potential of 
− 17.6 ± 2.0 mV. As shown in Fig. 5, the ζ potential of the struvite 
crystals was highly affected by the hyaluronic acid and increased with 
an increase in its concentration. When the hyaluronic acid concentration 
was 0.25 mM, the crystals were negatively charged, with a ζ potential of 
− 24.8 ± 2.7 mV. A similar outcome was observed for the struvite 
crystals grown in artificial urine. The ζ potential of the crystals without 
hyaluronic acid had a negative value of − 7.7 ± 1.5 mV. After adding 
0.25 mM hyaluronic acid to the media, the surface charge significantly 
decreased to − 31.1 ± 2.6 mV. The ζ potential is a key indicator of the 
stability of a suspension of particles. As a general rule, particles in sus-
pension at + 30 mV > ζ > − 30 mV are considered to be stable [37], 
which indicates that particles with a ζ potential>+30 mV or < -30 mV 
are normally considered stable while those with a ζ potential from − 30 
to + 30 mV tend to aggregate; therefore, we suggest that the struvite 
crystals obtained in hyaluronic acid were highly stable, and that the 
changes in ζ potential may suggest van der Waals interaction induced 
adsorption of the hyaluronic acid on the surface of the struvite crystals. 

3.4. TGA–FTIR analyses 

Thermogravimetric analysis produces fast and quantitative results 
and thus has been used extensively to analyze kidney stones. The TGA 
and derivative thermogravimetry (DTG) curves for the struvite crystals 
grown in aqueous solution and artificial urine media with and without 
hyaluronic acid at a heating rate of 20 ◦C/min are shown in Fig. 6. 

As shown in Fig. 6, the decreased weight of the struvite crystals 
grown in aqueous solution was 51.5% at 325 ◦C, which was close to the 
theoretical value (51.4%). As stated in the literature [49–51], thermal 
decomposition of the struvite crystals included one main stage that was 
simultaneous with a decrease of 44.08% H2O (dehydration) and the 
liberation of 7.34% NH3. A similar trend was observed for the struvite 
crystals grown in artificial urine. The residue amount at 325 ◦C was 48.5 
wt%, which agreed with the theoretical value. As shown in the TG/DTG 
curves for the struvite crystals, the hyaluronic acid had no significant 
effect on the thermal decomposition mechanism. 

A logical interpretation for the thermal mechanism by which struvite 
crystals decompose, which involves the formation of gaseous species, 
depends greatly on the molecular characterization of the evolved 
products [52]; therefore, using TGA/FTIR is helpful for determining the 
thermal properties and identifying a simultaneous release of volatile 
components. Using this combination, a thorough understanding of the 
nature of the thermal decomposition processes is feasible. Fig. 7 shows 
the Gram–Schmidt curves of the overall FTIR absorbance values of the 
gases generated during the thermal decomposition process at a heating 
rate of 20 ◦C/min, and quantitatively displays the total infrared ab-
sorption depending on vector analysis of the obtained interferograms (i. 
e., they demonstrate how the concentrations of the evolved gases change 
throughout the thermal decomposition process). Although there were 
instances of small-time delays because of the volatile transportation 
from TG to FTIR, the Gram–Schmidt curves resembled the DTG curves 
and correlated directly with the stage in the TGA curves. In addition, the 
three-dimensional (3D) FTIR spectra for the struvite crystals obtained in 
aqueous solution and artificial urine with and without hyaluronic acid 
are shown in Fig. 8 to demonstrate the variance in spectral intensity 
across time and wavelength. As can be seen from the 3D spectra, the 
main and most intensive absorbance peak between 58 and 195 ◦C cor-
responded to O–H stretching vibrations was within the region of 
3500–2700 cm− 1 was attributed to the removal of H2O from the struvite 
crystals. In addition, another peak detected about 1000 cm− 1 indicated 
the removal of NH3 from the struvite crystals. Although the peak in-
tensities changed slightly, this result was similar to that of the struvite 
crystals grown in artificial urine media with and without hyaluronic 

Fig. 9. a) Conversion vs. temperature at different heating rates, and b) plot of 
Friedman method for struvite crystals. 

Table 3 
The kinetic and thermodynamic parameters for thermal decomposition of stru-
vite crystals.  

Conversion 
α 

E (kJ/ 
mol) 

R2 A 
(min− 1) 

ΔH 
(kJ/ 
mol) 

ΔG (kJ/ 
mol) 

ΔS (J/ 
mol.K) 

0.1 53.8  0.9756 1.14 ×
107  

50.6  97.1  − 118.0 

0.2 49.5  0.9903 2.76 ×
106  

46.2  98.5  − 132.8 

0.3 47.7  0.9999 1.56 ×
106  

44.3  100.2  − 141.7 

0.4 49.7  0.9995 2.95 ×
106  

46.2  101.2  − 139.5 

0.5 48.2  0.9924 1.85 ×
106  

44.7  102.0  − 145.3 

0.6 49.0  0.9893 2.38 ×
106  

45.5  102.5  − 144.7 

0.7 48.3  0.9990 1.91 ×
106  

44.7  103.3  − 148.5 

0.8 49.0  0.9830 2.38 ×
106  

45.4  104.0  − 148.7 

0.9 47.2  0.9985 1.32 ×
106  

43.5  105.6  − 157.6 

Average 49.2 ±
5.1  

3.17 ×
106  

45.7  101.6  − 141.9  

S. Polat and H.B. Eral                                                                                                                                                                                                                         



Journal of Crystal Growth 592 (2022) 126734

9

acid. Based on TGA/FTIR results, water and ammonia were main vola-
tile products that evolved. 

3.5. Kinetic and thermodynamic analyses 

In this study, we used the Friedman method to determine the acti-
vation energy of the struvite crystals obtained in aqueous solution using 
three different heating rates. As shown in Fig. 9, the straight lines were 
obtained first and then the values of the activation energy as a function 
of the conversion range from 0.1 to 0.9 were computed from the slopes 
using the linear model equation. The high correlation coefficient 
(>0.95) values for straight lines in the Friedman plots indicated the 
success of this method in explaining the kinetics of struvite thermal 
decomposition. The calculated activation energies and frequency factors 
were tabulated (Table 3); the activation energy denoted the minimum 
amount of energy required to initiate the process. As a result, the larger 
the activation energy, the more difficult the reaction and the lower the 
activation energy, the less energy it takes to breakdown the chemical 
bonds, and thus the more easily the associated reaction can be con-
ducted. A comparatively large activation energy, on the other hand, 
suggests a greater temperature necessary to breakdown the structure. At 
varying conversion degrees, approximately the same activation energy 
values are assigned to identical kinetic behavior, most likely the same 
chemical process; however, higher discrepancies and variations in 
activation energy levels at various conversion degrees imply that the 
entire conversion process is governed by separate mechanisms. More-
over, the parallelism behavior of the straight lines is associated with the 
similar kinetic behavior and probably the same reaction mechanisms. 
The average activation energy of the struvite crystals using the Friedman 
method was 49.2 ± 5.1 kJ/mol. The estimated value of the activation 
energy was similar to that found in previous work [53]. Also similar to 
that found in the literature [8] were the calculated frequency factors 
that were within the range of 1.32 × 106–1.14 × 107 min− 1, with an 
average of 3.17 × 106 for conversions of 0.1 to 0.9 at a heating rate of 
20 ◦C/min. As shown in Table 3, the activation energy slightly changed 
as a function of conversion degree, which was attributed to a multiple 
stage reaction mechanism during the decomposition process owing to 
the dehydration of the crystal water and releasing of ammonia occurring 
simultaneously [54]. 

To determine the predominant reaction mechanism involved in the 
thermal decomposition of struvite crystals at different levels of con-
version at a heating rate of 20 ◦C/min, we used Z(α)/Z(0.5) curves 
generated using different reaction mechanisms (Table 1). Fig. 10 shows 
the experimental and theoretical master plots used. We specified the 
theoretical curve closest to the experimental curve as the dominant 
mechanism. The thermal kinetics that we calculated using the second 
order reaction mechanism (the F2 type model) agreed with the experi-
mental data at lower conversion degree. At α = 0.6, the experimental 
curve showed a variation in its shape. For the interval of α = 0.6–0.9, the 
mechanism closely followed the contracting sphere mechanism (the R3 
type model). 

In addition to the analysis of thermal kinetics, a proper assessment of 
the thermodynamic parameters, such as the Gibbs free-energy change 
(ΔG), enthalpy change (ΔH), and entropy change (ΔS), could provide in- 
depth information about the nature of the thermal decomposition of 
struvite crystals; therefore, these parameters were calculated, and the 
results as a function of conversion are provided in Table 3. ΔH is a vital 
factor for assessing whether the adsorption process is endothermic or 
exothermic based on a positive or negative value. The ΔH for the ther-
mal decomposition of struvite crystals varied from 43.5 to 50.6 kJ/mol. 
The average enthalpy value was 45.7 kJ/mol, which indicated that the 
decomposition process was endothermic and was similar to the those 
calculated in the previous study [55]. The entropy changes for the 
crystals were within the range of − 118.0 to − 157.6 J/mol K. Theo-
retically, ΔS can provide information on system disorders during the 
thermal decomposition process and a negative value indicates that the 
degree of disorder of the system is reduced, and that the system is 
moving toward the equilibrium state. Low or negative entropy values 
indicate thermal equilibrium for the reaction after various physico-
chemical changes. The lowest negative value of ΔS was − 118.0 J/mol K 
at a conversion degree of 0.1. ΔG is a critical factor in determining the 
degree of spontaneity in thermodynamic reactions. These values were 
within the range of 97.1 and 105.6 kJ/mol. For all conversion degrees, 
ΔG was positive, which indicated that the process was neither feasible 
nor spontaneous. 

Fig. 10. Theoretical and experimental master plots for thermal decomposition of struvite crystals.  
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4. Conclusion 

In the present study, the effect of hyaluronic acid on struvite crys-
tallization was examined in aqueous solution and artificial urine media. 
The results of XRD and FTIR showed that the products obtained with and 
without hyaluronic acid were struvite crystals, and SEM analysis showed 
that hyaluronic acid had significant effects on the size and morphology 
of the crystals. The struvite crystals revealed a homogenous surface of 
larger agglomerated crystals in artificial urine media, while the hyal-
uronic acid created smaller, regular, prismatic struvite crystals. These 
observations revealed the variation of the shape parameters, confirmed 
by particle shape analysis. The elongation value increased from 0.385 ±
0.11 to 0.697 ± 0.10 in artificial urine media after adding hyaluronic 
acid. The results of the ζ potential measurements illustrated that the 
struvite crystals were negatively charged, and that hyaluronic acid could 
be adsorbed on their surfaces, thus the negativity of the surface charge 
increased in both aqueous solution and artificial urine media. The 
Friedman method was used to investigate the kinetic parameters, and 
thermal decomposition mechanism of the struvite was assessed at 
different conversion levels. The activation energy for decomposition was 
within the range of 47.2–53.8 kJ/mol, with an average value of 49.2 ±
5.1 kJ/mol. The results revealed that the combination of the second 
order reaction mechanism (F2) and the contracting sphere mechanism 
(R3) are more suitable mechanisms by which to describe the thermal 
characteristics of the struvite. Furthermore, we calculated the thermo-
dynamic parameters resulting in ΔH and ΔG of 45.7 and 101.6 kJ/mol, 
respectively, which indicated an endothermic and nonspontaneous 
thermal decomposition process. Finally, the present study provides a 
general impression of the modified crystal morphology, and a reduction 
in the struvite crystals that resulted from using hyaluronic acid. We 
believe that these results will improve the understanding of how hyal-
uronic acid alters struvite crystallization. This information could be 
significant for developing effective and non-invasive treatment for 
infection stones. 
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