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Abstract

With the European Union targeting a 55% reduction in greenhouse gas (GHG) emissions by
2030, the shift to renewable energy sources like offshore wind is crucial. Another consequence
of the 55% reduction goal is the new upcoming registration and levy on carbon emissions.
Since there is a noticeable lack of research on the emissions from the installation offshore wind
farms, and marine contractors will have to pay for those emissions in the near future, there is
a need for a framework to predict those emissions prior to the installation process. This thesis
aims to develop such a framework to predict GHG emissions during the installation process
using Wind Turbine Installation Vessels (WTIVs).

The study starts with a review of current methods for calculating maritime GHG emissions,
following the EU Emissions Trading System (ETS) guidelines. It then looks at the steps and
technology involved in offshore wind farm installations, pinpointing the main energy con-
sumers. Using a physics-based approach, the model estimates fuel consumption and the the
GHG emissions for the installation of wind turbines for an offshore wind farm.

For the complete installation of 50 wind turbines, the model predicts a total effective energy
requirement of approximately 408,000 kWh, leading to GHG emissions of around 312,533 kg
CO2. The results highlight the significant impact of activities like vessel transit and auxiliaries
on total emissions. The sensitivity analysis performed identifies critical parameters influencing
the model’s accuracy, such as vessel speed, jack-up height, and crane efficiency. The model’s
validation through a real-world case study for the crane part of the developed model shows
its accuracy in predicting emissions.

The thesis ends with suggestions for improving the model and finding ways to reduce emis-
sions in offshore wind installations. This involves the validation of the other aspects of the
model, technology upgrades, and checking if feedering might me an interesting solution to
reduce the impact on the environment even more.

Overall the developed model for the prediction of greenhouse gas emissions proves to be
a stable framework that could be used in the future by marine contractors when negotiating
contracts and installation costs, including the predicted costs of the carbon levy.
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Introduction

In the last century, human activities, primarily from burning fossil fuels that have led to the release
of carbon dioxide and other Greenhouse Gases (GHGs) into the atmosphere, have disrupted Earth’s
energy balance. This has led to an increase of GHG emissions in the atmosphere and ocean. The
level of carbon dioxide in Earth’s atmosphere has been rising consistently for decades and traps extra
heat near Earth’s surface, causing temperatures to rise [1]. GHGs consist of carbon dioxide, methane,
ozone, nitrous oxide, chlorofluorocarbons, and water vapor. There is an urge for the GHGs to reduce.

Figure 1.1 offers a comprehensive view of global GHG emissions. It describes the sources and
activities across the global economy that produce greenhouse gas emissions, as well as the type and
volume of gases associated with each activity [2].

Sector End Use/Activity Gas

741%

Figure 1.1.: World Greenhouse Gas Emissions in 2019 by Sector, End Use and Gases [2]

As can be seen from this figure, one of the most emitting sectors is manufacturing and construction.



1. Introduction

1.1. Background

On 14 July 2021, the European Commission adopted a series of legislative proposals setting out how it
intends to achieve climate neutrality in the European Union (EU) by 2050, including the intermediate
target of an at least 55% net reduction in GHG emissions by 2030 [3].

There are two main repercussions that motivate the gap and need of this research:

1.1.1. Green Wind Energy

The first consequence that arises for the goal of a 55% reduction in emissions by 2030 is the need
for a energy transition [4]. The global energy sector should shift from fossil-based systems of en-
ergy production and consumption to renewable energy sources, which cause less emissions. Wind
energy is a fast growing renewable energy source. First, it started to establish on land with classic
wind turbines, but due to the limited availability of land and the ‘Not In My Backyard” discussion,
non-floating wind turbines also established in shallow seas. There are more advantages to offshore
wind turbines such as higher wind speeds. Wind turbines are growing larger and larger because the
power they produce increases quadratic with blade length and more power from renewable energy
sources is needed to decrease the amount of non-renewable energy sources.

”In 2022 wind electricity generation increased by a record 265 TWh (up 14%), reaching more than
2100 TWh” [5]. This was the second highest growth among all renewable power technologies, only
solar power exceeded this growth. However, to get on track with the Net Zero Emissions by 2050
Scenario, which envisions approximately 7400 TWh of wind electricity generation in 2030, the aver-
age annual generation growth rate needs to increase to about 17% [5]. Achieving this will require
increasing annual capacity additions from about 75 GW in 2022 to 350 GW in 2030 [5]. Thus, the
offshore wind energy sector is set for a large increase.

For this set increase, offshore wind farms need to be installed. The installation of an offshore wind
farm is complex and requires different types of vessels and barges equipped with different types of
machinery such as cranes and grippers.

1.1.2. Maritime Emissions Reporting

Another consequence of the 55% reduction goal is the new upcoming registration and levy on carbon
emissions. For this the EU Emissions Trading System (ETS) is designed. The EU ETS is a cornerstone
of the EU’s policy to combat climate change and its key tool for reducing GHG emissions cost-
effectively. It is the world’s first major carbon market and remains the biggest one [3]. This carbon
market is based on a system of cap-and-trade of emission allowances for energy-intensive industries
and the power generation sector [4].

Currently the EU ETS is not obliged for all companies that cause emissions of greenhouse gases,
some sectors still have a certain amount of free emission rights. The maritime sector is currently still
one of those sectors, but as of 1 January 2025 the EU ETS regulation shall also apply for offshore
ships of 400 gross tonnage or above in respect of the greenhouse gas emissions released during their
voyages from their last port of call to a port of call under the jurisdiction of a Member State and from
a port of call under the jurisdiction of a Member State to their next port of call, as well as within ports
of call under the jurisdiction of a Member State [6]. This means that the amount of GHG emissions
of offshore operations need to be reported, and a tax will be paid over those emissions. Therefore,
companies will want to gain insights into these emissions, predict them, and reduce them wherever
possible.
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1.1.3. Research Gap

New wind farms will have to be installed in order to make the transition towards green energy.
Unlike more mature sectors such as the automotive industry and onshore wind, the offshore wind
supply chain is currently flexible in terms of both participants and contracting structures [7]. Different
companies are employed to together realise an offshore wind farm, such as wind turbine manufactur-
ers, marine contractors, cable installers, and more. The European Wind Energy Association (EWEA)
created Figure 1.2, which offers a schematic overview of scope allocation possibilities. Marine con-
tractors are involved in the installation of the substations, the substructures (e.g. foundations), and
the wind turbines.

T |
f] T T T 10 | 1 |
Onshore | Onshore Offshore export Offshore substation Array Wind turbine
substation cable Port cables Iopgdeswmworl[qmpmem cables Substructure | manufacturers
besign| @B (@UA| OB (s | A8 | a8 | s] (Ns
supply | DB |@BA (s | | a a
mstal | B (B (X\s]| | 2.8 8 s I-NEN BN [N(s) 8

Wind turbine manufacturers Cable suppliers . Scope offer likely by company type

Electrical suppliers

Cable installers k Scope offer possible by company type in some instances

EPCI contractors B Scope offer likely (delivered via a major sub-contact)

B Scope offer possible (delivered via a major sub-contact)

Figure 1.2.: Installation procedure offshore wind farm, marine contractors’ involvements in light blue

[7]

Marine contractors often have to compete in the early design phase of a potential wind farm for

the contract. Thus, it is important a prediction of the total installation costs can be made. With the
new regulations on a levy on the emissions of the marine industry, the costs of those emissions play a
part in the early design phase of a potential wind farm. Since the offshore wind industry is relatively
new, no research can be found on the emissions of wind farm installations.
This research is initiated by the company Huisman Equipment BV. Huisman is a designer and fab-
ricator of all sorts of lifting and handling equipment for heavy and large loads. This includes the
cranes needed on Wind Turbine Installation Vessels (WTIVs). While Huisman has a good view on
the emissions that are the result of designing and fabricating the equipment, the company does not
have a proper view of the emissions related to the operational use of the equipment after contractual
delivery.



1. Introduction

1.1.4. Research Objective

Maritime emissions need to be monitored and reported, and offshore wind farms need to be installed.
The combination of those measurements, coming from the previous mentioned ‘Fit for 55’-package,
form the scope of this research: the GHG emissions caused by the installation of wind farms. This
project focuses on developing a methodology to predict the greenhouse gas emissions of the wind
farm installation process carried out by WTIVs equipped with cranes made by Huisman Equipment.
The main research question of this thesis is:
"How can the greenhouse gas emissions of the installation of an offshore wind farm by wind turbine
installation equipment be predicted?”
To answer the main research question, the following subquestions are formed:
Subquestions:

* How can the GHG emissions of marine operations be computed?
* What are the installation procedures of an offshore monopile wind turbine?
* What are the energy consumers during the installation procedures?

e Which variables influence the amount of energy needed for an offshore wind turbine installa-
tion?

¢ How can a model be generated for the emissions of the installation procedure?
* What case study can be used to validate the model?

* What are the opportunities to reduce emissions?

1.2. Scope

This research is about the emissions of WTIVs, which are employed by marine contractors. Thus, the
only parts of the Wind Farm installation processes taken into consideration are the installation of the
offshore substation, the foundation, and the turbine itself. The cables are left out of scope.

Monopiles are expected to continue to dominate the marketplace up to the technical limits of their
feasibility in terms of turbine size, water depth and ground conditions [7]. This is why, for this
research, specifically the installation of offshore wind farms with monopile foundations are analysed.
This is illustrated in Figure 1.3. However, the aim is to develop an easily adaptable model, so that
other types of foundations can be implemented in the future.

The subquestions will be answered for all assets marine contractors install, but for the application
the wind turbine is used as an example and the only asset that will be used for the development and
results.

Jacket

Horizontal Axis

/ Wind Turbines \ / Bottom-fixed \
Wind Turbines Offshore Monopiles

Vertical Axis Wind
Turbines

Floating

Onshore Gravity-based

Figure 1.3.: Wind Turbine Scope
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1.3. Methodology

In order to answer the main research question and the accompanying sub questions of this thesis the
following methodology, which is also pictured in Figure 1.4, will be approached:

Literature

First, in the "Literature” section a literature search will be performed and the subquestions “How can
the GHG emissions of marine operations be computed?”, "What are the installation procedures of an offshore
monopile wind turbine?”, and “What are the energy consumers during the installation procedures?” will be
answered.

Model development

In the next section, “Model development”, the methodology towards making the choises for the
model development and thus the subquestion "How can a model be generated for the emissions of the
installation procedure?” will be answered. The main energy consumers discussed in the “Literature”
section will be addressed and implemented in this model.

Results

Next, the ballpark values for general results will be presented in the section "Results”, and insights
will be given in the results of the model. Also, a sensitivity analysis will be performed to gain even
more insights. This sensitivity analysis will also answer the subquestion “Which variables influence the
amount of energy needed for an offshore wind turbine installation?”

Validation

The subquestion “What case study can be used to validate the model?” will be answered in the section
”Validation”, and the model will be partially verified. Since there is a limited amount of data available
of only the crane operations, the validation is done for the energy consumer 'crane’ only.

Conclusions & Recommendations

In the conclusion, an answer will be given to the main research question of this thesis "How can the
greenhouse gas emissions of the installation of an offshore wind farm by wind turbine installation equipment be
predicted?”. Also the last subquestion will be answered in this last section: "What are the opportunities
to reduce emissions?”.

Research Methods Evaluation

Conclusion &

Introduction e Literature ——> Model Development ——» Resulis & Analysis ——» Validation —> e

Which variabl
How can the GHG How can a model be - Which variables " _
influence the amount of What case study can be o
emissions of marine generated for the What are opportunities
. energy needed for an used to validate the
operations be emissions of the i to reduce emissions?
- - - offshore wind turbine model?
computed? installation procedure? . -
installation?

[What are the installation
procedures of an
offshore monopile wind
turbine?

How can the greenhouse gas
emissions of the installation of an
offshore wind farm by wind turbine
installation equipment be
predicted?

What are the energy
consumers during the
installation procedures?

Figure 1.4.: Report Structure






Literature

In this chapter, literature will be reviewed and an answer to the first three subquestions will be
given. The first section will cover subquestion 1: “"How can the GHG emissions of marine operations be
computed?”. This will be done by diving into the European regulations. The most relevant aspects
will be found in section 2.1, but a more thorough research had also been done, and this can be found
in Appendix B. The second section will cover the wind farm installation procedures and thus answers
the subquestion “What are the installation procedures of an bottom fixed offshore monopile wind turbine?”.
Multiple flowcharts will be visualised and explained, which together form a clear picture of the
installation procedures. The different types of equipment and vessels that perform the procedures
will also be discussed. Finally, in the third section, the energy consumers of the installation procedure
will be further gone into. This will answer the subquestion "What are the energy consumers during the
installation procedures?”.

2.1. Emissions calculations of marine operations

The EU ETS introduced in the previous Chapter obliges the offshore sector to report their emissions.
For the reporting of emissions several standards and regulations have been created and legalised.
The primary legislation governing the EU ETS is the Directive 2003/87/EC. Annex IV of the directive
addresses the principles for monitoring and reporting the greenhouse gas emissions. However, this
reporting section only covers the aviation sector and stationary installations. For the monitoring and
reporting of emissions from maritime transport directive 2003/87/EC refers to regulation 2015/757.

Fuel consumption in regulation 2015/757

Regulation 2015/757 states: 'For the purposes of calculating CO2 emissions companies shall apply
the following formula: “Fuel consumption x Emission factor” ’ [8]. Part B of Annex I of this regulation
is about various methods for determining the fuel consumption. The actual fuel consumption for
each voyage shall be calculated using one of the following four methods:

* BDN and periodic stocktakes of fuel tanks

This method is based on the quantity and type of fuel as defined on the Bunker Fuel Delivery
Note (BDN) combined with periodic stocktakes of fuel tanks based on tank readings. The
fuel at the beginning of the period, plus deliveries, minus fuel available at the end of the
period and de-bunkered fuel between the beginning of the period and the end of the period
together constitute the fuel consumed over the period. Where the amount of fuel uplift or the
amount of fuel remaining in the tanks is determined in units of volume, expressed in litres,
the company shall convert that amount from volume to mass by using actual density values
[kg/1]. The company shall determine the actual density by using one of the following: a.) on-
board measurement systems; b.) the density measured by the fuel supplier at fuel uplift and
recorded on the fuel invoice or BDN; c.) the density measured in a test analysis conducted in
an accredited fuel test laboratory, where available [8].
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¢ Bunker fuel tank monitoring on board

This method is based on fuel tank readings for all fuel tanks on-board. The tank readings shall
occur daily when the ship is at sea and each time the ship is bunkering or de-bunkering. The
cumulative variations of the fuel tank level between two readings constitute the fuel consumed
over the period. Fuel tank readings shall be carried out by appropriate methods such as au-
tomated systems, soundings and dip tapes. The method for tank sounding and uncertainty
associated shall be specified in the monitoring plan. Also for this method the company shall
convert the amount of volume to density if applicable, just like with the previous method[8].

¢ Flow meters for applicable combustion processes
This method is based on measured fuel flows on-board. The data from all flow meters linked
to relevant CO2 emission sources shall be combined to determine all fuel consumption for
a specific period. Also for this method the company shall convert the amount of volume to
density if applicable, just like with the previous methods[8].

* Direct CO2 emissions measurements

The direct CO2 emissions measurements may be used for voyages and for CO2 emissions occur-
ring in ports located in a Member State’s jurisdiction. CO2 emitted shall include CO2 emitted
by main engines, auxiliary engines, gas turbines, boilers and inert gas generators. For ships for
which reporting is based on this method, the fuel consumption shall be calculated using the
measured CO2 emissions and the applicable emission factor of the relevant fuels. This method
is based on the determination of CO2 emission flows in exhaust gas stacks (funnels) by multi-
plying the CO2 concentration of the exhaust gas with the exhaust gas flow|[8].

These methods are also pictured in Figure 2.1. The company shall define in the monitoring plan which
monitoring method is to be used to calculate fuel consumption for each ship under its responsibility
and ensure that once the method has been chosen, it is consistently applied. Any combination of
these methods, once assessed by the verifier, may be used if it enhances the overall accuracy of the
measurement[8]. Expert review and literature research (e.g. [9]) both agreed on the first method
(BDN) being the most conventionally used one. This means that in order to predict the amount of
greenhouse gas emissions of a marine operation, the amount of fuel needed needs to be calculated
or predicted.

Method A Method B Method C Method D

Fuel tank
monitoring Flow meters
on board

Bunker Delivery
Note (BON)

Direct CO, emission
measurerment

CO2 Emissions = Fuel consumption x Emission factor

Figure 2.1.: Illustration of the methods for fuel monitoring [10]
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2.2. Wind Farm installation

In this section the installation procedure of an offshore wind farm will be discussed. First, the
different types of vessels that can perform the installation will be described. Next, the total installation
process will be examined, and then the installation procedure per asset will be discussed.

2.2.1. Vessels

Different types of WTIVs can be used to perform the installation of the different assets of the wind
farm. The main points of consideration when selecting vessels for these tasks include: ship perfor-
mance, cost, lift capacity, precision when lifting, vessel dimensions, metocean (meteorological and
oceanographic) limitations, technical risk and commercial availability [7]. The main vessel types used
for installations of offshore wind farms will be discussed in this section.

Figure 22.: ]ack-Up vessel []_1] Figure 2.3. Heavy lift vessel [12] Fl%};zgel 2[143] Semi-submersible

Figure 2.5.: Three types of WTIV’s

Jack-up vessels

A jack-up vessel has four to six legs. When a jack-up vessels arrives at the site, its legs are lowered
onto the seabed and the whole vessel is lifted to the desired height. The stability provided by a
jack-up vessel results in these types of vessels being the most dominating vessel for the installation
of an offshore wind turbine. They are ideal for installing the nacelles and blades of turbines, which
are the most precise lifts required on a project. The vessels are also suitable for the installation of
the foundation. A jack-up vessel is often equipped with a Leg Encircling Crane (LEC) to perform the
installation process. A picture of a jack-up vessel is shown in Figure 2.2

Heavy lift vessels

Although a Jack-up vessel can be used for the installation of offshore foundations, for a monopile
type foundation it is more common for the installation to be performed by a heavy lift vessel. Heavy-
lift vessels are barge-shaped hulls with high capacity cranes; they lack an elevating system, and may
or may not be self-propelled . They may be dynamic positioned or conventionally moored. Heavy-lift
vessels include mast cranes, sheerleg cranes, or other floating cranes. They are rarely used to install
turbines, but may be used for foundation work, for carrying fully assembled turbines, or for installing
substations [14]. A picture of a heavy lift vessel is shown in Figure 2.3
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Semi-submersible vessels

The hull of semi-submersible vessels can be flooded, greatly increasing the dead weight of the craft,
and it is designed so that this ballasting operation dramatically lowers the period of roll of the craft
[7]. This change in vessel dynamics effectively “tunes out” the effect of the waves on the craft, and
therefore the problem of inopportune wave-periods leading to resonance can be avoided. The vessel is
effectively motionless in the water, unaffected by all but the biggest waves. Clearly the huge structure
presents a large surface to the wind, but again, the overall stability is such that even delicate lifting
operations can be carried out in deep water during relatively strong wind conditions [7]. A picture
of a semi-submersible vessel is shown in Figure 2.4

2.2.2. Installation Procedure

The installation procedure of an offshore wind farm is complex and a lot of different factors determine
the steps that need to be taken. The scope of installation work and the necessary equipment are
determined by the type of foundation ([15]). For example, monopile foundations require heavy
hydraulic hammer works to ram steel pipes with diameters of 4 meters up to 20 meters into the
seabed. However, according to Kaiser, the differences in installation procedure are relatively minor
[14]. There are also logistical challenges that determine the amount of steps that have to be taken
offshore.

The installation process of a vessel installing assets of the offshore wind farm is pictured in Figure
2.6. The ’asset installation” part of this schematic representation will be discussed for each of the
assets in the next sections. As defined in the scope of this research, the assets covered in this research
are the offshore substations, the monopile foundations, and the wind turbine itself. In Figure 2.6 it is
assumed the WTIV will be load up at the port, before transit. However, this is not always the case. For
some Wind Park installations the vessel gets the wind turbine parts through feedering. In this case,
the load up vessel part can be completely skipped, or be put after transit, depends on if the parts
will be loaded onto the vessel or directly installed. A schematic overview of the total installation
procedure for the assets is pictured in Figure 2.7. When installing offshore wind farms, different
subcontractors are involves with the different installation stages. For wind farm installations, the
installation of the foundation and transition piece are usually incorporated in one contract, and the
installation of the wind turbines in another contract.

Wind Turbine Foundation

There are a variety of ways in which monopiles can be installed. If one vessel is employed, the
vessel may transport and install all foundations followed by the transport and installation of all the
transition pieces, or a vessel may simultaneously transport foundation and transition pieces and
installs both in sequence [14]. After arrival on site the pile is upended so that it is sitting vertically
on the seabed. This is accomplished by a crane and/or a specialized pile gripping device and is the
step which usually defines the required crane capacity [14]. Then, a hydraulic hammer is placed on
top of the pile and it is driven into the seabed to a predetermined depth. The time to drive the piles
depends on the soil type, diameter and thickness of the piles, and the weight of the hammer. A rocky
subsurface may prevent driving operations, in which case a drill will be inserted into the pile to drill
through the substrate. Drilling adds to the time to install foundations.
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Figure 2.6.: Flowchart for a Offshore Wind Farm asset installation process [16]

Transition Piece

After the foundation is installed, a transition piece is placed on top of the foundation to levelize
horizontal inaccuracies [14]. As mentioned, a vessel may simultaneously transport foundation and
transition pieces and installs both in sequence. The transition piece is lifted and grouted onto the
pile. The length of the transition piece is usually smaller than the water depth at the site, and thus,
will not reach the bottom of the seabed. In some cases the transition piece may be bolted [14].
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Figure 2.7.: Schematic overview of Wind Farm installation

Offshore substation

Offshore substations are placed on monopile, jacket or gravity foundations. The same foundation
used for the turbines may be used or a different foundation applied. Similar installation techniques
for foundations are used for the substation foundation and in some cases, the substation founda-
tion is installed at the same time as the rest of the foundations [14]. A ‘topsides’ structure is built
onshore, complete with all electrical equipment, and commissioned as far as possible, before being
transported to the site and installed on the foundation structure[7]. The installation of the foundation

and substation offshore is in done by marine subcontractors.
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Figure 2.8.: Parts of a wind turbine

Wind Turbine

There are a large number of options for turbine installation. When delivered, turbines typically
consist of seven individual components, including three blades, at least two tower sections, the nacelle
and the hub. [14] Some degree of onshore assembly is performed to reduce the number of offshore
lifts and the degree of pre-assembly will impact vessel selection and installation time. Offshore lifts
are risky and are susceptible to delay due to wind speeds, so preference is usually to minimize
offshore assembly [14]. A representation of the different methods to install the wind turbine offshore
is pictured in Figure 2.9. Nowadays, because the wind turbines are getting bigger and bigger, and pre
assembly onshore is no longer feasable for most turbines, installation method #2 is the most common
one. This method requires 5 offshore lifts.

Regarding offshore contracts, it is conventional that one contractor is used for the installation of
the foundation, the transition pieces, and the offshore substation(s), and another contractor is used
for the installation of the wind turbines on top of the transition pieces.
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Figure 2.9.: Diagrammatic Representation of Installation Methods [14]
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2.3. Energy Consumers

For the installation process of a Wind Farm, different equipment of the wind turbine installation
vessel is used. The main energy consumers will now be analysed. Figure 2.10 represents the one-line
diagram of a heavy lift vessel. In this diagram you can see the power supply and the main energy
consumers: the thrusters and the crane and auxiliaries. These consumers will now be discussed. Also
the jack-up system, that is not included in a heavy lift vessel but is in other WTIVs, will be part of
this section.

2.3.1. Thrusters

To perform the actual installation of wind turbines, first a WTIV needs to get to the site. The vessel’s
thrusters require energy to perform this transit by moving the vessel. A WTIV can be equipped with
different types and amounts of thrusters: main thrusters/propellers, the azimuth thrusters, stern
thrusters, and bow thrusters. The main thrusters, called the propellers, produce the forward impel.
The bow thrusters help maneuver a vessel sideways. These thrusters are mostly used for the docking
or mooring of the vessel.
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Figure 2.10.: One line diagram of a heavy lift vessel

2.3.2. Crane

For the loading and the installation part of the whole installing process, the crane is essential. Dif-
ferent types of cranes exist, and all have slightly different attributes, but the main properties are the
same. A crane structure has 2 degrees of freedom: slewing and luffing, as is pictured in Figure 2.11.
Also it has multiple hoisting mechanisms, the ones always included in a crane being the main hoist
and the whip hoist. The whip hoist is the hoist in the extension of the boom, and its maximum
hoisting load is significantly smaller then the maximum main hoisting load. When installing a wind
turbine, usually the steps performed by the crane are in the following order:

1.

% N A o= »

The crane’s boom gets out of the ‘boom rest” in which it is positioned during the transit and all
other downtime of the crane.

The crane performs the luffing movement to the desired boom angle, in which the crane is able
to perform load hoists.

The crane slews so that it can pick up the desired item off the deck.
The main block or the whip hoist block gets down to pick up the item.
The item gets hoisted to the desired height.

The crane slews to get the item to the desired spot.

The item gets installed.

Repetition of steps 3 to 7 until all items are installed

Crane slews back to its initial state en the boom lowers to get back in it’s boomrest

These steps take into account the effective needed angles of the slewing and luffing of the crane. In
reality, some more movements are made during installation time, to perform the precise movements.
This will be further analysed in Chapter 5.
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2.3.3. Jack-up pillars

As mentioned, there are different types of WTIVs, one of them being jack-up vessels. The four or
six jack-up pillars on this vessel lift the vessel when it is arrived at the site. Jack-up pillars typically
consist of hydraulic systems that enable controlled elevation adjustments, allowing the vessel to
adapt to varying water depths. The hydraulic mechanisms extend the pillars downward until they
make contact with the ocean floor. Once the pillars reach the seabed, they exert downward pressure,
securing the vessel in place and providing a solid foundation for operations.

2.3.4. Hotelling/Auxiliaries

WTIVs are equipped with various auxiliary systems, often referred to as the "hotelling” function,
that support their operations and ensure functionality throughout missions. These auxiliary systems
encompass a wide range of components, including power generation, HVAC (Heating, Ventilation,
and Air Conditioning), fire suppression, and wastewater treatment. This system is continuously
consuming energy.

2.3.5. Engines and generators

The fuel consumption of a vessel can be translated into the amount of GHG emissions that it effuses.
The amount of fuel the vessel needs depends on the amount of energy it costs to perform its tasks.
Many characteristics determine the energy consumption of a wind turbine installation vessel. The
energy sources of a vessel are the engines. Different type of engines can usually be found on a vessel.
Engines on board ships are amongst the largest types of engines in the world, and their size and
characteristics directly influence fuel consumption and CO2 emissions [9]. The main engine turns
the ship’s propeller and move the ship through the water, whilst auxiliary engines aim at powering
the ship’s electrical systems, and a number of other machinery items providing additional essential
services such as gas insertion, heat and steam production, and incineration [9].

In conclusion, the main processes for the installation of an asset are loading, transit, and installing.
When performed with a jack up vessel, before the loading and installing the jacking up has to occur,
which then also can be called a main energy consumer. The energy consumers per process are
pictured in Figure 2.12.
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Figure 2.12.: Installation processes and their main energy consumers

2.4. Concluding remarks

This literature review has addressed the first three subquestions of this thesis, insights into the com-
putation of GHG emissions for marine operations, the installation procedures for bottom-fixed off-
shore monopile wind turbines, and the primary energy consumers during these procedures.

Bunker Fuel Delivery Note combined with periodic stocktakes of fuel tanks based on tank readings
was the most commonly used method for reporting the fuel consumption. The emissions can then be
calculated by multiplying the fuel consumption with the fuels emission factors.

Marine contractors perform the installation of foundations, transition pieces, wind turbines, and
substations. The vessels primary steps for installing those assets are loading, transit, when applica-
ble jack up, and the installation. These are also the main energy consumers, along with the auxil-
iary /hotelling function of a vessel.
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Model development

The goal of this thesis is to be able to make a good prediction of the GHG emissions that are formed
when installing a wind farm. To do so a model needs to be created. This chapter describes the model
and the reasoning behind some steps that have been taken. This answers the subquestion “"How can
a model be generated for the emissions of the installation procedure?”. The aim is to make an adaptable
model that can be used for all assets to be installed by marine contractors, but the focus will be on
the wind turbine installation, as this is used for the results and the validation of the model.

3.1. Possible modelling approaches and choice

First, possible solutions towards predicting the amount of emissions are thought of. Multiple ways to
make this prediction of the amount of GHGs emitted when installing a wind farm are the following:

¢ Artificial Intelligence
Machine learning model with a lot of data from previous wind park installations. Use all data
about the vessel, crane, wind park, and the solutions for multiple previous installations and
make a machine learning model that can predict for future installations

¢ Data based engine/generator prediction
From previous wind park installation looking at the durations of when the motors and genera-
tors where running and analyse it more to make a prediction for future wind park installations.
Per vessel activity, the amount of time it will run and the relevant engines/generators that will
be on. From there, it is possible to predict the amount of fuel needed and translate it into GHG
emissions.

¢ Data based fuel prediction
Check the fuel consumption from past installations, translate it into GHG emissions and com-
pare them and analyse the differences to make a prediction for future installations.

¢ Physics based energy prediction
A bottum-up approach tha calculates the amount of energy needed per vessel activity by using
energy and work calculations and translate this to the amount of fuel needed to get this amount
of energy, and then calculate the amount of GHGs emitted with this amount of fuel.

Some of the different possible approaches for the GHG predictions use the different vessel activity
modes, and predict the required fuel, energy, or emissions per mode. The distinction between dif-
ferent modes is necessary because each mode has an other setup in terms of which engines and/or
generators are running, or what equipment on the vessel is used. The different vessel activity modes
are ‘'Loading’, "Transit’, "Hotelling’, Installing’, and, when applicable "Jacking’.
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3.1.1. Model choice

For the first three methods the amount of data needed to make a reliable prediction is high. Because
the availability of data for this thesis project is very limited, the physics based energy prediction is the
most feasible approach, and for that reason the model will be build with this method being the core.
The model is made in Python using object oriented programming as the base. This is because object-
oriented programming provides flexibility and is a programming paradigm that allows packaging
data states and functionality to modify those data states together, while keeping the details hidden
away. Especially when working with sensitive data this is very convenient.

For the model a bottom-up approach is used with process based modelling: The main processes
of installing wind turbines will be modelled separately and the required energy of those processes
will be predicted. The total predicted amount of energy that is required for the process can then be
translated into the amount of fuel that is needed by using the engine specifications. The amount of
fuel can then be translated to the predicted amount of GHG emissions that will me emitted. This
approach is pictured in Figure 3.1.

Loading
Transit — [Engine specificationsJ
4
) —> - v - . .

Jack-up _‘; Required energy » Fuel consumption »  GHG Emissions
A

Installation —

Hotelling/Standby

Figure 3.1.: Model approach

The implementation of the framework is done using Python. All the inputs of this model can be
found in Figure 3.2 In Appendix C, the model in Python can be found. The calculations incorporated
in the Python model can be found in section 3.3.

3.2. Model Assumptions

In this section the assumptions made when developing the model are discussed. By elaborating
on these assumptions, the model can simplify complex calculations while still providing reasonable
accuracy in predicting the overall energy consumption and GHG emissions during the wind turbine
installation process.

Jacking electric

The jack-up function of a vessel can be hydraulic or electric, depending on the vessel. For this
model the assumption is made the jack-up function is electrically driven. In modern designs, this is
becoming more common, but for most jack-up vessels this is not yet the case. If a hydraulic jacking
system is employed on the vessel, some small alterations need to me made. A hydraulic jacking
system is less efficient and more energy consuming.
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Figure 3.2.: The input variables of the developed model

Hoisting and luffing down energy neutral

When a hoist is lowered, the potential energy is transformed to another type of energy. This energy
can not be stored in most offshore equipment, but it can be used immediately. This is why the
hoisting and luffing down are assumed to be energy neutral. The energy it costs to move the loads is
gained from the potential energy, and the energy that is left is flared.

Jacking Down Energy Neutral

The previous assumption is also made for the jacking down of a jack up vessel. The energy required
for jacking down (lowering the vessel) is considered neutral, meaning it does not consume additional
energy. The vessel is lowered, which provides the vessel with the energy to perform the jacking down.
This assumption is based on the possibility that the jack-up system could be electric and capable of
regenerating energy or simply lowering without significant power consumption, the same way the
cranes can do this.

Blade Manipulator Energy is Minimal

The energy consumed by the blade manipulator during the installation process is considered minimal
and therefore not included in the model. This assumption is based on the relative size and power
requirements of the blade manipulator compared to the overall energy consumption of the wind
turbine installation process.

Motor Inertia Not Included

The energy required to overcome the inertia of the motors is considered relatively small in comparison
to other energy demands of the installation process. Therefore, motor inertia is not included in
the model. This assumption simplifies the model without significantly affecting the accuracy of
the overall energy consumption prediction. For example, the inertia of a crane motors usually lies
between 1.5-20 kg * m?, and the rotational speed can be assumed to be around 2200 rpm, which is
toughly 209 rad/s. This makes the energy consumption of the start up only 0.009 - 0.1 kWh, when
using the formula:

E=1/2%[%w? G.1)
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Transit Forth and Back Combined

The transit energy calculation assumes that the weight of the wind turbines being transported does
not significantly impact the fuel consumption of the vessel. This means that the energy required for
the vessel to travel to and from the installation site is considered symmetrical and does not vary with
the load. This assumption simplifies the transit energy calculations.

Slewing Angle: Half Time with Load, Half Time Without Load

The energy consumption for slewing (rotating) the crane is averaged by assuming that the crane
operates half the time with a load and half the time without a load. This assumption provides a
balanced estimate of the energy required for slewing operations, reflecting the varying conditions
under which the crane operates.

3.3. Energy calculation

As mentioned, the first step in the model is the predicting the required energy per process. In this
section for each process the calculations for the predictions will be explained. In general the total
required energy of the process of a movement can be calculated with the formulas of kinetic energy
(Eqn.3.2) and amount of work added (Eqn. 3.3) together.

Epin = 1/2% m % v? (3.2)

In this equation Ej;, the kinetic energy is expressed in joules, m in the mass in kilograms, and v is
the mean speed in meters per second.

W = Fres * s (3.3)

In this equation W is the work in joules, F,s is the resultant force in newtons, and s is the distance
in meters. For most motions v+ and v, are zero But because it does cost energy to accelerate, it
needs to be included. The energy will be released when braking/de-accelerating, but most offshore
systems do not have a possibility to storage and use this energy yet.

3.3.1. Transit

To calculate the required energy for the transit, the formulas found in the book “Design of Propulsion
and Electric Power Generation Systems” are used [17].

For the transit of a vessel, the amount of energy can be calculated with the general equations (Eqn.
3.2 and Eqgn. 3.3). Only for the Work equation (Eqn. 3.3), the amount of force is dependent on various
factors such as the vessel’s speed and form factor. This is where the previous mentioned book comes
into place. The following formulas from the book are used to calculate the force F from equation 3.3:

_ 2
R=cy* Ubessel

(3.4)

In this equation R is the total hull resistance, which is equivalent to F.s of the vessel, and c; is the
proportionality factor. This equation states that the total hull resistance is proportional to the square
of the ship’s speed, and is only valid for a vessel sailing at relatively low speeds. This is the case
for WTIVs. The next constant introduced in the book is Cg, which is called the “Non-dimensional
resistance” of a vessel. Cg depends on the ship’s speed, displacement, fouling, geometry, and external
factors such as sea state and water depth. The factor Cr of various ships sailing with various speeds
is given in the book. For a WTIV this factor has to be estimated. Now the factor c; can be calculated
using the following formula:

cp =Cpxp P+ A/ (3.5)

In this equation, p is the density of the sea water in kg/m?, and A is the displacement of the vessel
in kg, which can also be replaced by m. The kinetic energy of the vessel had to be included for the
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3.3. Energy calculation

accelerating and the decelerating of the vessel, since a vessel has to rotate its propellers in order to
brake. The kinetic energy contribution for a transit will thus be:

mx* ZJ%essel (3'6)

) — 2 —
Ekmtmnsit =2 1/25m % Ubessel =

When combining all the formulas together, the following formula for the required energy of a transit
is implemented into the model:

2 1/3 2/3 4 2
mxvs, o+ Cgxp'? xm™? % v° xs)

Etransit — (37)
! ! Ntransit

s is the distance of a single transit of the vessel. The energy for the transit of the vessel has to be

implemented for the distance between the port and the site, and also the transit between turbines.

The distance between turbines can be assumed by multiplying the rotor diameter with 8 [18]. #4psit

is the efficiency of the process, and can also be implemented as a variable in the model.

3.3.2. Hotelling/Auxiliaries

The hotelling or auxiliary function is the function when the vessel is operating auxiliary engines only.
This is for the basic energy supply, heaters, water, and other auxiliaries. For this model, the hotelling
function will be an all time running function, since the basic needs will be used during the whole
installation phase. The energy demand of this function can be calculated by multiplying the energy
demand per hour, which is the power P,,x, with the total installation time £, since ship owners often
know the value of this function:

Equx = Paux * t (3.8)

3.3.3. Jacking

As mentioned, using jack-up vessels is common for the installation of wind turbines. The energy
required to lift a vessel is implemented in the model with the basic work and energy equations and
results in the following equation:

2

1/2 % m * Vlacking T Moessel ¥ § *

Ejacking = 3.9)

Hjacking
In this equation h is the jack-up height in meters and thus the distance over which the work 11,5507 * g
is done, which is also pictured in Figure 3.3.

3.3.4. Loading and installation

The installation and loading procedures function focus on the energy demand of the crane on the
WTIV. As discussed in the previous chapter, the crane had 3 main movements that require energy.
The energy demand per movement type will be predicted separately and then added together. Since
the energy required is also dependent on the load on the crane, per item installed or loaded the
different movements’ energy requirements will be calculated in the model.

Luffing

The first step in the lifting operations is the luffing, which is also called boom hoisting. The boom of
the crane will move out of the boom rest and luffed to a desired radius from which its lifting abilities
are optimal. The energy calculation is again implemented in the model by combining the kinetic
energy calculation and the work executed. This must be done for the hoisting blocks on the end of
the boom, and the boom itself.

2 2
1/2% Mpoom * Zng + Mpoom * & * hCOg +1/2% Mplocks * Oplocks + Mpoom * & * hblocks
Mhuffing

In this equation, hig is the vertical displacement of the center of gravity of the boom in meters, and
hpocks 1s the vertical displacement of the main hoisting block and the whip hoisting block.

Eluffing = (3.10)
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----- Waterline

Jack-up height

Figure 3.3.: Jack-up height

Hoisting
The required energy for the main function of the crane, the hoisting of the items, is calculated with
the following formula:

2
1/2*m*vhoisting+fh0i5t kmxgxh

Ehoisting = (3.11)

Mhoisting
froist is the hoist factor that should be implemented when working at sea. This factor accounts for
possible extra load due to environmental conditions such a wind.

Slewing

The slewing of the crane is the rotation of the large bearing at the bottom of the crane. The required
work for this operation depends on the slewing angle and the slewing torque. The slewing torque
depends on the crane’s heel, boom angle, and the load. The required kinetic energy depends on the
crane’s inertia and the rotation speed. The following formula is used for the required energy of a
slewing operation:

2% [*w? +Txa
Eslewing = (3.12)

Nslewing

The inertia, I, is dependent of the load on the crane. The inertia can be retrieved from the drive sheet
of the crane, when the load of the item the crane needs to slew is put in. w is the angular velocity of
the slewing movement, and « is the slewing angle. The torque T from Equation 3.12 can be calculated
by adding the torque for the friction with the torque that is created by the load on the crane. This
torque is the resultant horizontal force of the load in the slew bearing due to a small heel of the crane,
as is pictured in Figure 3.4 The equation for the total torque is now:

T = Tfriction + (mload * Tload + Mpoom * rcogboam) * COS(IB) * Sin(')/) (3.13)

Ttriction is the torque to overcome the friction in the bearing of the crane and is independent on the
load on the crane. This torque is known when the crane specifications are known. B is the angle of
the boom, and v is the cranes heel angle. The mass m;,,; is the mass of the load, and the hoisting
blocks. The crane usually slews a few times when picking up an item and transporting it to the
desired location or height, for every predicted slewing movement the energy has to be calculated.
Thus, the prediction of the different slewing angles might be an important uncertainty factor.
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Figure 3.4.: Slewing torque due to heel of the crane

3.3.5. Efficiencies

As mentioned and written down in the equations, every function described above has an efficiency
factor. The energy is not 100% translated to the movement. Therefore, in the model, every function
in the model is divided by #, with 7 being the specific efficiency of every function, for example the
hoisting of the crane. The efficiency for the function has to be estimated or calculated with known
information. It is implemented in the model as an input variable.

3.4. Engines energy consumption

The required energy for the different states of the vessel now has to be translated into the required
energy the engines of the vessel has to deliver. The vessel delivers mechanical energy for the thrusters
that allow for the transit of the vessel, and electrical energy for the auxiliaries and equipment aboard.
The required energy calculated for every energy consumption of the wind farm installation can also
be called the effective energy, E.ffective- The energy the engines have to deliver to get this effective
energy to the different crane- and other motors can be called the brake energy Ep, .. The translation
from the required effective energy to the required brake energy has to be made now. This determines
the vessels fuel consumption and thus the amount of GHG emissions for the installation procedure.
The total required brake energy has to be separated between the energy for the transit and the energy
for the other functions.
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Figure 3.5.: Propulsion chain: Overview of powers and efficiencies [17]

3.4.1. Brake energy and fuel consumption transit

In section 3.3.1 the required energy for the propulsion was explained, this can be called the effective
energy. The actual power the engine delivers can be called the brake power, P,. According to Figure
3.5 from [17], there are six more efficiencies that have to be accounted for between the brake power
and the effective towing power. The hull efficiency, open water efficiency, and relative rotative effi-
ciency are often added together and the value of this propulsive efficiency can be estimated to be 0.75
[17]. This efficiency, along with the shaft and gearbox efficiency can be found in Table 3.1. The new
formula for the transit energy will now be:

Er. . Ep _

E = transit _ transit 314

Btmrlstt 77tot 072 ( )

From this Ep, ., finally the amount of fuel the vessel needs for the transit can be calculated. To

do so, the specific fuel consumption of the engines is required. The specific fuel consumption sfc is

by definition the fuel consumption of the engine related to brake power [17]. The fuel consumption
can now be derived from the following formula:

SfC * EBtmnsit

mfueltrzmsit = 1000 (315)

In this formula, the amount of fuel is expressed in kg, the amount of energy in kWh and the specific
fuel consumption in g/kWh. The specific fuel consumption is engine related and known by the vessel
owners.

3.4.2. Brake energy and fuel consumption electrical energy

The electrical energy demands determined need to be related to engine brake power of the engines.
For the fuel consumption of the electrical energy generated, some losses have to be taken into account
to get from the required energy towards the generated energy to accomplish this requirement: from
the transmission and the generator. The transmission losses consist of shaft bearing and seal losses
[17]. These losses are implemented as efficiencies, and assumptions for those efficiencies are given
by [17]. The efficiencies used in the model can be found in Table 3.1. The formula for the required
generated energy is now:

EEelectrical _ EEelecrrical (316)

B Hgen * Ntrans 0.91
Then, again, the fuel consumption for the electrical energy can be calculated.

SfC * EBelec rical
mfuelelectricul = 1000 : (317)

Belectrical
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