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Voltage/Current Doubler Converter for an
Efficient Wireless Charging of Electric Vehicles
With 400-V and 800-V Battery Voltages

Francesca Grazian
and Pavol Bauer

Abstract The lithium-ion battery of an electric vehicle
(EV) is typically rated at either 400 or 800 V. When con-
sidering public parking infrastructures, EV wireless charg-
ers must ef ciently deliver electric power to both battery
options. This can be normally achieved by regulating the
output voltage through a dc dc converter at the cost of
higher onboard circuit complexity and lower overall ef -
ciency. This article proposes a wireless charging system
that maintains a high power transfer ef ciency when charg-
ing EVs with either 400- or 800-V nominal battery voltage at
the same power level. The control scheme is implemented
at the power source side, and only passive semiconductor
devices are employed on board the EV. The presented sys-
tem, called voltage/current doubler (V/I-D), comprises two
sets of series-compensated coupled coils, each of them
connected to a dedicated H-bridge converter. The equiva-
lent circuit has been analyzed while explaining the parame-
ters selection. The analytical power transfer ef ciency has
been compared to the one resulting from the conventional
one-to-one coil system at 7.2 kW. For the same power level,
the dc-to-dc ef ciency of 97.11% and 97.52% have been
measured at 400-V and 800-V voltage output, respectively.
Finally, the functionality of the V/I-D converter has been
proved at both the even and uneven misalignments of the
two sets of coupled coils.

Index Terms Battery voltage, electric vehicles (EVs), in-
ductive power transfer, wireless charging.

|. INTRODUCTION

NDUCTIVE power transfer (IPT) employed for battery

wireless charging has been gaining interest in the electric
vehicle (EV) industry mainly because it would solve the drivers
inconvenience in handling charging cables.

As more EV models crowd the streets, itis noticeable that their
nominal battery voltage is not necessarily the same. According
to [1], the nominal voltage of EV batteries could mostly be either
400 or 800 V, which is con rmed by Table I. The rst released
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TABLE |
LisT oF COMMERCIAL EVS AND THEIR BATTERY VOLTAGE

Year of Battery voltage
launch Manufacturer Model (latest model) Source

2018 Audi e-tron 396 V [81, [9]

2020 FIAT new 500e 364V [8]

2019 EQC 405V

2021 Mercedes-Benz EQA 420V [8]

2022 EQB 420V

2013 Leaf S 350V [8]

Nissan Leaf SV

2010 Leaf SI. 360V [81, [10]

2012 Model S 400V [81, [11]
Tesla Model X 350V (8]

2017 Model 3 360V

2010 e-up! 374V [8]

2014 Volkswagen e-Golf 323V [81, [12]

2019 1D.3 408 V [8]

2019 Aston Martin Rapide E 800V [8]

2021 Hyundai IONIQ 5 800V [81, [13]

2021 KIA EV6 697V [8]

2019 Porsche Taycan 800V [8], [14]

EVs have a nominal battery voltage of around 400 V since
more automotive-quali ed components are available for that
voltage class. However, some automotive original-equipment
manufacturers are moving to 800-V architectures because the
higher dc-link voltage results in two main advantages, being the
substantial weight saving across the EV and the considerable
reduction of the battery charging time [2], [3], [4]. Especially
when considering applications such as public parking infras-
tructures, taxi pick-up locations in front of stations or airports,
corporate eets, car rental, or sharing facilities, it is essential
that wireless chargers can supply power ef ciently to both the
EV battery classes.

IPT systems with magnetic resonance coupling are intrinsi-
cally isolated resonant converters with a loosely coupled trans-
former. As previously demonstrated in [5], [6], and [7], these
systems can achieve high power transfer ef ciency when oper-
ating at the nominal operating condition for a certain power level,
i.e., at the chosen converter s voltage gain de ned as the ratio
between the input and output voltages. Charging a battery with
either double or half of the nominal voltage would dramatically
worsen the system ef ciency for the same output power. In IPT
systems, this can be explained because, in those conditions,
the equivalent operating resistive load would differ four times

0278-0046 © 2022 IEEE. Personal use is permitted, but republication/redistribution requires IEEE permission.
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Fig. 1.  Circuit of the V/I-D converter for battery charging applications
through IPT. Herein, D2 and D5 can be advantageously assembled with
two parallel diodes of the same technology used in D1, D3, D4, and D6.
In this case, for a given charging power independently of the operation,
the current rating of the converter’s circuit components is similar.

from the equivalent optimum load de ned in [15] and [16]. At
the current date, no research has been found in the available
literature on EV wireless charging systems that can ef ciently
provide both the 400- and 800-V batteries with the same power.

The ef ciency degradation that occurs when the battery volt-
age differs from the nominal could be mitigated in several ways.
One solution could be charging 400- and 800-V batteries at
different power levels to match the optimum load condition.
This would result in delivering one-fourth of the nominal power
to 400-V batteries. However, when considering the wireless
charging of light-duty EVs, SAE J2954 de nes three power
classes for wireless chargers. These power classes limit the
maximum input power obtainable from the grid connection to
3.7, 7.7, and 11.1 kVA. Charging 400-V batteries with lower
power than 800-V batteries means that the power capability of a
wireless charging transmitter belonging to a speci ¢ SAE J2954
power class would not be fully utilized. Consequently, thiswould
extend considerably the charging times, which might already
be quite long at these power levels. Therefore, it is preferable
to fully utilize the power available from the grid connection
when charging both 400- and 800-V batteries. Alternatively,
a dc dc converter can be employed between the IPT system s
output and the EV battery. In this way, the IPT system would
still operate at the nominal voltage gain, while the dc dc con-
verter sets the required voltage ratio and power exchange. In
other words, the equivalent operating load would still match
the optimum load condition, and consequently, the worsening
of the power transfer ef ciency of the IPT system would only
depend on the performance of the dc dc converter. Neverthe-
less, using a dc dc converter would increase the complexity
of the circuit and the control onboard the EV, which is not
preferable.

This article proposes an IPT system that can charge both
the 400- and 800-V EV battery classes at the same output
power while maintaining high power transfer ef ciency. This
guarantees that the available power from the grid connection
is fully utilized. The proposed circuit takes the name of volt-
age/current doubler (V/I-D), and it is illustrated in Fig. 1. This

consists of two H-bridge inverters, two sets of coupled coils with
their series-series (S-S) compensation, and two full-wave diode
recti ers. The control is only implemented at the power source
circuit resulting in an onboard circuit with only passive devices.
It must be noted that the V/I-D converter is a universal solution
for both the EV battery classes, which makes its installation
practical and it eases its later recon guration.

The rest of this article is organized as follows. The analytical
modeling, equivalent circuit, and operation of the V/I-D con-
verter are discussed in Section I1. In Section I11, the comparison
with the standard one-to-one coil IPT system is performed. The
laboratory demonstrator of the \VV/I-D converter and the expected
operating points are discussed in Section IV. The proposed
concept is proved experimentally in Section V at the power level
of 7.7 kW with aligned and misaligned coils. Finally, Section VI
concludes this article.

II. V/I-D CONVERTER

The V/1-D converter in Fig. 1 delivers the same output power
to 400- and 800-V batteries depending on the modulation of
the two H-bridge inverters. A similar strategy has been used
in [17] and [18] to achieve a wide output voltage regulation.
For that purpose, Zhang and Zhang [17] propose a phase-shifted
multiple H-bridge dc dc power supply (nonresonant), while Wu
et al. [18] use an interleaved LLC resonant converter with vari-
able frequency and phase shift. However, these topologies funda-
mentally differ from the proposed V/I-D converter because they
use highly coupled transformers. Thereby, the output voltage
is regulated by continuously controlling the phase-shift angle
between the two H-bridge inverters in the range 0 180 . This
cannot be applied directly to IPT systems for battery charging
since the output voltage is given by the battery. Moreover, con-
trolling that phase-shift angle in the entire range is not suitable
for IPT systems since it would lead to an unbalance of the two
input impedances, resulting in the hard switching of one of the
H-bridge inverters, while the other would be operating deeply
in the inductive region. Thus, the proposed V/I-D converter
in Fig. 1 is an original concept for IPT systems for battery
charging.

A. Circuit Analysis and Operation

When the half-bridge legs with midpoints A and C have the
modulation shown in Fig. 2(a), the current through the secondary
coils has the same direction, and consequently, Lz and L4 result
in a series connection. In the recti cation stage, only D1 and D6
conduct during the positive half-wave of V4, while D3 and D4
conduct in the negative one. The two secondary coils conduct
the same nominal current as shown in Fig. 3(a). This modulation
is called voltage doubler mode since it is suitable for the rated
power charging of 800-V batteries.

Contrarily, when the half-bridge legs with midpoints A and D
have the modulation shown in Fig. 2(b), the current through the
secondary coils has opposite direction, and consequently, Lz and
L4 result in an equivalent parallel connection. In this case, D1,
D3, and D5 conduct during the positive half-wave of Vg4, while
D2, D4, and D6 conduct during the negative one. Fig. 3 shows

Authorized licensed use limited to: TU Delft Library. Downloaded on April 11,2023 at 12:07:03 UTC from IEEE Xplore. Restrictions apply.
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Semiconductor devices conducting during the positive half wave of V aog when the V/I-D converter operates as: (a) voltage doubler and

(b) current doubler, which typical operating waveforms and equivalent circuits are shown in Figs. 3(a) and 4(a), and Figs. 3(b) and 4(b), respectively.
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Fig. 3. Typical waveforms of the V/I-D converter operating as:
(a) voltage doubler and (b) current doubler, resulting from the operation
in Fig. 2.

that the secondary coils conduct the same nominal current as
in the previous modulation, but their parallel connection results
in double the load current. This modulation is called current

|

c, Ry

Fig. 4. Equivalent circuit in the frequency domain of Fig. 1 when
operating as (a) voltage doubler and (b) current doubler.

doubler mode since it is suitable for the rated power charging of
400-V batteries.

The equivalent circuit in the frequency domain of the voltage
doubler mode is shown in Fig. 4(a), while the one of the current
doubler mode is shown in Fig. 4(b). The circuit in Fig. 4(a)
is described by the Kirchhoff voltage law in (1) shown at the
bottom of this page, while the one in Fig. 4(b) is described by
(2) shown at the bottom of this page. Thereby, the EV battery is
replaced by the equivalent rst-harmonic load R in (3) de ned

Vage Z, J Mo J (Miz+ Mys) 0 I,
Veo _ J Mz Z> J (M23 + Myy) 0 I 1)
0 J Mz +Mug) j (Maz+Mps) (Zz3+Zs+Rye+2] Mag) 0 I3
0 0 0 1 1 I
v Z J Mg J Mg J My |
VAB J Mo Z5 J Ma23 J My Il
CcCD _ B R R } R 2
o 1 M J Ma3 Z3+ % J Mag+ % s )
. . . R R
0 J My J My J Mz + % Zs+ % la
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in [19] and [20]

g Vo%t,max . (3)

2 POUI
Thereby, the impedance Z; of each resonant circuit isde ned in
(4), and the mutual inductances Mjp, are expressed in (5), which
depend on the coupling factor kin. Figs. 1, 2, and 4 highlight only
M3 and M4 since they are the main mutual inductances func-
tional to the operation of the V//I-D converter. On the other hand,
M, and M3, are due to the cross-coupling present between the
two coils placed at each side of the two transformers, while M14
and M3 are due to the diagonal cross-coupling between the two
transformers. V ap is taken as reference according to the phasor
convention, and it is de ned in (6) through the rst-harmonic
approximation

8
Rac = -RL =

1

ZizRi'Fj Xi, Xi= Lj C.’ i=1,...4 (4)
i
Min = Mpi =kin LiLn, i,h=1,...,4 i=h (5)
4
Vag =Vas/0_ = —Vin, Vas = Vcb. (6)

In addition, for a given processed power, the V/I-D resonant
circuit s ef ciency (e isde ned as
if voltage doubler

Racl |3|2

Vas([Re[l1]] +[Re[lz]])"  [rom @) )
Be(l13] + [14]) '
Vas(IRe[l1]| + |Re[l2]])’
The total dc-to-dc ef ciency pc-to-pc @lso considers the power
losses of the inverting and rectifying stages of which parameters

can be extrapolated from the devices datasheet.

The power losses of the H-bridge inverters are

| 2
L
2 2

res —
if current doubler
[from (2)]

Piny =4 Rds,on ¢ + Eg 0 To (8)
where Rgson IS the ON-resistance of the MOSFETSs and Eg is
the total switching energy loss de ned in (9). Thereby, Eqs is
the turn-oFF energy loss, Eqn is the turn-oN energy loss, and Qy,
is the reverse recovery charge of the body diode
8 8 8

Ew = Eoff(Mi) + Eon(Mi) +
i=1 i=1 i=1

Since C3 and C4 are chosen such that X3 X4
recti er s power losses are mainly due to the conduction

Prect

er(Mi)Vds,off- (9)

0, the

4e Vg =2 , if \-Doubler

2
Is+ 1 I3+ 1 .

4e Vg 2T 4y % . if I-Doubler
(10)

In (10), it is assumed that diodes D2 and D5 are assembled
with two parallel diodes of the same technology used in D1,

D3, D4, and D6. Therein, Vg is the constant voltage (CV) drop
of the bipolar technology, while r models the linear increment
of the voltage drop across the diode as a function of the owing
current.

Finally, pc-to-nc Can be computed as

POUI

¢ — 11
F)out + Pjpy + Prec ( )

DC-to-DC = res

B. Selection of Circuit Parameters

The parameters of the V/I-D converter must be chosen to
ensure high power transfer ef ciency. For simplicity, the param-
eter selection criteria consider the symmetry in (12) between
the primary and secondary circuits. In addition, Section V will
prove the functionality of the VV/I-D converter even in the case
that this ideal symmetry is not met

L =L>=Lyp,
R:1 = R2 =Ryp,
Mp = Mi13 = My,

L:=Ls=Lop
Rs =Rs=R2p

kp = ki3 = kos. (12)
In (12), Lip and R;p are the self-inductance and the re-
sistance of the primary coils, respectively, Lop and Ryp are
the self-inductance and the resistance of the secondary coils,
respectively, Mp is the value of both main functional mutual
inductances, and kp is their relative coupling factor. Moreover,
it is assumed that the coils cross-coupling is negligible.
The choice of L;p and Lyp follows from (14) to (16). The
rst condition in (14) ensures that the conduction losses in the
primary and secondary circuits are balanced. To achieve that,
the ratio between the coils resistances R1p and Rop must be
dependent on the ratio between the maximum dc input voltage
Vinmax available and the minimum battery voltage Vout min, Which
has been derived from (13). The second condition in (15) has
been found by assuming that the coils quality factors Q;p and
Q.p differ from the constant a, which depends on the coils
geometry and structure. Finally, the target value of mutual in-
ductance Mp can be found from (16), which is well known from
the S-S compensation. Mp depends on Vi max, the maximum
battery voltage Vourmax, the target output power Pgy, and the
resonant angular frequency o =2 fo. Finally, the values of
Lip and L,p resulting from (14) to (16) are shown in (17)

IlD = Elinv I2D = Elout
I Vout mi |
Pin Pout _in — ZToutmin _ “1D (13)
Iout Vin,max |2D
RlD |2 V-2
Ripl?, = Ropl2 ~ib _ op . Vinmax 14
1DM1D 2D 172D LRZD IJZ.DL Vo%t,min ( )
ae*
Qip =a*Qap I; == RO 2D (15)
8 VinmaxV " 20
Mp = = =2 = kp Liplap (16)
0 out
Mp Iop  — Mp lip 1
=47 & Lp=7—r—— 17
7 % o 7 %o Lo a (7)
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tem in the frequency domain. Note that the same semiconductor devices IPT batt =00 be
. g 50Hz, V; %
are used as in the V/I-D converter in Fig. 1. i system | ¥ out
1-¢ grid| = (Fig.5) |— =
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For what concerns the compensation capacitances, their value
is selected by imposing X; = 0in (4) for the secondary coils, i.e.,
if i = [3, 4]. On the other hand, the condition X; > 0 holds for
the primary coils, i.e., if i = [1, 2], to ensure slightly inductive
primary currents achieving the zero voltage switching (ZVS)
turn-oN of all the MOSFETSs in Fig. 1 [21], [22], [23].

I1l. COMPARISON WITH ONE-TO-ONE CoOIL IPT SYSTEMS

To evaluate the advantages of the proposed V/I-D system, its
ef ciency is compared analytically to the one resulting from a
conventional one-to-one coil IPT system with S-S compensation
in Fig. 5. A generalized comparison is performed, such that
engineers and researchers can evaluate the performance of the
proposed system based on their speci ¢ application.

A. Circuit Modeling of the One-to-One Coil IPT System

The circuit in the frequency domain of the one-to-one coil IPT
systemin Fig. 5 is described by the Kirchhoff voltage law in (18).
Thereby, the impedance Z; of the two resonant circuitsisde ned
in (19), and the mutual inductance Mag is expressed in (20),
where kag isthe relative coupling factor. V ag isidentical to (6).
The rst-harmonic load R, ag depends on the nominal battery
voltage, as de ned in (21) for the same output power. This one-
to-one coil system employs half of the passive components than
the V/1-D converter. The same number of MOSFETS and diodes
of the V/I-D converter is used to have equal semiconductor costs
for the high-frequency inverting and rectifying power conversion
stages

Vag =Zala+]j Magle

. (18)
0=(Ze +RyaB)lB +] Magla
Zi=Ri+]j Xj, Xj= Lj R i =[A,B] (19
i
Mag = kae Lals (20)
Ra, if tuned for 800-V batteries
Rac,aB = . . (21)
Rqac/4, if tuned for 400-V batteries

B. Power Conversion Stages

The power conversion stages employed by the V/I-D con-
verter and the one-to-one coil IPT systems are shown in Fig. 6,
starting from the grid connection to the EV battery. Both the
solutions rely on the regulation of the input voltage since, as
explained in [24], the S-S compensation has a current-source
output directly proportional to Vag. By connecting to the 1-

Fig. 6. Power conversion stages of (a) the proposed V/I-D converter
and (b) the conventional one-to-one coil IPT system.

TABLE I
INPUT PARAMETERS AND SEMICONDUCTOR DEVICES USED IN THE
COMPARISON OF SECTION Il

Z[ Pou | 7-2kW % | MI..M8 | C2M0040120D
S| Vou | 400V, 800V 5| Rason 50 mQ

E| Vi 360...500V (1¢) 2| Eor 1pJ

5| fo 85 kHz [ DI..D8 | C4DI5120D
2l kp 0.15, 0.25, 0.35 S| Ve 0.8V

2| Qp 100—400 Elr 75 m§2

S| Mp 82.63 uH from (16) R [ *datasheet values @125°C

European 230-V RMS-rated grid line-to-neutral voltage through
a boost-like power factor correction (PFC) recti er, as shown in
Fig. 6, Vin can be safely regulated in the range of 360 500 V.
Lower values of Vag fundamental can be achieved by phase
shifting the H-bridge inverters.

The V/I-D converter employs only the input voltage control
and has a direct connection to the EV battery. On the other hand,
the one-to-one coil systemis provided witha99%ef cientdc dc
converter, as shown in Fig. 6(b), which would conduct only in
the case that the current EV battery voltage differs from the
nominal to match the optimum load condition.

C. Assumptions

The comparison between the proposed V/I-D converter and
the one-to-one coil system has been performed considering the
input parameters and semiconductor devices listed in Table I1.
Both the systems are designed for the nominal operation such
that Vi, is in the range of 500 V. For the one-to-one coil system,
two designs have been considered: one with 400 V as the nominal
battery voltage, and the other with 800 V. In both the cases, when
the battery voltage differs from the nominal value, the one-to-
one coil system can supply the same output power through a
dc dc converter, as shown in Fig. 6(b). Moreover, the option
of not using the dc dc converter is also explored for the 400-V
one-to-one coil system. In this case, only the input voltage is
regulated to deliver the same output power to 800-V batteries.

The one-to-one circuit parameters in Table Il have been
chosen in terms of the V/I-D s ones assuming that:

1) at the nominal operating conditions, the lumped conduc-
tion power losses are equal in the resonant circuits of the
one-to-one coil system and the V/I-D system;

Authorized licensed use limited to: TU Delft Library. Downloaded on April 11,2023 at 12:07:03 UTC from IEEE Xplore. Restrictions apply.
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Analytical power transfer efficiency of the proposed V/I-D converter and the one-to-one coil IPT system at different coils’ magnetic coupling

kp and quality factor Qp = Q1p = Q2p defined in (12). Plot of (a) resonant circuit efficiency and (b) and (c) dc-to-dc efficiency (the power losses
consider both the semiconductor devices and resonant circuits), where the one-to-one coil IPT system is designed for a nominal battery voltage of

(b) 400 V and (c) 800 V.

TABLE Il
CIRCUIT PARAMETERS OF THE CONVENTIONAL 1-TO-1 CoIL SYSTEM WITH
RESPECT TO THE ONES OF THE PROPOSED V/I-D SYSTEM

Map Ia La R4 Qa
400V | Mpi2 | 2-Iip | Lip/2 | Ripl2 0
800V | Mp | 2-Iip | Lip/2 | Rip/2 1D

kaB Ip Lp Rp QB
w0V [, 2-Ip | Lap/2 | Rapl? 0
800V D Iop 2-Lop | 2-Rip 2D

2) the coef cient a in (15) is considered such that a = 1,
resulting in the primary and secondary coils having the
same quality factor: Qip = Q2p = Qp.

D. Analysis

The computed ef ciency comparison is shown in Fig. 7 in
terms of Qp and kp. Fig. 7(a) shows the ef ciency comparison
of the resonant circuits, while Fig. 7(b) and (c) shows the overall
dc-to-dc ef ciency including the losses of the semiconductor
devices whose main parameters are listed in Table I1. Thereby,
several values of Qp and kp are considered for the same Mp
in Table 1. This makes the analysis generic and applicable to all
the typical IPT systems designed at this power level.

Fig. 7(a) shows that, in the two systems, the losses of the
resonant circuits stay the same at both 400 and 800 V if the one-
to-one coil system uses a dc dc converter to match the optimum
load condition. On the other hand, if the 400-V one-to-one coil
system delivers the same power to 800-V batteries by stepping
down the input voltage without a dc dc converter, the power
transfer ef ciency of the resonant circuit would considerably
decrease by up to 10%. This is caused by R, being four times
larger than the nominal optimum condition leading to a higher
primary current. Given this large ef ciency drop, this solution
is discarded in the following comparisons.

Contrarily than in Fig. 7(a), Fig. 7(b) and (c) shows that there
is a difference between the computed ef ciencies at 400 and

800 V. In the case of solely considering the V/I-D converter, the
current doubler mode (400-V battery) has more losses since the
number of diode conducting is twice that of the voltage doubler
mode (800-V battery). This has been shown in Fig. 2(b). When
considering the one-to-one coil system, the designs with 800 V
as nominal Vo are more ef cient than the ones at 400 V since
the current owing through the rectifying diodes is halved for
the same power. When comparing the two different systems, the
proposed V/I-D system is up to 1% more ef cient. For instance,
atthe same kp, the two systems would have the same ef ciency if
the one-to-one coil system is equipped with coils having a larger
quality factor. This might put more requirements on the coils

design. For example, when kp = 0.35in Fig. 7(c), an ef ciency
of 97% can be reached by the V/I-D converter operating in the
current doubler mode (400-V battery) if Qo = 250. The same
ef ciency can be achieved by the one-to-one coil system when
operating with a 400-V battery if the coils have Qp = 350. This
difference is even more considerable in Fig. 7(b).

E. Cost and Complexity Considerations

The V/I-D converter has the great advantage of employing
only passive semiconductor devices at the secondary circuit,
simplifying the circuit and control on board the EV.

Regarding the cost, it is reasonable to assume that the two
systems use the same high-frequency inverting and rectifying
power conversion stages since each H-bridge of the \V//I-D con-
verter is sized for half the power of the one-to-one coil system.
When considering the coupled coils, from Table [1, it can be
deduced that the one-to-one coil system requires using a Litz
wire with more strands in the windings, while the core magnetic
saturation must also be ful lled. Thus, the transformer will be
naturally sized according to the processed power. Therefore, the
size of the components in the two systems would be equivalent if
they are fully utilized. Nevertheless, the possible total higher cost
of implementing two sets of coupled coils in the VV/I-D converter
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Fig. 8. Caoil arrangement of the proposed V/I-D system for EV wireless
charging, the circuit schematic of which is shown in Fig. 1.

TABLE IV
MEASURED CIRCUIT PARAMETERS AND COILS’ DIMENSIONS

N L R M Coils” dimensions (mm)
(uH) (m€) | (uH) with respect to Fig. 8
L1 17 | 246.9 420 M3 Ty, Yf, 2f Cs Zf.c
Lo 18 | 276.1 440 80.2 387, 364, 4.1 65 4
Ls | 15 | 185.3 360 Moy T,y Yo, d Zag Ax
Ly | 14 | 161.7 340 78.5 355, 350, 2.4 100 1000
E planar core: 3C95, PLT43/28/4.1 Litz wire: 600 x 0.071mm

(C1, Ca, C3, Cy) =(14.92, 13.27, 19.05, 21.62)nF —4x(18,16,23,25)*
*(series x parallel): KEMET R76TF13305050J 3.3 nF (ESR=0.222)

would be undoubtedly overcome by the price of a highly ef cient
dc dc converter that must operate in an extensive range, i.e.,
between 400 and 800 V.

IV. EXPERIMENTAL IMPLEMENTATION

The proposed V/I-D converter has been implemented as a
laboratory demonstrator suitable for the 7.7-kW power class.

A. Laboratory Prototype

The two sets of coupled coils have been designed, as shown
in Fig. 8. The selection of parameters follows the approach
explained in Section I1-B, and they are summarized in Table I\/.
The coils have a different number of turns to prove that the V/I-D
converter can also operate in the case that the ideal condition in
(12) is not met. The resulting M3 and M4 are similar, and they
are in the same range of the target Mp in Table Il. Since the
distance X between the two sets is much larger than the coils
dimensions, their cross-coupling mutual inductances M2, Mag,
M4, and M3 are negligible.

Fig. 9 shows the 7.7-kW prototype, including the compensa-
tion capacitors and the power converters. The Delta Elektronika
bidirectional power supplies SM500-CP-90 and SM1500-CP-30
are used as input and output voltage sources. The input power
supply operates in the voltage range that resembles the boost-like
PFC converter, which could be implemented as explained in [25]
and [26], while the output power supply emulates the EV battery
voltage. It is assumed that Vi, is set according to the load, the
information of which is given by the wireless communication
required from the IPT system for several features, such as guided
positioning, pairing, and safety.

L 8xC2M0040120D
B (1200V SiC MOSFETs)

Rectifier board:
8xC4D15120D
(1200V SiC diodes)

Fig. 9. Developed 7.7-kW V/I-D converter for EV wireless charging.

B. Analysis of the Operating Points

Before validating the functionality of the V/I-D converter
experimentally, it is essential to assess the operating points
resulting from different misalignment conditions between the
coupled coils. In particular, given the sets of coupled coils in
Fig. 9, two misalignment pro les have beenidenti ed: the lateral
misalignment in either the x- or y-direction shown in Fig. 10(a)
and the tilted misalignment shown in Fig. 10(b). Considering that
the coils are roughly squared shaped, the two directions of lateral
misalignment would have a similar impact on the power transfer,
and, in that case, M1z and M4 would vary proportionally. On
the other hand, a tilted misalignment would cause an imbalance
between Mj3 and My4. The effect of these two misalignment
pro les is investigated in Fig. 11 resulting from the analytical
model of Section 11-A. The performance of the V/I-D converter
is assessed in both the voltage doubler (800-V batteries) and
current doubler (400-V batteries) modes for an output power of
7.2 KW. The switching frequency of 86.5 kHz is chosen since it
is con ned within the range of 79 90 kHz established by SAE
J2954 [27], and it ensures the ZVS turn-oN of the H-bridge
inverters at the nominal alignment with low circulating reactive
currents. The performance is assessed in terms of the absolute
value and the phase angle of the primary currents 1, and I, the
absolute value of the secondary currents Iz and 14, the pc-to-Dc,
and the required Vijp.

Fig. 11(a) addresses the effect of the lateral misalignment
on the power transfer. On that purpose, M3 and My, are
proportionally reduced up to 50% of their nominal value in
Table I\, Itis possible to notice that the pc-t-pc drops with the
misalignment. This is due to the lower Vi, required to deliver
the same output power, translating into higher primary currents,
which worsen the conduction losses. The ZVS turn-oN of the
H-bridge inverters is preserved. However, the primary currents
become more inductive with the lateral misalignment leading to
larger circulating reactive currents and higher turn-orr losses.
The input voltage can be regulated through the PFC recti er up
to 68% of the nominal mutual inductance.

On the other hand, Fig. 11(b) and (c) investigates the effect
of the tilted misalignment on the power transfer. Thereby, only
one mutual inductance is gradually reduced while keeping the
other constant to its nominal value. In the voltage doubler
operation, this misalignment pro le would eventually cause
the hard switching of the H-bridge inverter supplying the coils
with higher coupling, while the other H-bridge inverter would
operate in a highly inductive region of the resonant circuit. This
operation is due to the unbalanced re ected impedance at the
primary circuits, while the secondary circuits conduct the same
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(@ (b)

Fig. 10. Cails’ position in the presence of (a) lateral misalignment and (b) tilted misalignment.
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Fig. 11. Operating points of the V/I-D converter in terms of the absolute value and phase angle of 11 and I2, the absolute value of 13 and 14,
the pc.o-nc, and the required V;, depending on the normalized main mutual inductances with respect to the nominal M3 and My4 in Table V.
(a) Both M13 and Ma4 are varied proportionally (lateral misalignment). (b) Only M3 is varied (tilted misalignment). (c) Only My4 is varied (tilted
misalignment). The results are computed from the analytical model supposing that the output power of 7.2 kW is delivered at a switching frequency
of 86.5 kHz. The red-shaded areas denote the operating regions in which the hard switching of the H-bridge inverter occurs. The blue-shaded areas
indicate whether the required Vj, is out of the available range from the grid-connected PFC rectifier.
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amount of current. This means that the MOSFETS of the invert- 1400 Z
ing stages must be equipped with a suitable thermal management B it 10 %
system to withstand the additional power losses introduced 1430

by the hard-switching operating points. This behavior is not
present in the current doubler operation due to the equivalent
parallel connection of the secondary circuits, which allows their
currents to be unequal. Nevertheless, the current doubler mode
has a considerable current unbalance between the two resonant
circuits. In addition, the tilted misalignment requires an input
voltage that can be mainly supplied PFC recti er.

In Fig. 11, the resulting pc-to-pc 1S mostly over 94%. Note
that the sharp decreases in pc.to-pc correspond to transitions
into hard-switching operating areas.

C. V/I-D Converter’'s Performance at Lower Values of X

In the laboratory demonstrator illustrated in Fig. 9, the two
sets of coupled coils are placed considerably far from each other
to minimize the undesired cross-coupling. However, in reality, a
shorter distance would ease the installation of the proposed V/I-
D converter on EVs. For that purpose, it is interesting to assess
the minimum distance X that would still lead to a negligible
cross-coupling.

Fig. 12 shows the values of the self-inductance and the mutual
inductance of all four coils depending on X resulting from
measurement and simulated through the nite-element method
(FEM) in COMSOL Multiphysics. The self-inductances, M3,
and M4 stay approximately constant over  x. Conversely, the
mutual inductances related to the cross-coupling become larger
as X approaches zero. It must be noted that those instances
have negative values due to the direction of the concatenated
magnetic eld.

To determine the minimum value of  x that makes the cross-
coupling tolerable, the performance of the V/I-D converter has
been assessed for the whole range of  x. This analysis has been
performed through the analytical model for an output power of
7.2 kW, a switching frequency of 86.5 kHz, and aligned coils.
The results are summarized in Fig. 13. The operating points
marked with the light blue-shaded areas, i.e., for x> 0.25 m,
would result in a performance similar to the oneat x=1m
used in Fig. 9. Nevertheless, it is preferable to conservatively

0.01 0.1 02 03 04 05 06 07 08 09 1
Ax (m)

Fig. 13.  Analysis of the V/I-D converter in terms of the absolute value
and phase angle of 11 and 12, the pcio.pc, and the required Vi,
depending on distance x in Fig. 8. The results are computed from
the analytical model supposing that the output power of 7.2 kW is
delivered at a switching frequency of 86.5 kHz. The light blue-shaded
areas denote the operating regions with similar performance.

v,y Ch2:i Ch3:y,, i, ChS:yv = Ché6:v, Ch7:i, Ch8:i
500 V/idiv  10A/iv 500 V/div 10 A/div 500 V/div 200 V/div  5A/iv 5 A/div
v, =400V I =18A V=800V I =9A
Ch2
-
a3
(Lh(y: (“,_117 CJP‘ Chs
-
5 ps/div 5 ps/div
(a) (b)
Fig. 14. Measured circuit waveforms and dc-to-dc efficiency with

aligned coils when operating at 86.5 kHz and rated power for both
nominal Vo () current doubler and (b) voltage doubler.

select x = 0.35 m as the minimum distance to guarantee that
the cross-coupling would be negligible also when the receiver
coils have a lateral misalignment of 10 cm.

V. EXPERIMENTAL RESULTS

The laboratory prototype in Fig. 9 has been tested to prove
the functionality of the V/I-D converter.

A. Measurements at the Coils’ Nominal Alignment

The circuit waveforms and the dc input and output measure-
ments for the V/I-D system operating at rated power are shown
in Fig. 14(a) for the current doubler mode, while Fig. 14(h)
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Fig. 15. Measured dc-to-dc efficiency pc.o.pc @nd input voltage Vi,
from the prototype in Fig. 9 with aligned coils as (a) current doubler and
(b) voltage doubler. The dotted lines result from the analytical model.

TABLE V
MEASURED COILS’ PARAMETERS AT THE ALIGNMENTS IN FIG. 10

Ly Lo L3 Ly Mi3z | Moy
Fig. 10 H) | i) | WH) | @H) | @H) | (uH)
(a): Ay=Tcm | 249.8 | 2780 | 1862 | 1628 | 69.7 | 663
(a): Ay=9cm | 250.8 | 2792 | 186.5 | 163.0 | 57.6 | 56.6
(b): tilted 2477 | 2767 | 185.1 | 1623 | 797 | 50.6

shows the voltage doubler mode. The operation of the H-bridge
inverters follows the same logic illustrated in Figs. 2 and 3. The
operating frequency of 86.5 kHz selected in Section IV-B leads
to the ZVS turn-oN of all MOSFETSs. The dc-to-dc ef ciency
of 97.11% and 97.52% have been measured at 7.2 kW for an
output voltage of 400 and 800 V, respectively. As expected, the
ef ciency is slightly lower in the current doubler mode because
the number of diodes conducting is twice that in the voltage
doubler mode.

In reality, Vot increases during the constant current (CC)
mode of the battery charging cycle. Measurements have been
performed for (0.75,...,1.06) *Voy While maintaining I,y con-
stant. These measurements are summarized in Fig. 15. This also
proves that the proposed V/I-D operation works even if Vq is
not exactly 400 or 800 V, as shown in Table I. During the CV
mode of the battery charging cycle, I should be gradually
reduced until the battery is fully charged. According to [28],
the S-S compensation can achieve both the CC and CV modes,
in which the CV mode can be realized by stepping down Vi,
through the PFC recti er. Lower values of Vag can be achieved
by phase shifting the H-bridge inverters. Hereby, the CV mode is
not included since this is not the main focus of this article, and its
control strategies are well known from the literature. In addition,
for the power level of 7.7 kW, the CC mode takes place for most
of the EV battery charging pro le. Therefore, it is more critical
to ensure high power transfer ef ciency during that period to
reduce the overall energy consumption.

B. Measurements With Coils’ Misalignment

The functionality of the V/I-D converter has been assessed
for the misalignment positions shown in Fig. 10; parameters are
listed in Table V.

The overall measured pc.to-pc and the relative Vi, are shown
in Fig. 16. As expected from the analysis of Section IV-B, the
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Fig. 16. Measured dc-to-dc efficiency pc.to-pc and input voltage Vi, at

different coils’ alignments as (a) current doubler and (b) voltage doubler.
The dotted lines result from the analytical model.

dc-to-dcef ciency drops when the misalignment occurs. For the
considered coils alignments, it is possible to follow the entire
CC charging using a Vi, range that the PFC recti er can provide.

With lateral misalignmentat y = 9 cm, the ef ciency mea-
sured at the nominal Vo, drops by 1.15% and 1.22% in the
voltage doubler and the current doubler modes, respectively.
This is due to higher primary currents increasing the conduction
losses for the same output power. Since M3 and M4 decrease
proportionally, balanced currents ow through the primary and
secondary circuits. In addition, by operating at the same fre-
quency of 86.5 kHz as with the aligned coils, it is possible
to keep the ZVS turn-oN for the entire CC charging. These
considerations can be noticed in the measured waveforms of
Fig. 17(a) (d).

On the other hand, when considering the tilted misalignment,
M3 and M4 do not decrease proportionally. This translates into
unbalanced currents within the primary and secondary circuits in
both the current doubler and voltage doubler operations, whose
waveforms are shown in Fig. 17(e) and (f), respectively. In the
voltage doubler operation, the considerable difference between
M3 and M4 would cause the hard switching of the H-bridge
inverter with A and B terminals. To mitigate this issue, the
switching frequency of both the inverters has been increased
to 90 kHz. Nevertheless, at partial load, the hard switching
still occurs, causing the ef ciency drop shown in Fig. 16(b),
of which the waveforms measured at Vo, = 600 V are shown
in Fig. 17(g). Considering that the operation falls slightly in
the capacitive region only at partial load, this extra loss can be
considered acceptable, especially in the case that the H-bridge
inverters employ SiC MOSFETSs with forced cooling.

An alternative solution to achieve the ZVS turn-oN for the
entire CC mode during the voltage doubler mode with tilted
misalignment is increasing the value of C; to make the equiv-
alent impedance Z; more inductive. According to Fig. 16(b),
increasing C; from 14.92 to 17.39 nF results in higher measured
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Fig. 17.
nominal Vo with the lateral misalignment [see Fig. 10(a)] when

Measured circuit waveforms and dc-to-dc efficiency in the presence of misalignment. Operation at 86.5 kHz and rated power for both
y =7 cm: (a) current doubler and (b) voltage doubler; when

y =9cm: (c)

current doubler and (d) voltage doubler. Operation with tilted alignment [see Fig. 10(b)]: (e) current doubler (86.5 kHz) and (f) voltage doubler
(90 kHz) at rated power. (g) Voltage doubler at minimum load (Vo = 600 V, 90 kHz). (h) Voltage doubler at rated power (90 kHz) with C; = 17.39 nF.

V-DI-D V-DI-D

Aligned coils Ay=7cm Ay=9 cm

Fig. 18.

pc-to-pc at partial load. However, pc.o-pc drops for higher
values of Vg due to the increase in the amplitude of I, visible
from Fig. 17(h). Since the capacitance must be set only once
before the start of the power transfer, this could be implemented
through a mechanical switch.

C. Power Loss Analysis

The power loss breakdown of the V/I-D converter has been
computed from the analytical models of Section Il for the dif-
ferent coils alignments, which results in Fig. 18. The ef ciency
drop in correspondence of the coils misalignment is due to the
higher circulating current in the primary circuits for the same
output power. In addition, when the lateral misalignment in
Fig. 10(a) occurs, the power losses increase proportionally in
both the primary circuits. On the other hand, when the coils
have the tilted misalignment shown in Fig. 10(b), it is possible
to notice the unbalance in the power losses. For instance, the

V-DI-D V-DI-D V-DI-D V-DI-D

V-D = Voltage doubler
I-D = Current doubler

Il H-bridge (C,D)

I H-bridge (A,B) Rectifier
= C, c,
B C, ;
., L,
I, L

V-DI-D V-DI-D
Tilted coils

Breakdown of the computed power losses at both the possible nominal battery voltages at rated power for the different coils’ alignments.

set of coupled coils with lower mutual inductance would have
higher current stress. Nevertheless, the operation of the V/I-D
converter would still take place.

VI. CONCLUSION

This article proposed a new topology de ned as V/I-D for
EV wireless charging that supplies the same power with high
ef ciencytoboth 400- and 800-V batteries. The \V//1-D comprises
two sets of series-compensated coupled coils connected to a
dedicated H-bridge converter. The control was implemented at
the primary side by operating the two H-bridge inverters with
the same or opposite modulation. The secondary circuit was
composed of only passive devices. It was found that the V/I-D
system can be more advantageous in terms of computed power
transfer ef ciency (up to 1%) than the conventional one-to-one
coil series-compensated IPT system that uses a 99% ef cient
dc dc converter, which is operational when the battery voltage
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differs from the nominal. Furthermore, the dc dc converter adds
control complexity onboard the EV. The V/I-D system was also
found to be more ef cient (up to 10%) than the conventional
one-to-one coil series-compensated IPT system employing only
input voltage control. After that, the proposed V/I-D converter
was experimentally veri ed at 7.2 kW. Considering that the
battery voltage could be either 400 or 800 V, the peak dc-to-dc
ef ciency of 97.11% and 97.52% was measured, respectively.
In addition, by regulating the dc input voltage in the range that
a PFC recti er could provide, the functionality of the V/I-D
converter was proved under different misalignments. At 9-cm
lateral misalignment, the dc-to-dc ef ciency dropped to 95.89%
and 96.37% for the output voltage of 400 and 800 V, respectively.
Finally, the operation in which the axis connecting the geomet-
rical centers of the secondary coils is tilted with respect to one of
the primary coils was also proved. The mutual inductance differs
considerably between the two sets of coupled coils, resulting in
an uneven distribution of power losses within the primary and
secondary circuits. Nevertheless, the functionality of the V/I-D
converter was proved to be still valid.
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