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Summary

Effectively solving the Nurse Rostering Problem enhances nurse moral and leads to improved patient
care [16]. While the use of ejection chains has shown promise in previous studies, studying their impact
on real-life instances from two Dutch hospitals further deepens our understanding of their practical
utility.

This thesis begins by discussing the Nurse Rostering Problem (NRP) as presented in literature,
highlighting the lack of research conducted in real-life settings. We then describe the context of Dutch
hospitals by defining the relevant hard and soft constraints. Afterwards, a review of previous NRP
solutions is provided, covering various solvers and techniques, including ejection chains.

Ejection chains are an approach that combines multiple local search moves into a larger one, where
each move forces (ejects) the next move. These moves are executed consecutively, forming a chain. Two
recent ejection chain approaches were identified for further investigation, and a novel approach is also
proposed.

Afterwards, the concept of the three ejection chains is explained. The first ejection chain, InfeasibleEC, is
inspired by Kingston in [12], and explores regions of the search space that contain infeasible rosters. It
starts with a swap that introduces a single hard constraint violation, but results in lower roster penalty.
Then the ejection chain proceeds with a series of repairs, where each repair fixes the previous violation,
but may introduce a single new violation. Four different approaches to explore the search space were
implemented.

The second ejection chain described is EmulateEC by Curtois et al. [8]. This chain emulates human
schedule planners by performing a series of vertical swaps. Each swap improves the penalty for one
nurse but simultaneously increases the penalty for a different nurse. Thus, the next swap aims to
improve the nurse whose penalty was worsened in the previous step. This series of swaps is repeated
until a better roster is found.

The third ejection chain, RuinRecreateEC, repeatedly performs ruin and recreate operations in sequence.
The idea is that each ruin and recreate operation makes a relatively small change to the roster, and by
repeating the process multiple times, the final roster undergoes substantial diversification while still
retaining much of the structure of the original roster.

All three ejection chains underwent individual parameter tuning using a sequential greedy tuning
strategy to identify suitable parameter configurations based on two instances from the same hospital.

Once tuned, the chains were further tested by rerunning the chains on the initial instances as well as on
additional instances from a second hospital to assess their robustness. We analysed the breakdown of
the penalty based on the different soft constraints, and investigated the impact of the chains on finding
better rosters throughout the running time. We could not find improvements on specific soft constraints
penalties, nor on finding better rosters faster.

A significance test was conducted to determine whether the chains significantly reduce the penalty of
the final rosters. There was insulfficient evidence to conclude a statistically significant improvement.
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List of Symbols

The table below is based on the table created by Faasse in [9]. Due to the same problem description and to ensure this thesis is complete it is
added to this thesis as well.

Notation

3 A day

4 An employee
B A shift

Sets and Indices

Set of employees @42 )
Setofdays32 )

( Set of shift types (B2 () )
(! Set of shift types, with day o assignment >included ((' = ( [f >g)
Parameters

03_g  Coverage requirement on day 3 for shift type Bin number of employees
3-B Preferred coverage on day 3 for shift type Bin number of employees
1s Priority shift type indicator: 1 if shift type Bis a priority shift type, O otherwise
260n Contractual workload for employee 4in hours
27 Maximum workload for employee 4in hours: 27'% = 25°"| 10

B Duration of shift type Bin hours
6223 Day-on request indicator: 1 if employee 4 has requested to be assigned to a shift on day3, 0 otherwise
62_3 Day-o0 requestindicator: 1 if employee 4 has requested a day o onday 3, 0 otherwise
grlg_B Shift-on request indicator: 1 if employee 4 has requested to be assigned to shift type Bon day 3, 0 otherwise
?1—3—5 Shift-o request indicator: 1 if employee 4 has requested not to be assigned to shift type Bon day 3, 0 otherwise
9 Weight for the requests and preferred shift and day-o sequence lengths of employee 4

14— Valid shift indicator: 1 if employee 4 has the required skill to work shift type B 0 otherwise

<4_3_p Fixed assignment indicator: 1 if employee 4 has a xed assignment of shift type Bon day 3, O otherwise

=g_c 11 hrsrestindicator: 1 if there is at least 11 hrs rest between shift type Bon day 3-and shift type Conday 31 1
?s—c 8 hrsrestindicator: 1 if there is at least 8 hrs rest between shift type Bon day 3-and shift type Con day 31 1

@ Sunday indicator: 1 if day 3is a Sunday, O otherwise
A Maximum number of Sundays that employee 4 can work in this period
B Night shift indicator: 1 if shift type Bis a night shift, 0 otherwise
4 Maximum number of night shifts that employee 4 can work in this period

Decision Variables

G_3_g Working shift indicator: 1 if employee 4 works shift type Bstarting on day 3, 0 otherwise

Auxiliary Variables

H;_g  Coverage shortage of shifttype B2 ( onday 32 : Hy_g= max Oz_p I 2 G4_;1_—r§)

1 3_g  Preferred coverage shortage of shift type BZI'( onday 32 :l!s_gFmax 3p 4 G_359
Hs Total coverage shortageonday32 :H3= gy H31‘B
I3 Coverage shortage on day 3 minus one: | 3 = max i e 'Tb—B 1-0
Dy Worked overtime hours for employee 4 Di=max 3 m( G-z 20
Es_3 Daily rest exception indicator: 1 if the daily rest exception is used on day 3 for employee 4, O otherwise
F4_3  Worked Sunday indicator: 1 if employee 4works on day 3 which is a Sunday, 0 otherwise
o Preferred length of consecutive shifts of employee 4
% Preferred length of consecutive days o of employee 4
an List of lengths of all consecutive shifts that employee 4 works
2 List of lengths of all consecutive days o that employee 4has




Introduction

1.1. Why Nurse Scheduling

The nurse rostering problem (NRP) is a combinatorial optimization problem with noteworthy societal
application, particularly within healthcare management. As the survey by Ngoo et al. [16] highlights,
e ectively solving this problem enhances hospital e ciency and boosts nurse morale, leading to
improved patient care and overall experience. Although it is possible to create rosters manually,
generating high quality rosters is both di cult and time consuming. Furthermore, Burke et al. [4] point
out that this time-consuming act is usually performed by the chief nurse, whose main job is patient
care, highlighting the need for automation. Thus, a lot of research has been conducted on leveraging
computers to automate nurse rostering.

The importance of generating high-quality rosters becomes particularly apparent when considering the
healthcare workers situation in the Netherlands. According to data collected by Central Bureau voor de
Statistiek (CBS, Central Bureau for statistics) regarding healthcare workers in the Netherlands in 2021,
healthcare workers report higher job satisfaction compared to the general workforce, but they are less
satis ed with their working conditions [7]. Notably, satisfaction with possibility to determine your own
working hours is 7+7% lower for healthcare workers, compared to employees in all sectors. Furthermore,
495% of care employees consider their workload as much too high, while only 5746% believe they
in uence their schedule. Additionally, a projected shortage of 195 000healthcare employees by 2033
[11] further emphasizes the urgent need for better rostering solutions that take nurse preferences into
account.

1.2. Problem Statement

NRP is the problem of assigning shifts to nurses (or employees) over a scheduling period. Each shift
is de ned by a start and end time, specifying when the employee should work, and by the required
skills, that determine which employees can be assigned to this speci c shift. The resulting assignment is
referred to as arosteror a schedule. To befeasiblethe roster needs to follow a set of rules. Additionally,
the objective is to nd a roster that minimizes a penalty. The penalty is calculated based on having
su cient employees assigned for di erent shifts, the spread of overtime for di erent employees and

the preference requests made by the employees. A feasible roster (i.e. one that satis es all the rules) is
always better than an infeasible roster. Among feasible rosters, the one with lower penalty is considered
better. Due to the large search space (typically 50-150 employees, 3-10 shift types, 5-20 skill types and a
scheduling period of a month) for this problem, ORTEC decided to look for a good roster, rather than
guaranteeing an optimal roster. This is achieved by employing a heuristic solver and running it for a
predetermined duration, striving to nd as good roster as possible during that time. Chapter 2 de nes
the exact NRP researched in this thesis.

The current solver used to schedule nurses in Dutch hospitals is an evolutionary algorithm solver, but
this solver can be improved. Recently, a hospital approached ORTEC with a roster produced by the
solver, and showed that with 5 small changes, they found a roster that better follows the preferences of

1
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the nurses. Demonstrating the opportunity to nd better rosters by making multiple small changes
consecutively with some intelligence behind it, as well as the need to explore the search space better, by
escaping local minima.

In this thesis, solving this issue is explored by examining the impact of adding an ejection chain. An
ejection chairs a series of local moves that are combined into a larger move. A chain starts with a move
that forces (ejects) the algorithm into a series (a chain) of moves, each forcing the next move. The aim of
the ejection chain is to both nd a better roster than the one it started with, but also to escape from the
local search space region to another one that can be explored further.

1.3. ORTEC

This thesis is written in collaboration and under the supervision of ORTEC B.V. The company has many
di erent services, one of which is ORTEC Workforce Scheduler (OWS). This software is used to schedule
nurses in the Netherlands, as well as schedule employees of many di erent companies around the world.
ORTEC is working on creating a new solver for this service. This thesis will build on top of their new
solver and check if the addition of an ejection chain can result in better schedules.

1.4. Research Questions
The research question that this thesis will answer is:

How do ejection chains impact the quality of rosters produced by a commercial nurse scheduling
solver?

To address this question, multiple smaller research questions must be answered. First, it is essential to
de ne how ejection chains can be applied to NRP. In literature, two relevant ejection chains have been
identi ed. These two chains will be adapted to the NRP de ned by ORTEC. The papers that describe
them are discussed further in Section 3.3. Furthermore, a novel ejection chain was developed for this
research. Detailed descriptions of the three ejection chains are provided in Chapter 4. This leads to the
rst sub question:

RQ1: How do dierent types of ejection chains di er in their impact on solution quality
for nurse rostering?

To answer this question we analysed the e ect of the ejection chains on the solver in terms of the penalty
of the best roster found by the solver with and without ejection chain. Furthermore, we analysed the
breakdown of the penalty, looking into the impact of the di erent chains on the di erent components of
the penalty.

Although it is important to assess the impact of the ejection chains on the quality of the nal roster, it is
also essential to assess whether these e ects are robust and generalize across di erent nurse rostering
scenarios. This leads to the second research question:

RQ2: How robust is the impact of ejection chains across di erent nurse rostering instances?

To answer this question, the ejection chain was rst developed and tuned using data from two
departments within a single hospital. Afterwards, the ejection chain was evaluated on eight additional
instances that originated from three di erent departments in a di erent hospital. By testing across
multiple departments and hospitals, the study aims to determine if an improvement of the solver by an
ejection chain is consistent across di erent real-life settings.

The primary metric used to evaluate NRP solvers is the quality of the nal roster produced. On the
other hand, it is also crucial to determine the speed in which rosters with lower penalties are found.
Accordingly, this search will examine the relationship between the solver's running time and the penalty
of the best roster identi ed during the search process. Tracking how solution quality evolves over time
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provides insight into the e ciency and convergence properties of di erent ejection chains. This brings
us to the third research question:

RQ3: How do ejection chains in uence the progression of the solution quality as the solver runs?

By analysing the progression of the solution quality over time, this study aims to assess both the rate at
which solutions of varying penalties are discovered and the solver's ability to escape from suboptimal
regions of the search space.

1.5. Qutline

This thesis proceeds with review of NRP found in literature as well as in ORTEC in Chapter 2. Followed
by a description of methods used to solve NRP in Chapter 3. The implementation details of the three
di erent ejection chains are in Chapter 4. A detailed explanation of the parameter tuning is in Chapter 5.
Subsequently, the experiments and results will be presented in Chapter 6. The conclusion of the thesis
is in Chapter 7.



Nurse Rostering Problem

This chapter explains the NRP presented in literature, as well as the version solved commercially by
ORTEC. First, the de nitions and notations used throughout the thesis are provided in Section 2.1.
Subsequently, Section 2.2 describes the NRP commonly found in research. Afterwards, we focus on the
NRP version employed by ORTEC. The criteria for feasible roster are detailed in Section 2.3. Followed
by a description of the roster quality measures in Section 2.4.

2.1. De nitions and Notations

Before describing the problem, it is important to establish the de nitions and notations used throughout
this thesis. A key distinction is made between hard and soft constraints. Hard constraintsare essential
requirements that a solution (roster) must satisfy. A roster that violated one or more hard constraint
is considered infeasible. In this study, the hard constraints include the maximum workload of each
employee (de ned by their respective contract), the skill requirement for each shift, the labour regulations
from the Dutch Working Hours Act [1] and the collective labour agreement [14].

On the other hand, soft constraintddetermine the quality of feasible rosters. Violating a soft constraint
does not render a roster infeasible but it does add a penalty that reduces the solution's quality. Therefore,
among all feasible rosters, those with the lowest penalty are optimal solutions. The solver used in this
research does not guarantee an optimal solution, but rather aims to nd a roster of good quality, one
that is feasible and has a low penalty.

Solutions take the form of a roster. A rosteris created for a speci ¢ planning period, and speci es which
shifts (including days o ) are assigned to each nurse on ever day within that period.  Shiftsare de ned
by their start time, break time, end time and the skills required for assignment. Each nurse has a contract
that speci es the minimum and maximum number of hours that they are expected to work during the
scheduling period, as well as the skills they posses. Finally, for each shift type and each day within the
scheduling period, there is a coverage requirememthich speci es the number of nurses that should be
assigned to that shift on that day.

The following are additional characteristics of shifts:
Night shift - A shift with at least one hour of work assigned in between 00:00 - 06:00 AM.

Rest shift - These shifts are used to represent paid days o, such as sicknesses. They are used to count
towards total hours assigned for the hard constraint: maximum workload, but not used for any other
constraint.

Sunday shift - A shift that starts on a Sunday, or on a Saturday and ends on the Sunday.

Consecutive shifts -  Shifts assigned to the same nurse that are consecutive in the schedule, and there is
32 hours between the end time of the rst shift and the start time of the second shift.
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NRP is de ned formally in Theorem 1.

Theorem 1 (Nurse Rostering Problem Formulation) . Let be the set of employeesthe set of days, ar(d‘
the set of shifts. De ne the assignment variables

- =fG_3.p42 -32 -B2('g-

where
1 if employeetis assigned to shifBon day3—

G-a-8 0 otherwise

LetC be the set ofiard constraints on assignments, an@g be the set o$oft constraints.
The Nurse Rostering Problem is to nd an assignmensuch that:

1. All hard constraints inC are satis ed,
- j: C -

2. The objective function )
5-°0= Fz )2t
2Cg

where each »'- ° measures the violation of soft constratyandF » = 1 is its weight, is minimized.

Thus, the problem is:
min 5- © subjectto - FC - G_3_g2 f0O-1ge

2.2. Nurse Rostering Problem Variants

The nurse rostering problem was rst presented by Warner [24] and Miller et al. [13], which inspired
substantial research. These papers explored mathematical programming to create optimal rosters, while
respecting di erent constraints, such as minimum number of nurses per shift.

The nurse rostering problem is a combinatorial optimization problem, where shifts are needed to be
assigned to nurses over a scheduling period. The feasible solution space are all assignments that adhere
to the hard constraints, while the optimal solutions are the ones within this space that minimizes the
penalty. Burke [3] provided a clear description of the problem: given a set of nurses and shift, the shifts
need to be assigned to the nurses in a way that adheres to some hard constraints (to ensure a feasible
solution) and minimizes a penalty (the objective function). The objective function incorporates various
soft constraints that are preferred not to be violated. Often there are di erent types of nurses and
shifts. For nurses, these include di erent contracts (specifying di erent working hours) and skills that
determine which shifts they can cover. Shifts di er in terms of di erent start time, end time and skills
they require. The aim is to optimize many di erent objectives, such as adhering to legal requirements,
accommodating nurse preferences, complying to hospital regulations, and more [17].

The survey by Ngoo et al. [16] notes that common hard constraints typically include shift coverage
(ensuring that every shiftis sta ed by a nurse), and skill requirementgensuring nurses posses the required
skills for their assigned shifts). The study also categorizes common soft constraints into three types:
series, successive series and countersSeries constrainteestrict the number of consecutive occurrences,
such as days o . Successive series constraifitsit occurrences of series that immediately follow each
other, for example, a series of days worked, that is immediately followed by a series of days o . Lastly,
counters constraintimit cumulative quantities over speci ¢ time period, such as setting a maximum
number of working hours a nurse can have within a month.

On the other hand, the NRP considered in this thesis follows the constraints used in the commercial
solver from ORTEC B.V.. In this solver, coverage requirement is a soft constraint. The hard constraints
mainly focus on legal rules for nurses in the Netherlands, ensuring the nurse has appropriate skills for
their assigned shifts, and nurses do not exceed their maximum workload. The soft constraints address
factors such as individual nurse preferences, distribution of unassigned shifts across days, spread of
overtime hours between nurses and coverage requirements.
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The di erences between NRP formulation in this thesis and those found in literature become evident
when inspecting the common datasets. Ngoo et al. [16] identi ed the three most common benchmark
datasets as INRC-I [10], INRC-II [5] and Shift Scheduling [22]. The hard and soft constraints of these
three datasets, along with those used in this thesis are summarized in Table 2.1. The main di erence is
that shift coverage is a hard constraint in most commonly used literature datasets, whereas it is a soft
constraint in the ORTEC NRP. Additionally, in ORTEC NRP, focus on ensuring the roster adheres to the
legal working requirements for nurses in the Netherlands.

Table 2.1: Comparison of constraints across di erent NRP formulations. H means that the constraint is a hard constraint in this
formulation, S means the constraint is a soft constraint in this formulation, N/A stands for not applicable and it means it is not a
constraint in this formulation.

. - Shift
Constraint Description INRC-I INRC-II Scheduling ORTEC NRP
Skill requirement H H N/A H
Shift coverage H H H S
One shift per day H H H H
Maximum number of assignments per nurse S S N/A N/A
Minimum number of assignments per nurse S S N/A N/A
Maximum number of consecutive working days S S H N/A
Minimum number of consecutive working days S S H N/A
Maximum number of consecutive days o S S N/A N/A
Minimum number of consecutive days o S S H N/A
Maximum number of consecutive working weekends S N/A N/A N/A
Required complete weekends S S N/A N/A
Identical shift types during the weekend S N/A N/A N/A
Minimum days o after night shift S N/A N/A N/A
Day on requests S N/A S S
Day o requests S S S S
Shift on request S N/A N/A S
Shift o request S S N/A S
Unwanted patterns S H H H
Coverage preference N/A S S S
Maximum number of weekends N/A S H H
Maximum number of speci ¢ shift per nurse N/A N/A H N/A
Minimum working hours N/A N/A H N/A
Maximum working hours N/A N/A H H
Required days o N/A N/A H H
Coverage surplus N/A N/A S H
Maximum number of Sundays N/A N/A N/A H
Maximum number of night shifts N/A N/A N/A H
Weekly rest N/A N/A N/A H
Rest after consecutive night shifts N/A N/A N/A H
Maximum consecutive assignment if includes one night shift ~ N/A N/A N/A H
Fixed assignment N/A N/A N/A H
Consecutive days on N/A N/A N/A S
Consecutive days o N/A N/A N/A S
Uncovered shift spread N/A N/A N/A S
Overtime hours spread N/A N/A N/A S

2.3. Hard Constraints

The hard constraints described in this section, refer to

in Theorem 1. As mentioned previously, the

hard constraints ensure that the rules set out in Dutch Working Hours Act, the regulations from the
collective labour agreement, contractual working hours, and skill requirements for shift assignments
are all satis ed. Although the Dutch Working Hours Act contains additional rules, ORTEC determined
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that by enforcing the following hard constraints, and by de ning breaks and shift lengths in accordance
to legal standards, all the regulations are guaranteed to be followed.

The constraints relating to the Dutch Working Hours Act are the following:

Maximum number of Sundays per 52 weeks: Within any 52 weeks period, each employee must have at
least 13 Sundays o . This is veri ed by checking how many Sunday shifts can be assigned for each
employee by end of each week in the scheduling period, creating a personalized constraint for that week.

Maximum number of night shifts per 16 weeks:  All employees can work at most 36 night shifts within
any 16 week period. This is veri ed by checking how many night shifts each employee is allowed to do
by the end of each week in the scheduling period, creating a personalized constraint for that week.

Daily rest: Between any two shifts, all employees need to have su cient rest. This means that within 24
hours of starting a shift, an employee should receive at least 11 hours of consecutive rest. There is an
exception, that every employee is allowed to have a rest of at least 8 hours, but only once every 7 days.

Weekly rest: This constraint ensures that each employee has a longer break on a (bi)weekly basis. Every
employee needs to have one of the followings for each shift they are assigned:

At least 36 hours of consecutive rest within 7 24 hours from the start time of this shift.

At least 72 hours of consecutive rest within 14 24 hours from the start time of this shift.

Two blocks of at least 32 hours of consecutive rest, summing up to at least 72 hours in total in these
two blocks, within 14 24 hours from the start of any shift.

Rest after consecutive night shifts:  After a series of at least 3 consecutive night shifts by an employee,
the employee should have a rest of at least 46 hours after the end time of the last night shift.

Maximum series length if series includes at least one night shift: Employee can work at most a series
of 7 consecutive shifts if at least one of the shifts is a night shift.

Except the hard constraints from labour rules, there are 5 additional hard constraints:

Min weekends o: Each employee needs to have a minimum of 22 weekends o per 52 weeks. A
weekend o is translated to having at least 56 hours o in a row between Friday 4 PM and Monday 8
AM. This constraint is based on the collective labour agreement.

Required skills: Each employee posses a certain set of skills, and each shift requires a set of skills to be
performed. An employee can only be assigned to a shift if they have all the skills required for the shift.

Maximum workload: Each employee has an individual contract specifying their contractual working
hours per period, typically de ned annually. For scheduling purposes, this is converted to a monthly
working hours limit. To allow for exibility, the monthly working hours limit is set to the calculated
monthly workload + 10. As a result, it is possible for employees to work some over time. The hard
constraint is that no employee may be assigned more than this bu ered workload limit.

Fixed assignments: In each roster, there can be a xed assigned shifts and days o . These cannot be
altered. Furthermore, if an employee has a xed day o onday 3, they cannot be assigned a night shift
onday 3 1.

Over assigning shifts: Each shift has a required and maximum number of employees that can be
assigned per day in the scheduling period. It is a hard constraint that no more than the maximum
number of employees are assigned to any shift.

2.4. Soft Constraints

The quality of a feasible roster is evaluated by the penalty, which is made from the soft constraints. They
referto gin Theorem 1. The penalty is calculated as the sum of all the soft constraints, with a weight
of 1. ThismeansF,in Theorem 1is 1822 g These penalties are summarized in Table 2.3.

The soft constraints in this NRP are:

Shift coverage: This constraint is essential to meet the work demand, as it penalized any required
shift that is not su ciently covered. Each shift type is classi ed as either a regular or priority shift,
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altering the penalty weight for uncovered shift. A regular shift that is not covered has a penalty of
90, while a priority shift has a penalty of 490. For each shift type s and day d, there is a coverage
requirement which is dqnoted as 03_g The coverage shortage (:_g for each day and shift is calculated
as: H_g= <0G 0-Q_g 5 G-z %Bwhere G_z_indicated whether employee 4is assigned to shift Bon
day 3. This formulation ensures that there is no reward or penalty for scheduling extra employees. The
binary input parameter jgis uged to denote if shift s is a priority shift. This means the overall coverage
penalty is calculated as: 3, ¢ Hi-3-g*901 400 ¢°

Coverage preference: This constraint provides schedule planners with the exibility to di erentiate
between the minimum and preferred number of employees needed per shift. The previously described
shift coverage constraint ensures that the minimum requirement is met, while the coverage preference
addresses the optimal sta ng level. For every preferred but uncovered shift, a penalty of 10 is applied.
This preferred coverage for each day 3 aqd shift Bis denoted as 3_g The coverage preference shortage
(! 3{@ is cglculated as! 3= <0G0- 33 g G_3% The total coverage preference penalty is calculated
as: gz (! 4-3-60. Therefore, when both the shift coverage and coverage preference are considered,
the total penalty for a required shift that is not assigned is 100, and an unassigned priority shift is 500.

Shift coverage spread: This soft constraint aims to distribute the coverage shortages more evenly across
the scheduling period, preventing substantial understa ng on any particular day. Let  Hs denote the
total coverage shortage on day 3, i.e., the sum of coverage shortagesH;_gof all shift types B2 (. Since
a single shortage on a day (Hs = 1) cannot be spread, there is no penalty in this case. For additional
shortages, the penalty is increased by an increase of a 100 for each additional shortage. This is made
clearer with the following example. If H; = 1, the penalty is 0. If Hs = 2, the penalty is 100. If H = 3, the
penalty is 1f)0'|' 2p0= 300, If H; = 4the penalty is 1001 2001 300= 600, and so on. The formula for this
penalty is: 3, :bzz 100<  1°

Overtime hours spread: This soft constraint encourages the distribution of overtime hours among
di erent employees, rather than concentrating all the hours on a few employees. The penalty is
proportional to the quadratic of employee's overtime hours, so assigning x overtime hours to one
employee will have a greater penalty than distributing those hours among multiple employees. Each
shift B2 ( has an input parameter 5 denoting the duration of the shift. Furthermore, each employee e 2
E has a conqractugl working hours 27>~ This means that the overtime of employee e 2 E is given by
Dy = <0G0- o s G-3% 2‘21”’. We do not wpnt to reward negative overtime, thus we ensure
that Dy is at least a 0. The overtime spread penalty is: 4, D%.

Employee preferences: The remaining soft constraints relate to the individual preferences of the
employee. These preferences can include requests for speci ¢ days or shifts on/o , preferred shift
sequence lengths, and preferred day-o sequence lengths. The penalty weights of these preferences
depend on both the employee's contractual hours and the total number of requests the employee has
made. Employee with higher contractual hours and fewer requests will have higher weights for each
request. Speci cally, the weight of each request of employee 42 is denoted as 9, and is calculated by
dividing the total weight assigned to that employee by the number of requests they make. The total
weight for employees with di erent contractual hours are summarized in Table 2.2.

Table 2.2: This shows the total weight of preference requests of an employee by the number of contractual working hours of the
employee. This table was created by Faasse [9].

Contractual Working Hours per Week () Total Weight

32 100

327 24 80
247 16 60
167 40

The de nitions of the di erent preference soft constraints are:
Day-on/o requests: Employees have the option to request speci ¢ days to work, or specic
days o. Each request has an associated weight of 9, as previously discussed, resulting in a

penalty of 9 if the request was not accommodated. Let the notations 6~ and 62_535represent the
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Irespeictive day on and day o requests by employee 4on day 3. The penalty is then calculated as:
— 5

2 2 ' 'Gss 6::3| 'l G3> 6:_36

Shift-on/o requests: Similar to Day-on/o requests, employees can request to be assigned a

speci ¢ shift on a speci ¢ day, or to not be assigned to a speci ¢ shift on a speci c day. These

requests are denoted as .- gnd - 3 Eespectlvely The penalty for not ful lling these requests is

i 55,
calculatedas 2 2 29 lqssjgg 1 G3% ;3%

Shift sequence length requests: Employees may request a preferred shift sequence length,
indicating how many consecutive shifts they wish to work before having a longer break. The
precise de nition of a shift sequence can be found in Section 2.1. Let 3" representthe list of lengths

of consecutive shift sequences that employee4 has, an represent the requested consecutive
§equence Iength The penalty for not ful lling shift sequence length requests is calculated as:
ono2
42 gn 9 ! 4

Day-o sequence Iength requests: Similar to shift sequence length requests, employees can also
request a preferred length for consecutive days o . The length of a days o sequence is determined
by the number of hours between two consecutive shifts, divided by 24, and rounded to the nearest
integer. Sequences are only counted if the interval is at least 32 hours. Let § represent the list of
lengths of consecutive days o sequences that employee 4has, and 3 represent the requested
length of consecutr\{e dayso. The penalty for not ful lling day-o sequence length requests is
calculatedas: 5 54 9 * 9 o2

Joker Requests: These are very similar to the xed assignment hard constraint, but instead are
modelled as a soft constraint, with a penalty of 10 000 000 00Gf not satis ed. * Let the notations

Zfaand 4 3 represent the respective day on and day o joker requests by employee 4on day 3.
Additionally, let 4:3_§nd Zga_gepresent the shift on and shift o joker requests. The penalty is

I I - |
calculated as: 110000000000 4, 3  @(‘Gi3-8 , Al 1l G3® L L o s Goas

i IR

The summary of the soft constraints is found in Table 2.3.

Table 2.3: Soft constraint penalty calculations, as described in Section 2.4. The used notation is clari ed in Nomenclature section.
This table is based on a table created by Faasse in [9].

] Penalty
Soft constraint A 8 ]
Shift coverage H;_g90! 4001g°
B 8
Coverage preferrence ! 4_3_g10
32 B(
O O
Shift coverage spread 100< 1°
& <=2
Overtime hours spread D?;
o >55
Day-on/o requests 9% G_3 64‘311 1 G_3%,,
B8 8B O e
Shift-on/o requests %1 G3%B, kG 38 58
_ 2 32f Bo(
Preferred shift sequence length (@2 [ 27 9 tpg Q2
Preferred day-o sequence length 2 29 9 1s 3 02
Joker Requests 110 000 000 000 2 l 32 l 2('&-3-8 2535I3 1 G338 ng_.l.a
| I >5
2 2 G Tl Gad 2P

1The joker requests are xed assignment hard constraints, modelled as a soft constraint by ORTEC for the sake of simplicity in
instance generation.



Nurse Rostering Problem Solving

This chapter reviews previous research on solving the NRP, and introduces the simulated annealing
solver used as the starting point for this thesis. Section 3.1 describes di erent algorithms applied to
NRP in literature. Section 3.2 outlines other similar NRP solving techniques. Afterwards, Section 3.3
discusses the application of ejection chains for NRP. Lastly, Section 3.4 describes the current simulated
annealing solver that serves as the basis for this research.

3.1. NRP Solvers

Many di erent approaches have been researched to solve the NRP. The survey by Ngoo et al. [16]
provides a comprehensive summary of these methods. Since NRP is NP-Hard, some solvers optto nd
a high-quality solution within a reasonable time frame, while others aim to nd the optimal solutions
but may not complete in practical running time for larger instances.

One solution methodology is Variable Neighbourhood Search (VNS), which aims to nd a good solution
within a limited time frame. The solver explores di erent local search moves and applies those that
improve the roster. If no improvement is found after a certain number of iterations, the solver performs

a perturbation move to diversify the solution. An example of such a solver is proposed by Zheng et al.
[25]. The method begins with a random roster and iteratively improves it by applying two di erent
local search moves. The rstis a vertical swapwhich exchanges shifts on selected days between two
nurses. The second is a specialized vertical swap that only considers days where one of the nurses has a
day o . If no improvement is made for some iterations, the solver applies a perturbation move, which
selects a random day and a group of nurses, then performs a cyclic swap of shifts among those nurses
on that day.

Another approach to solving the NRP, is through a mathematical optimisation that nds one of the
optimal rosters. However, due to the large search space, this method is often not possible on larger
instances. For example, Mischek et al. [15] proposed a solution using Integer Programming to nd
an optimal weekly roster on the INRC-II dataset, without considering the previous weeks. As the soft
constraints in INRC-II are a ected by previous weeks, the resulting rosters had a large penalty.

Substantial research has also focused on combining mathematical optimisation with metaheuristics. An
example is the method proposed by Turhan et al. [23], which combined mixed integer programming
(MIP) with simulated annealing. The process starts with a x-and-relax algorithm, where some shifts are
xed and the rest are assigned using MIP. This solution is passed to the simulated annealing algorithm
as the initial solution. The simulated annealing algorithm uses local search moves to improve the roster.
When the algorithm fails to improve the roster for numerous iterations, it utilizes a x-and-optimize
algorithm to diversify the search, often also nding a better solution.

10
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3.2. NRP Solver Techniques in Literature

As explained in [19], the main bene t of ejection chains is their ability to generate more complex
neighbourhoods from simpler ones, which has shown promise in solving complicated combinatorial
methods. This method both diversi es and intensi es the search process. This section will discuss ruin
and recreate, and tabu lists, which are both methods that were explored in this thesis. Both methods are
employed to improve the diversi cation in the search.

3.2.1. Ruin and Recreate

Ruin an recreate has been applied to solve NRP in various studies. The idea is to diversify the search by
escaping local minima and changing the roster in ways that local search moves alone cannot (similar to
ejection chains). The process starts with the ruin step, where di erent shifts are unassigned. This is
followed by the recreate step, where shifts are being assigned [17].

The ruin recreate utilized by Rahimian et al. [17] is used to both intensify and to diversify the search.
They introduced a cell penalty to identify parts of the roster that can be improved, it is calculated from
determining the penalty contribution attributed to each shift assignment. During the ruin step, shifts
with higher cell penalty weights are unassigned. This resulting roster is then passed as the initial roster
to an integer programming solver (IP). Because the IP solver runs for a pre-determined time, it may
not nd the optimal assignments for the given roster. Thus, the ruin and recreate method does not
guarantee intensi cation (it might not have an improved solution) and in those cases it only diversi es
the search. An interesting aspect of their approach, is the use of hard constraint relaxation, which allows
the ruin and recreate to violate some hard constraints, but these violations are given very high penalties
to direct the solver towards feasible solutions.

The paper by Stalevik et al. [21] employs ruin and recreate to escape local minima by diversifying the
solution. Their solver begins with a constraint programming approach to nd an initial feasible roster.
Afterwards, it applied VNS to improve the solution, where the ruin and recreate method is used to
escape local minima. During the ruin step, all shifts assigned to a selected set of nurses are unassigned.
The recreate step reruns the CP solver, but it is restricted to assign shifts only to nurses unassigned in
the ruin phase.

The research by Reid et al. [20] uses ruin and recreate on an NRP that is similar to the one solved in this
thesis, with the hard constraints mainly focusing on labour laws (in their case, the British labour laws).
Furthermore the coverage requirement in their formulation is also a soft constraint. The ruin step of
their solver, considers all shift assignments, and unassign them with some probability. This is followed
with the recreate step, where all employees that can work more shifts are being assigned a random shift
on a random day, if such as assignment has a tness above some threshold. In both the ruin and the
recreate steps, the threshold to unassign and reassign shifts decrease throughout the solver runtime.

3.2.2. Tabu Lists

Another common technique to diversify the search in NRP solvers is the use of tabu lists. Tabu lists
have been used in multiple studies, such as [6, 2, 18]. Bester et al. [2] implemented tabu search by
maintaining a list of their recent moves, to prevent reversing recent moves. An exception was made for
moves is in the tabu list that result in a new best found roster. In their work, the tabu list was used in
combination with ejection chains, demonstrating that these approaches can be integrated. Ramli et al.
[18] used a di erent tabu list strategy, as they opted to maintain a tabu list of entire rosters, preventing
the search from revisiting to the same roster too frequently.

3.3. NRP Ejection Chains

The technique we will research is ejection chain. This technique combines multiple local search moves
to create a larger move. This combination is achieved by applying one move that changes the solution.
This change forces (ejects) another move to be applied, repeating in a sequence (chain). We are focusing
on this technique, because one of the solutions generated by the ORTEC solver was improved by a
human schedule planner in a Dutch hospital by manually applying an ejection chain. Our goal is to
automate this process.

From the literature, four distinct ejection chain approaches for the NRP were identi ed. The rst
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approach was introduced by Dowsland [6]. However, the NRP addressed by Downsland is substantially

di erent from the problem tackled in this thesis. As Downsland's NRP focuses on creating cyclic
schedule, which are schedules that repeat on a weekly basis. The advantages of such schedules include
having a balanced coverage, nurses having predictable schedule and new rosters do not need to be
generated as often, as noted by Bester et al. [2]. On the other hand, cycles schedules lack exibility,
which are required in situations such as a nurse going on holiday [2].

The ejection chain proposed in the paper by Dowsland [6], begins by assigning an under-covered shift
to a nurse. Afterwards, a di erent nurse receives the entire shift plan of the rst nurse, this repeats in a
chain. For example, consider nurses A, B and C, the chain starts by assigning a new shift to Nurse A,
then nurse B takes over the entire-previous shift plan of nurse A. Afterwards, nurse C takes the full shift
plan of nurse B, and so forth. The chain ends successfully if the penalty after these swaps is lower than
before the chain started.

The next ejection chain applied to the NRP was proposed by Bester et al. [2], and is called the stepping
stone ejection chain. The chain is a closed sequence of alternating horizontal and vertical swaps. A
horizontal swapexchanges shift assignments between two di erent days for the same nurse, while a
vertical swapswitches the shift assignments between two nurses on the same day. The chain begins with
a horizontal swap between two shifts (A and B), where shift A is a day-o shift, while shift B is not.
This is followed by a vertical swap between shift B and a third shift, shift C - a shift on the same day
as shift B but is assigned to a di erent nurse. Next, a horizontal shift involving shift C is performed.
This process repeats until the original column is involved in a horizontal swap, closing the sequence. In
other words, all shifts involved in the chain undergo an anti clockwise rotation. They demonstrated that
their chain outperformed horizontal and vertical swaps.

Burke et al. introduced a novel ejection chain in their paper [4], designed to mimic how human schedule
planners create rosters. The chain starts by improving some Nurse As penalty at the expense of some
Nurse B, though a vertical swap between nurses A and B. The next step is to improve nurse B's penalty,
since it was just worsened. This is done by doing a vertical swap between nurse B and some other nurse,
C, such that nurse B's penalty improves at the expense of nurse C. This repeats until the roster's penalty
is lower than the best roster found so far. If the maximum chain depth or time limit is reached without
improvement, all swaps are reversed. At each step of the chain, all possible vertical swaps are evaluated,
and the swap that produces the best roster is applied. Additionally, each swap in the chain must satisfy
the condition that the penalty after the swap, excluding the penalty increase from nurse C (the nurse
who's penalty worsened) is lower than the best roster penalty found so far.

The most recent ejection chain approach is introduced by Kingston in [12]. This method explores
the region of the search space containing a single defect, which is a single hard constraint violation.
The chain begins with a local search move that reduces the penalty but the associated roster has one
defect. The chain then proceeds as a sequence of repair moves, where each repair removes the current
defect ( xes the violation), but may introduce a new one. The chain terminates successfully when a
repair eliminates the defect without introducing a new one, and resulting in a roster that has a lower
penalty than the best penalty found so far. Importantly, any repair that introduces multiple defects is
disregarded. In e ect, the chain is a path through a graph where nodes represent rosters and edges
correspond to repair moves. Since each node can have multiple outgoing edges, if one repair does
not lead to a successful chain, the next repair is tried. To prevent exhaustive search, each chain has a
maximum allocated time. Furthermore, a tabu list of rosters is maintained to avoid cycles within the
chain.

Although substantial research has been conducted on ejection chains in the NRP, several gaps and
limitations remain:

One limitation relates to the datasets used for evaluation. Both recent ejection chain studies [12, 4]
were tested on the Shift Scheduling dataset. As shown in Table 2.1, this instance di ers from the
real-life instances explored in this thesis.

" The two most recent ejection chain papers [12, 4] also lack an in-depth analysis beyond the nal
penalty. Since the ejection chain made up the core of their solvers, these studies do not investigate
its role as an additional move within a broader solver framework. Furthermore, there is a need to
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investigate the e ect of the chains on the penalty breakdown of the nal roster, to determine if
they are particularly e ective at improving speci c soft constraints.

Lastly, limited research has been conducted on how di erent parameters impact the e ectiveness
of the chains. For example, there is a lack of research about the impact of maximum chain depth
on performance. Although some prior work, such as [4], discusses the e ects of certain parameters,
such as the maximum time allocated to each chain, the overall understanding is inadequate.

It is worth noting that while Bester et al. [2] investigated the impact of ejection chain compared to other
local moves and examined di erent parameter con gurations, this was done using an earlier ejection
chain variant, which will not be considered in this research.

3.4. ORTEC Solver

ORTEC has developed multiple nurse scheduling solvers. Recently, the simulated annealing (SA) solver
created by Faasse [9] has demonstrated a lot of promise in his thesis. As a result, in this thesis we
implemented ejection chains that extend that solver. The descriptions of the chains are in Chapter 4.
This section will describe the SA solver in detail. The solver begins with the construction of an initial
roster, which is described in Section 3.4.1. Afterwards, the roster is improved by applying various local
search moves, described in Section 3.4.2. These moves are used within the broader simulated annealing
algorithm, which will be explained in Section 3.4.3.

3.4.1. Construction Method

Before running the simulated annealing algorithm, a construction method is used to greedily assign
shifts to employees. It begins by sorting all shifts required to meet the coverage requirement. The exact
sorting criteria, determined by extensive testing by Faasse, can be found in [9]. Afterwards, for each
shift, all employees with the required skills are sorted (according to a criteria also described in [9]). The
algorithm then iterates through the list of eligible employees for each shift, greedily assigning the shift,
as long as the employee is available (they do not have a shift on that day), and assigning the shift does
not violate any hard constraint. Otherwise, the algorithm considers the next employee in the list. This
process is repeated for all shifts.

3.4.2. Neighbourhood Structures
Neighbourhood structureare the set of local search operations that the solver uses to move from one
roster to another. The neighbourhood operations are the followings:

Vertical Swap ( +¢g): The vertical swap is performed on two di erent nurses, e.g. A and B, by
exchanging their shifts within a consecutive block of x days. After the swap, nurse A is assigned
all the shifts that nurse B originally had during these x days, and vice versa.

Horizontal Swap (@) The horizontal swap involves exchanging two blocks of x consecutive
shifts within the schedule of the same nurse. Speci cally, two non-overlapping blocks of equal
length but occurring in di erent periods are selected and their shifts are switched.

Change ( @): These operations assign a speci c shift to a nurse for x consecutive days. If the nurse
already has a shift assigned on one of those days, that previous shift is unassigned.

Coverage-focused (UC): There are three di erent coverage focused operations. These operations
aim to improve the coverage, which is the most important soft constraint. The operations are the
following:

UC1: Assigning an under-covered shift to a nurse, who currently has a day o on the specic
day.

UC2: Assigning an under-covered shift to a nurse who currently has a day o on the specic
day, while also unassigning a shift from a di erent day, to help avoid the maximum workload
hard constraint.

UC3: Assigning an under-covered shift to a nurse, who already has a di erent shift currently
assigned on that day.

To reduce the search space, there are multiple cases where a move is not considered. These include:
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No change: A move is not considered if it does not change the roster.

Violation: A move is not attempted if applying it will cause a hard constraint violation in the
roster.

Non-required shift: A change or swap is not considered if it involves assigning a shift on a day
when that shift is not required.

Equivalent operation: A move is not considered if it is equivalent to another move of a smaller
block size. For swaps, this means the rst or last shift in the block are the same in both blocks. For
a change, this means that the rst or last shift in the block is the same as the shift being assigned.

3.4.3. Simulated Annealing

The solver employs a simulated annealing algorithm. At each iteration, a random neighbour of the
current roster is generated by applying a randomly selected move. If the resulting roster is feasible
with a lower penalty, it is accepted and the solver continues from this roster. Otherwise, if the new
roster is feasible but does not improve the penalty, it may still be accepted with a certain probability.
This probability decreases as the penalty increase grows. Furthermore, in the beginning of the search
operations that increase the penalty are more likely to be accepted, compared to the end of the search.
Speci cally, the probability of accepting a move is calculated as: % °= 47 Suchthat isthe increase

in penalty and T is the temperature. The temperature T decreases over time, making it more likely to
accept worse solutions at the start of the search and less likely as the search continues.



Approach

This section describes the three di erent ejection chains researched. This rst ejection chain mainly
focuses on exploring the infeasible search space by trying to nd a better roster, through having infeasible
rosters as intermediate steps. It was mainly inspired by the paper by Kingston [12]. The implementation
details describing the chain are in Section 4.1. Afterwards, the second ejection chain implementation is
described, which is inspired by the chain by Curtois et al. [4]. It focuses on emulating the way schedule
planners operate. The implementation of it is explained in Section 4.2. The third ejection chain is a chain
of ruin and recreate, exploring the combination of the concepts - ruin and recreate and ejection chains.
Itis discussed in Section 4.3. Henceforth, the rst ejection chain discussed is called InfeasibleEC , the
second chain is referred to asEmulateEC , while the third ejection chain is named RuinRecreateEC .

4.1. InfeasibleEC

The aim of InfeasibleEC is to leave the current local minima, while also nding better rosters. This is
done by allowing infeasible rosters as intermediate steps. The chain starts after applying a swap that
improves the penalty of the roster, but also causes a single defecta single hard constraint violation).
This new roster is considered interesting, due to its lower penalty, and the potential to x the defect
while maintaining the lower penalty. A sequence of repairs is used to x the roster, while maintaining a
lower penalty. A repair is de ned as a swap which removes (or helps remove) a defect, but potentially
introduces a new defect. This means that when applying a repair, the resulting roster could have a
new defect. In that case, another repair needs to be applied to x the new defect. More information
about these repairs can be found in Section 4.1.1. In order to start an ejection chain, or for a repair to be
accepted, the resulting roster needs to follow the below criteria:

?resulting_roster 5 ?pre—ejection_roster ( 4 1)
Stresulting_roster® 1 '

where the pre-ejection rosteis the roster before the start of the ejection chain and 54 is the number
of defects that are present in roster A If 5122DAA4=£>BCY#= 0, then the ejection chain is nished
and results in a successful ejection chain as the ejection chain found a better roster than the original
roster (lower penalty, while maintaining feasibility). On the other hand, if the number of defects equals

1, then the ejection chain will continue by trying to repair its infeasibility. A useful way to visualize
these ejection chains, is to consider them as a path in a graph, where each roster is a node, and an
edge between nodes | and Il signi es the existence of a repair that turns roster | into roster Il. The
ejection chain starts from a node that is a feasible roster, and nds a path through nodes (that represent
infeasible rosters) until it nds a roster that is feasible and with a better penalty than the original roster.
Each of these intermediate nodes must have better penalty than the pre-ejection roster.

15
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4.1.1. Repair Generators

Repair generators take as input the defect in the roster and return di erent swaps that might solve it.
Each hard constraint needs to have its own generator. The repair can be part of di erent neighbourhoods,
can have di erent block lengths and di erent methodologies. Di erent methodologies means xing the
violation in a di erent way. To make the idea of repair methodology more clear, consider an example
for the hard constraint “rest after consecutive night shifts'. It is possible to x such a violation by using
the following vertical swap repairs:

Having a vertical swap that reduces the number of consecutive night shifts to a value lower than 3.

Having a vertical swap that combines the current block of night shifts with the next block of night
shifts, resulting in one large block of night shifts that has su cient rest afterward.

Having a vertical swap that increases the rest after the consecutive night shifts.

These methodologies in the respective order can be found in Figure 4.1. The repairs shown are all
vertical swaps of block length 1. It is important to note that these examples are valid repairs, although
they can cause a new defect. E.g. the third example results in a daily rest violation for employee 4.

Figure 4.1: An example of three di erent repair methodologies for a violation of the hard constraint, rest after consecutive night
shifts. First repair is an example of decreasing the number of night shifts to be lower than 3. The second repair is an example of
combining two di erent night shift blocks. Lastly, the third repair example shows increasing the rest time. N stands for night
shift, E for early shift, and L for late shift.

Due to the large amount of possibilities in designing repairs for each hard constraint, we opted to use
data insights for deciding which repairs to check. We used information from previous research and
preliminary experimentations to make these decisions.

The main repair consist of a vertical swap, because it is the most common swap in literature [4] and
the one that shift planners opt to use to nd better rosters manually [4]. Moreover, these swaps are
intuitively better than the other swap types. With respect to horizontal swaps, they keep the shifts that
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are harder to assign (e.g. Sunday shifts), rather than move them to a di erent day. Secondly, in the case
where all shifts are assigned, a horizontal swap will never be successful, as the solver does not allow
oversta ng. For the same reason, vertical swaps are also better than change operators that assign a new
shift. On the other hand, change operators that unassign shifts, make the roster worse by reducing shift
coverage, so it is better to avoid these swpas as well. Lastly, the coverage focused swaps, which are
mainly aimed to make a feasible roster better, will only repair an infeasible roster on very rare occasions.
Due to these reasons, we decided to solely use vertical swaps as repairs.

During preliminary experiments, we attempted to use vertical swaps of greater length, as well as
horizontal swaps. Both were not e ective in xing the defect, without making the roster have multiple
defects. Due to the above reasons, it was decided to only focus on vertical swaps of length one for the
repair generator.

We also decided not to attempt repairing the hard constraints: xed assignment constraint, the required
skill constraint, and over assigned shift constraint. These were excluded as they do not help as
intermediary step. In the case of a violation of the required skills, the shift that was recently assigned
(which the employee is not quali ed to do), will need to be unassigned, and thus having it as an
intermediately step is not bene cial. The same is true in the case where a xed shift is being unassigned.
As this shift will need to be reassigned to the same person in later steps.

After gaining insights into the problem, analysing initial results of the preliminary experiments and
looking into previous research, we came up with 8 di erent repair generators for 8 di erent hard
constraints. These generators test multiple vertical swaps of block-length 1. The swaps that cannot repair
the defect are deleted from the list. The remaining items are repairs: they might x the defect or result in

a roster that is closerto being feasible. For example, in the case of a hard constraint violation concerning
max workload, a swap that reduces the employee's workload, though still exceeding the limit, would be
considered as it would result in a roster that is closer to feasibility. In terms of implementation, the
repairs themselves are constructed lazily (a new repair is only made when needed, instead of all the
repairs made at once). The pseudo code for the generators for each hard constraint can be found in
Appendix B.

4.1.2. Cycles

One major pitfall that needs to be considered when implementing an ejection chain is the possibility
of cycles. If the search has cycles, it will repeat, and rather than exploring new search space regions,
it will get stuck and reconsider rosters that were already visited before. Figure 4.2 shows a possible
example of a cycle. In this example, the cycle happens in the repair operation when solving the hard
constraint max night shifts. In the example, the possible repairs are ordered rst by employee id, and
than chronologically. As a result, when xing the max night shift defect on employee 1, the chain rst
attempts a vertical swap with employee 2. The generator realizes that on Tuesday, employee 2 has an
o day, while employee 1 has a night shift. Thus, the ejection chain attempts the repair of a vertical
swap between employees 1 and 2 on Tuesday. This new roster achieves the criteria (it has one defect
and better penalty than the pre-ejection roster). In the next iteration, the ejection chain tries to solve
the infeasibility of this new roster. The new defect is a max night shift violation of employee 2. Due to
the sorting criteria, it rst looks at the rst employee, which is employee 1. It nds the rst day where
employee 2 has a night shift and employee 1 does not have a night shift, which is Tuesday. After this
swap, the result is the original roster we tried to x. This means that if we try to solve this roster, it will

nd repairs that will cause the two rosters to continuously alternate. This is very harmful, as it wastes a
lot of time trying the same rosters over and over, without nding any new solutions. This highlights the
importance of avoiding cycles.

Three di erent methods were implemented to avoid these cycles. The methods used were identi ed
during the parameter tuning, which can is in Chapter 5. The three methods are:

Tabu List of Swaps

One possible solution to reduce the number of cycles, is to use a tabu list of swaps for each ejection
chain. This ensures that any swap that was applied will not repeat in the same chain (which would
undo the original swap). This reduces the number of cycles, including the cycle shown in Figure 4.2.
This is because the original swap between employees 1 and 2 will be added to the tabu list, not allowing
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Figure 4.2: An example showing a possible cycle. It is a schedule for 4 employees throughout the week. The NS column shows
the remaining allowed night shifts per employee for the scheduling period (originally employee 1 has one too many night shifts;
afterwards this holds for employee 2). N are ight shifts, E are early shifts and L are late shifts.

to undo that swap by swapping the shifts on Tuesday between employees 2 and 1. The disadvantages of
this tabu list are that it does not remove every cycle, and that it removes possible repairs that do not

result in a cycle. On the other hand, its advantage is that checking such a list is very fast and does not
require a lot of memory.

Tabu List of Rosters

Another potential solution is the use of a tabu list of rosters. This is very similar to the previous method,
but instead of maintaining a list of previous swaps, it keeps track of all the rosters that were explored
during an ejection chain. The advantage of this method is that it removes all cycles during an ejection
chain. The disadvantage is that a roster is larger than a swap, and thus it requires more memory and
takes longer to check if a roster has been visited before.

Randomization

The third method that will be explored is to randomize the order of employees and days when generating
repairs. On its own, it will make it less likely to have cycles, as if a swap occurs, it is less likely that
the next swap will undo it. The advantage of this method is that it is very fast, and does not require
additional memory. The disadvantage is that it does not remove the possibility of cycles, but rather
makes them less frequent.

4.1.3. Synthetic Constraints

Preliminary experiments showed that the min weekends o hard constraint was violated the most
frequently in the VPA instance, but those chains were successful only on rare occasions. The min
weekends o0 constraint being calculated on a rolling horizon basis. This means that for every week,
there is a maximum number of weekends the employee can work during the scheduling period until
the end of that week. When checking the occurrences of these violations, it was apparent that most
occurrences of the defect were relating to a single employee, during a week where the employee was
not allowed to work the weekend. In other words, the employee must be assigned a days o during
that weekend, referred to as synthetic days o- a day o constraint that is made from other constraints.
Because if the employee would work on those days, it would result in a violation. 1

The synthetic days o are a result of the history (the period before the current scheduling period)
and hard constraints. Thus, we xed the issue of having high penalty due to the chain exploring the
synthetic days o, by checking if a violation is a synthetic day o given the history. If that is the case,
the chain does not consider that violation. Consider the example of maximum number of Sundays
hard constraint, when an employee has 0 allowed Sundays during a speci ¢ period, solely based on the
history. A roster that has a Sunday shift assigned to the employee during that period is not considered
as a valid roster to be an intermediate step in InfeasibleEC.

IPreviously, in 4.1.1, we discussed that we would not consider xed day o violations as valid defect for the chain to x. The
chain performing badly due to this synthetic day-o further supports this decision.
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4.1.4. Search Methods

As mentioned previously, a good way to visualize InfeasibleEC is by considering the chain as a path in a
graph, where each node is a roster and an edge is a repair. Naturally, there are multiple ways to explore
a graph looking for a successful path. Di erent search methods explore the search space in a di erent
way and order. In this chapter, we explain the four di erent methods that were implemented.

Depth First Search Until Feasibility (DFSF)

The rst method follows a depth rst search of the di erent nodes, until a roster that is feasible and has
better penalty than the original roster is found. An example of such a search can be found in Figure 4.3.
The search starts from the NO, the initial infeasible roster with lower penalty, and it explores the nodes
in a depth rst manner. This means exploring all the nodes within the depth limit of the rst neighbour
explored, so after N1, it explore N2 and N3. As they do not have any neighbours, the search backtracks
to N1 and then to NO. Moving to NO's next neighbour, which is N4, and then to N5. As N5 is a feasible
roster, the chain ends successfully and the solver continues its search from N5.

It is important to note that the search is limited by both a maximum depth and a time restriction. This
means that as soon as a node of maximum depth or with no possible repair is reached, we back track to
a previous node, continuing the search. The ejection chain can end in one of three scenarios: it explored
all nodes within the depth limit, it reached the time limit or it found a feasible roster.

Figure 4.3: Order of nodes and edges explored during an InfeasibleEC chain that uses depth rst search until feasibility.

Depth First Search (DFS)

This search method is very similar to the previously described method. The di erence is that in this
variant, feasible rosters are stored and instead of ending the ejection chain, the search continues by
backtracking to the previous node. This approach explores the full search space of the graph (within
the depth and time limits). When the search nishes, the feasible roster with the lowest penalty that
was found is used.

An example of such a search methodology can be found in Figure 4.4. The chain starts the same way as
DFSF, but after node 5, it backtracks back to N4 then to NO, and continues the search. By the end of the
search, three feasible rosters are found: N5, N10 and N14. The solver continues from the roster of the
one that has the lowest penalty.

Naturally, this kind of search mainly explores rosters that are very di erent from the original roster,
as it spends the majority of its search time exploring nodes close to the maximum depth. This is the
rst advantages of depth search with respect to breadth search. The other advantage is related to the
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implementation: for breadth rst search, there is a need to either store the di erent rosters, which is not
ideal in terms of memory, or follow edges more often which takes signi cant time.

Figure 4.4: Order of nodes and edges explored during an InfeasibleEC chain that uses depth rst search

Depth First Search Without Backtracking (DFSN)

The aim of this method is to quickly explore the search space, spending minimum time per ejection
chain, regardless of the shape of the graph. This is done by choosing a single path to explore. In other
words, at each node, you choose the rst edge you nd that results in a node that meets the criteria,
and continue the ejection chain from that node. The ejection chain ends if a feasible roster is found, the
maximum depth is reached or the time limit is reached.

An example of such ejection chain can be found in Figure 4.5. Once again, the chain starts from NO,
moves to N1, and lastly N2. As N2 does not have any neighbours, the chain ends, this time unsuccessfully.
This means the solver will continue from the pre-ejection chain roster.
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Figure 4.5: Order of nodes and edges explored during an InfeasibleEC chain that uses depth rst search without backtracking

Breadth First Search Without Backtracking (BFSN)

The nal search method that we implemented is a breadth rst search without backtracking. In this
method, each node explores all its neighbours, and the most promising neighbour will be chosen to
continue the ejection chain. To choose the most promising neighbour, the speci c instance is studied
during the run. This is done by keeping track of statistics regarding the ejection chain nodes, and when
they result in a successful chain. These statistics are used to estimate which neighbour is easiest to
repair, continuing the search from that neighbour.

An example of this type of search can be found in Figure 4.6. It starts by exploring all the neighbours of
NO: N1, N4, N6 and N12. By comparing all the chains, it considers N6 easiest to x, thus it continues
from N6. This time it nds N7, N8 and N9, nding N8 easiest to x. Lastly, it explores the neighbours

of N8, which are N10 and N11. As N10 is feasible, the chains ends successfully and the solver continues
the search from N10.

We use a comparator method that compares all neighbouring rosters, and identi es the neighbour that
is estimated to be the easiestto x. To compare two rosters, we rst check if both rosters are feasible. If
so, we choose the roster with the lower penalty. If only one roster is feasible, we choose the feasible
roster. If both rosters are not feasible, we choose the roster that seems more likely to be repaired based
on history. First, we check the type of hard constraint violation and if those di er, we choose the one
that during previous ejection chains had a better ratio of being repaired. If the violated hard constraints
are the same, we choose the roster where the employee that has the violation had a better ratio of being
repaired in previous ejection chains. This comparator is shown mathematically below:

Let (1 and ( 2 be two nurse schedules. De ne:

9% ( °: penalty of schedule (.
1( ©: feasibility indicator, where 1(°= 1if ( is feasible, otherwise 1(°= 0.

1(°: hard constraint violation in schedule (.

' 1 0 resolution ratio for hard constraint violation , de ned as the number of times a hard
constraint of same type as is resolved divided by its occurrence.

4t % employee-speci c resolution ratio for hard constraint violation

1 0 jndicator function where 1 °=1if the hard constraint type of  or the a ected employee
was encountered before, otherwise * °=0.
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The preference relation (1 (2 (i.e., (1 is better than ( 2) is determined by the following criteria:
1. Feasibility Check:

If 1(1°7 (°-then(1 (2° 4.2)
If %(1°= 2(2°= 1-then select the schedule with the lower penalty:
If (1= 3(2°=1"9%(1°5 %(2°) (1 (2° 4.3)

2. Encountered Defect or Employee Check:
If (0= 1(22=0" * (15 * (2*) (1 (2 (4.4)
3. Hard Constraint Violation Check (if infeasible):
If 1(1°< 1(2°-then select the schedule with the higher resolution ratio:
If (0= 2(22=07" * 1(1%°= T (%" H(1°< MM (17t HM2%®) (1 (20 (4.5)
4. Same Hard Constraint Violation Type:
If 1(1°= 1(,°-then compare employee-speci c resolution ratios:

|f 1( 10 = 1( 20 = 0/\ 1 l( 100 = 1 1( 200/\ 1( 10 = 1( 2O/\' 41 l( 100 7' 41 1( 200) (l (2. (46)

Figure 4.6: Order of nodes and edges explored during an InfeasibleEC chain that uses breadth rst search without backtracking.

4.1.5. Example

An example of InfeasibleEC is shown in Figure 4.7. The example contains an initial swap followed by
two repairs. The initial swap is a vertical swap that moves a night shift from employee 2 to employee 1
on Wednesday. This results in an infeasible roster, as employee 1 now has an excessive number of night
shifts. But the resulting roster has potential, due to its lower penalty (both employee 1 and 2 have a
schedule that ts their consecutive shift preference better), and the roster has a single defect. The rst
repair swaps the shifts on Monday between employee 1 and 3. This xes the maximum night shift defect,
but it introduces a new defect. The new defect is a daily rest violation for employee 3 as this employee
starts a night shift on Monday followed by a morning shift on Tuesday which implies insu cient rest
between these two shifts. Once more, the roster needs to be xed with a repair. The second repair
is a horizontal swap moving the night shift of employee 3 from Monday to Sunday. This results in a
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successful ejection chain. As the new roster is feasible, and the penalty has decreased with respect to
the pre-ejection roster. This decrease is due to the fact that the soft constraint sequence preference has a
lower penalty in the roster after the chain compared to before the chain.

This example shows the two di erent advantages of ejection chains. First, we improved the roster by
nding a new roster with lower penalty, by passing through intermediate infeasible rosters. The second

advantage is that we found a roster that is part of a di erent search space region. It is important to note
that the new roster can be improved further: a morning shift that still needs to be scheduled on Sunday
can now be assigned to employee 2 without making the schedule infeasible. This morning shift could
not be assigned in the initial roster without a violation.

Figure 4.7: A potential ejection chain for a roster with 4 employees throughout a week. Each schedule has a table showing the
coverage required per shift per day. As well as a table to help keep track of hard constraints and soft constraints. The column
‘Max Workload' shows the number of work shifts an employee can still do during the scheduling period. Max Night shows the
number of night shifts an employee can still do during this scheduling period. Lastly, 'Sequence Preference' is the number of
consecutive shifts that an employee prefers before having time o . Each row shows on the left the roster before the swap and on
the right the resulting roster. M are morning shifts, L are late shifts and N are night shifts.
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4.2. EmulateEC

In this section, we discuss a second ejection chain that we call "'EmulateEC". This ejection chain emulates
how human nurse schedule planners operate: by ejecting a chain of vertical swaps, where each swap
improves the penalty of some nurse A, while lowering the penalty of some nurse B. This forces the next
swap, which should improve the penalty of nurse B. But this new swap might lower the penalty of some
nurse C. In that case, we try to nd a swap that improves the penalty of nurse C. This process continues
until we nd a roster that has a better penalty than the original roster. Unlike InfeasibleEC , this ejection
chain does not allow for infeasibility in the intermediate rosters. Instead, it aims to search through the
search space of lower penalty rosters. This is an implementation of the ejection chain that was discussed
in the paper by Burke et al. [4].

This ejection chain can be visualized as a graph, where each node is a roster. In this graph, an edge
between nodes | and I, signi es a vertical swap that turns node | into node Il. It is important to
understand that both node | and node Il represent feasible rosters, so they do not have defects. The
ejection chain explores all neighbours of the current node and chooses the node that has the best penalty
to continue the search. In order to consider a node, it must satisfy one of the following two criteria:

o8 resulting_roster05 o8 besto or 9% resulting_roster0 % # oll e # currentos %' besto (4-7)

resulting_roster

where

98" resulting_roster © IS the penalty of the new roster,
%' pest® is the penalty of the best roster found so far,

Va# °is the penalty contribution of nurse in the resulting roster,

resulting_roster

9%8# ..rent” 1S the penalty contribution of nurse  in the current roster.

The resulting roster roster is the roster after the swap that is currently being attempted, and current
roster, is the roster that this swap is being attempted on.

The criteria states that for a node to be considered, it needs to satisfy at least one of two criteria. The
rst option is that the resulting roster has a lower penalty than the best roster found so far. If this is the
case, then the ejection chain ends successfully. The second option is that the roster's penalty, without
considering the increase of employee C (whose penalty got worse), has a lower penalty than the best
roster. If this is the case, the ejection chain continues with the next move.

To make it more concrete, an example of the penalties is given in Table 4.1. You can see that initially
there is a swap between nurses A and B which improves nurse B's roster, but which at the same time

makes nurse A's roster and the total penalty worse. This swap satis es the second criteria, as when not

considering nurse B it has a lower penalty. This is because: 84 191 15= 805 82- Afterwards, the chain
attempts to improve nurse B's penalty by doing a swap between nurse B and C. Once again the resulting

roster adheres to the criteria as: 83 141 12= 815 82 This is followed by a swap between nurses C
and E. This swap results in a roster with lower penalty, and thus the ejection chain ends successfully.

Table 4.1: A table showing the penalties of 5 di erent nurses during a run of EmulateEC.

Nurse Best Roster Current Roster A-Bswap B-Cswap C-Eswap
A 15 21 18 18 18
B 16 15 19 16 16
C 12 12 12 14 11
D 20 20 20 20 20
E 19 15 15 15 16
Total penalty 82 83 84 83 81

The search method in this ejection chain explores all the neighbours of each node, before continuing
with the best node. Unlike InfeasibleEC, this method does not allow for infeasibility, thus deciding
on the best roster to in each step is done by choosing the roster that has the lowest penalty out of all
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neighbours satisfying (Equation (4.7)). After moving to a new neighbour, the ejection chain continues
by exploring all the neighbours of the new roster. This process continues until either the time limit is
reached, or the maximum ejection chain length is reached, or a roster with better penalty than the best
roster is found. Pseudo code for the ejection chain can be found in Algorithm 1.

Algorithm 1 EmulateEC
1: function EmulateEC(endTime, remainingDepth)

2: if 34?C 0_ =>F 7 endTimethen return false

3 end if

4: 14BC(F0? null

5: <8=%4=0;CH

6: for 1;>2:14=6C = 1to 4do

7 for all Vertical swaps Bof block length 1;>2:14=6C not in tabu list that satisfy Equation (4.7)
do

8: ?  PenaltyOf (s)

9: if 25 <8=%4=0;Chen

10: <8=%4=0;CH ?

11 14BC(F0? B

12: end if

13: end for

14 end for

15: if bestSwap ==null then

16: return false

17: end if

18: C01D!8Bx0et14BC(FO®?

19: apply (bestSwap)

20: if newPenalty 5 bestPenalty then return true

21 end if

22: return EmulateEC(endTime remainingDepth 1)
23: end function

Example:

An example of an EmulateEC chain can be found in Figure 4.8. The chain starts with a vertical swap

between employee 3 and employee 1 on Friday. This swap makes the penalty of the roster worse,
but when you do not consider the impact on employee 1 it is better, as the preferences of employee 3
are better followed. Next, we execute a vertical swap between employee 1 and 4 on Wednesday and
Thursday. Once again, the new roster is worse than the pre-ejection chain roster, but if we do not

consider nurse 4, the roster has improved. The chain nishes succesfully with a swap between employee

4 and employee 1, as the new roster better follows the preferences of employees 1, 3 and 4.

4.3. RuinRecreateEC

The third ejection chain implemented is a chain of ruin and recreates. The idea is to combine several
smaller ruin and recreate moves into a single larger compound operation.

Preliminary experiments on InfeasibleEC showed that substantial modi cations to the roster are helpful
for searching di erent regions of the search space. Ruin and recreate operations, as shown in previous
studies [17, 21, 20], are another e ective technique for this purpose. However, Faasse [9] found that there
was minimal impact on the quality of the nal roster, whether the solver started from an empty roster, or
from a roster constructed by greedy assignments. In our ruin and recreate, the "recreate" phase involves
greedily assigning shifts. This means that if too many shifts are removed (during the ruin phase) the
search will essentially restart from scratch, with a roster similar to one found by greedy assignments.

To address this issue, the chain of ruin and recreates applies several smaller ruin and recreate operations
consecutively. This approach ensures that the chain makes substantial changes, diversifying the search,
yet not so drastic that the solver e ectively resets to an empty or ine ective starting point. By combining

multiple smaller ruin and recreates in a sequence, the solution cannot change the roster excessively,
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Figure 4.8: An example of an EmulateEC chain for a roster with 4 employees throughout a week. Each schedule has a table
showing the coverage required per shift per day. As well as a table to help keep track of hard constraints and soft constraints. The
column ‘Max Workload' shows how many shifts an employee can still do during the scheduling period. Sequence preference
shows the number of consecutive shifts an employee prefers to do before having a longer break. Each row shows on the left the
roster before the swap and on the right the resulting roster. M are morning shifts, L are late shifts and N are night shifts.
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resulting in a recreated roster that is more similar to the initial roster.

The psudeo code for this algorithm is presented in Algorithm 2. The idea of the algorithm is to perform

a chain of = ruin and recreate operations. In each step, the algorithm selects : shifts to unassign (out of
all shifts that have not yet been unassigned during the current chain) by evaluating the change in penalty
of unassigning each shift. Shifts whose unassignment results in a penalty increase less than a threshold
? are added to a candidate list. To bias the selection towards better candidates, the penalty di erences in
the candidate list are o set such that lower penalty increases correspond to higher selection probabilities.
This is done by computing for each penalty di erence 7?g ?g..,,z <O0G?° 7?5 where <0G?°is the
highest penalty di erence in the list. Afterwards, using a roulette wheel selection, we choose a shift to
unassign. This involves generating a random number between 0 and the sum of all o set penalties. The
shift corresponding to the point at which the cumulative sum exceeds the random number is selected.
This process introduces a probabilistic aspect into the shift selection, while maintaining that shifts
resulting in a lower penalty increase are more likely to be chosen.

Algorithm 2 RuinRecreateECE, ?, <, 1)

1: function RuinRecreateEC(= - ejection chain length, : - maximum number of unassignments in
each step,? - maximum allowed increase of penalty from an unassignment, < - maximum allowed
increase of penalty of ejection chain)

2: tabu_recently_unassigned  new List()

3: tabu_recently_assigned new List()

4: for 9= 0to= 1do

5: for 8=0to: 1do

6: shift ~ get_shift_to_unassign_not_in_tabu(tabu_recently _assigned)
7 if penalty increase(unassigning(shift)) 7 ? then
8: continue

9 end if

10: unassign(shift)

11: tabu_recently_unassigned.add(shift)

12: swaps_done.add(shift, unassign)

13: end for

14: while can_assign_new_shift()do

15: shift ~ get_shift to_assign_not_in_tabu(tabu_recently unassigned)
16: assign(shift)

17: tabu_recently_assigned.add(shift)

18: swaps_done.add(shift, assign)

19: end while

20: if penaltyDierence 7 < then

21: reverseEverything(swaps_done)

22: return

23: end if

24: end for
25: end function

After the ruin operation is completed, the algorithm proceeds with the recreate operation. In this phase,
shifts are greedily assigned. The method that is used to choose which shifts to assign, mirrors the
method used for unassignment. The assignment decision is made using the same o set calculation and
roulette wheel selection approach previously described, allowing for randomization in shift selection,
while preferring shifts that lower the penalty more. This process is repeated until no more shifts can be
assigned.

Similarly to the other two ejection chains, RuinRecreateEC is also susceptible to cycles. Avoiding cycles is
particularly important here as this method requires more computation time than the other two ejection

chains. To prevent cycles, a shift that is assigned during the recreate phase cannot be unassigned during
any of the ruin operations of the same ejection chain. The same is true vice versa, a shift that is being
unassigned during the ruin phase, cannot be reassigned during any of the recreate phases of the same
ejection chain. This is enforced by the use of tabu lists, that keep track and restrict the assignment and
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unassignments.

Like the previous ejection chains, the purpose of this ejection chain is to move the solution to a di erent
region of the search space. Unlike the previous ejection chains, this chain does not aim to nd an
improved roster. This chain will be invoked less frequently as the overall strategy is to use the solver to
thoroughly search the current local search space, and then invoke RuinRecreateEC to move to another
region of the search space, which the solver can subsequently explore. The frequency of applying the
ejection chain is a parameter and the nal value will be determined experimentally.



Parameter Tuning

This section describes the parameter tuning conducted to nd decent parameter con gurations for the
ejection chains. The chapter includes the parameter tuning set up with reasoning, as well as the results.
First, we outline the experimental settings, including information about the processor used and the
instances used in Section 5.1. Afterwards, Section 5.2 discusses the parameter tuning performed on the
di erent ejection chains.

5.1. Experimental Settings

The ejection chains were tuned on instances from real nurse rostering problems at one Dutch hospital.
We use instances from June 2024 from two di erent departments. The rstis from the Gastroenterology
department, while the second is from the Coronary Care Unit department. The characteristics and
abbreviations of the instances are shown in Table 5.1, which also include additional instances from a
second hospital used in Chapter 6. All tuning were run on an Intel(R) Xeon(R) Gold 6146 CPU @ 3.20
GHz processor, with 8 GB of RAM. The only exceptions are the parameter tuning of EmulateEC and
RuinRecreateEC, which were conducted on a processor with similar speci cations but 6 GB of RAM. The
project was developed using .NET Framework 4.8. The tuning process involved comparing penalties
after 10-minute runs.

5.2. Parameter Tuning

This section starts by describing the parameter tuning methodology in 5.2.1. The parameters tuning of
InfeasibleEC and EmulateEC are described in 5.2.2. The tuning of parameters in RuinRecreateEC are
discussed in 5.2.3.

5.2.1. Methodology

Finding a suitable value for a parameter involved running the solver for 10 runs of 10 minutes each for
each parameter con gurations, then selecting the parameter value that resulted in the lowest average
penalty. Due to the large di erences in average penalties between the two instances (VPA and CCU),
it was essential to rst normalize the penalties. This was done by computing the average penalty for
each parameter value per instance, then dividing each average by the lowest average penalty found on
that instance. Lastly, the normalized averages were averaged across both instances, and the parameter
value resulting in the lowest average was selected for the next steps. This procedure is outlined in
Algorithm 3.

All three ejection chains have multiple parameters, which require experimentations to determine well
performing values. To ensure a fair evaluation of the ejection chains, parameter tuning was conducted
on the instances from the rst hospital (VPA and CCU), while the experiments in Chapter 6, also
contain instances from the second hospital. This separation allows for a more robust assessment of the
algorithms' performance.

29
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Table 5.1: This table shows the characteristics of the di erent instances. It is based on a table made by Faasse in his thesis [9]. The notations:

numbers of

required shifts (S), priority shifts (PS), preferred number of shifts (PrS), night shifts (NS), shift types (ST), employees (E), average

maximum working hours per employee (MH), average required working hours per employee (RH), requests (R, sum of the following four
request types), day-on requests (DOnR), day-o requests (DO R), shift-on requests (SOnR) and shift-o requests (SO R). Note that the
required shifts include the priority and night shifts, and that the maximum and required working hours are counted for the whole month.

Dept. Month Abbr. S PS PrS NS ST E MH RH R DOnR DOR SOnR SOR
First hospital
Gastroen- June VPA 330 0 390 60 3 24 1285 1156 105 0 96 9 0
terology
Coronary June CCU 624 0 624 166 8 50 1409 1044 383 340 0 43 0
Care Unit
Second hospital
April 04 951 80 951 242 15 85 88.0 86.7 186 76 88 22 0
Obstetrics May 05 992 86 992 252 15 85 921 937 104 86 18 0 0
June 06 956 92 956 240 15 84 904 914 98 85 13 0 0
April T4 429 36 429 60 10 38 1140 90.8 108 27 62 6 13
Trauma May T5 447 40 447 62 10 37 1207 972 154 41 90 10 13
June T6 438 44 438 60 10 36 116.2 97.7 65 11 40 0 14
Vascular April V4 441 33 441 60 10 46 1216 775 56 0 51 1 4
Surgery June V6 563 47 563 60 12 45 1241 1009 24 0 24 0 0

Evaluating all the possible combinations of parameter values requires too much computation time,
making exhaustive grid search infeasible. Instead we opted for a sequential greedy tuning strategy,
which substantially reduces the number of con gurations by optimizing one parameter at a time while
keeping the others xed. Although this approach may fail to capture complex interactions between
parameters, the long runtime needed to evaluate each con guration, made it the only practical method
to identify high-performing con gurations within a reasonable time frame. Furthermore, the primary
aim of this thesis is not to nd the optimal parameters, but to identify reasonable con gurations that
can be used to evaluate the impact of the ejection chains on the solver performance.

Tuning was performed independently for all four InfeasibleEC search methods. This approach was
chosen because the four search methods operate in fundamentally di erent ways, and as a result, each
algorithm is likely to perform best with its own speci ¢ parameter con gurations. This results in tuning

six di erent algorithms (three ejection chain types with four search methods for one of them), each
having a large number of potential parameter values.

This would require an infeasible amount of time to properly assess. This was solved by selecting the
values tested during the tuning process. For example, when tuning parameters other than maximum
ejection chain length, a baseline value of 10 was used for the maximum chain length. To tune this
parameter, one value above and one below the baseline were tested. Based on the best performing value,
additional values were subsequently selected for further evaluation. Moreover, each chosen parameter
value can substantially in uence the tuning of subsequent parameters, so it is important to maintain
reasonable baseline values throughout the process. Further details on the parameters, their baseline
values, and the rationale behind the tuning order are provided in Sections 5.2.2 and 5.2.3.
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Algorithm 3 Parameter Evaluation

1. Input: Set of parameter values %= f ?,— 32—+ +—9, dataset instances = f 3;—3g, number of runs
A=10
. for each parameter value ?g2 %do
for each dataset instance3g2 do
Run model with ?gon 3gfor Aruns
Compute average score avg;_q
end for
: end for
: for each dataset instance3g2 do
Find min g = mingtavgg %
for each parameter value ?g2 %do
Compute normalized score: =g_g avgg_yming
end for
: end for
: for each parameter value ?g 2 %(fo
Compute nal score: By= Jij ) =89
: end for
: Output: Best parameter? = ?a,gsmin By
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5.2.2. Parameters for InfeasibleEC and EmulateEC

This section discusses the various parameters for both InfeasibleEC and EmulateEC. Due to the large
number of parameters, and the presence of six chains, only a subset of the tuning results will be shown
here. Speci cally, this section displays the penalty results for one search methods for InfeasibleEC
(DFSN). We chose to display DFSN, as its nal parameter con guration caused the chain to execute
more often, making the relationship between parameter values and average penalty clearer. The graphs
corresponding to the other search methods of InfeasibleEC and EmulateEC are in Appendix A.

Roster penalty to compare with:

The rst parameter tuned is which roster penalty is used for comparison with the current roster penalty
throughout the ejection chain. As described in Section 4.1, the criteria for executing InfeasibleEC is that
the current roster must have a lower penalty than the pre-ejection chain roster. Another viable option is
to compare against the penalty of the best roster found so far (instead of the pre-ejection chain roster).
This parameter is tuned rst, as it has the highest impact on the ejection chain behaviour. There is a
substantial di erence in the number of ejection chains attempted depending on the chosen reference.
For example, in the VPA instance, on average 7 57 000InfeasibleEC with DFSN chains were attempted if
the comparison is made to the pre-ejection chain roster, whereas on average5 60 were attempted if
compared to the best roster found so far. Furthermore, there is support for both options in literature, as
the ejection chain by Kingston in [12] compares to the pre-ejection chain roster, while the ejection chain
by Curtois in [8], compared the best roster found so far.

Both options o er distinct advantages. Comparing to the best roster results in less time spent executing
ejection chains, and when a successful chain is found, it guarantees the discovery of a new best solution.
On the other hand, comparing to the pre-ejection chain roster leads to more frequent ejection chains,
and potentially moving the current roster to a new unexplored search space regions.

The penalties achieved across the 10 runs forinfeasibleEC DFSN are presented in Figure 5.1. The gure
indicates that the choice of comparison baseline does not have a substantial impact on the nal roster
penalty. However, the value of this parameter does have a large impact on the solver behaviour. This is
evident in Tables 5.2 and 5.3, which show the average time spent on ejection chains over ten-10 minute
runs, as well as the number of ejection chains attempted and their success rate. It is evident that a lot
less time is spent on ejection chains when comparing to the best roster, instead of the pre-ejection chain
roster. Additionally, in the CCU instance, the success rate of ejection chains increases when comparing
with the best roster, while for VPA instance it decreases. Figure 5.1 reveals that using the pre-ejection
chain penalty as the baseline resulted in a slightly lower average nal penalty during the experiments.
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Thus, this setting will be used for subsequent experiments.

Assessing the precise impact of parameter con gurations on the di erent InfeasibleEC search methods
proves challenging. This di culty rises as con guration that perform best on one search methods, often
yield worse results on other search methods. Similarly, these variations exist between di erent instances.
This variability is also due to the inherent randomness in the solver, which leads to di erent penalty
outcomes with the same parameter settings. For the choice between comparing the current roster to
either the best found roster or to the pre-ejection chain roster, the e ect on performance is variable
across di erent search methods and instances. Notably, InfeasibleEC with BFSN is the only con guration
that had the same parameter value achieve a lower average penalty across both VPA and CCU (it
performed better on both when comparing to the best roster). This suggests the solver's performance is
relatively insensitive to this parameter choice, moreover we hypothesise that this is because there is
no large di erence between the performance of the solver with and without the use of InfeasibleEC.
This is especially evident in the CCU instance using DFS, when comparing to pre-ejection chain roster,
the solver spends majority of its 600 seconds (7 540seconds) on the ejection chain, whereas it only
spends5 4 seconds when comparing to the best roster. Despite the large di erence in computation time
distribution, the nal average penalties remain very close ( 215 712and 216 148 respectively).

For EmulateEC, the solver achieves a lower average penalty when comparing to the best roster, rather than
to the pre-ejection chain roster. This is particularly noticeable in the VPA instance, where substantially

less time is allocated to ejection chains when comparing with the best roster. One possible explanation
is that allocating excessive time on EmulateEC is worse than spending it on the other parts of the solver.

Figure 5.1: Parameter tuning InfeasibleEC with DFSN, on which roster to compare with. CPE indicates the runs where the
current roster was compared to pre-ejection chain roster. CB indicates the runs where the current roster was compared to best
roster found so far.

Table 5.2: Ejection chain performance metrics for the CCU instance for di erent type of Rosters being compared to averages of ten runs.
CPE indicates the runs where the current roster was compared to pre-ejection chain roster. CB indicates the runs where the current roster

was compared to best roster found so far.

Ejection Roster Number of Number of Success Time Spent on Time Spent on
Chain Type Compared ECs Successful ECs Rate (%) Successful Chains (s) Unsuccessful Chains (s)

InfeasibleEC - DFS CPE 2375.4 701.3 29.5 11.4 31.0
No Backtrack CB 1070.8 448.1 41.8 5.6 7.6
InfeasibleEC - BFS  CPE 2178.2 782.7 35.9 39.0 37.9
No Backtrack CB 941.9 501.6 53.3 255 7.1
. CPE 1841.8 644.7 35.0 64.9 33.6
InfeasibleEC -DFS g 719 370.6 51.5 38.6 6.3
InfeasibleEC - DFS  CPE 2156.8 814.0 37.7 18.4 39.6
Until Feasibility CB 940.0 506.3 53.9 8.8 7.8
EmulateEC CPE 3559.7 390.5 11.0 38.0 261.3
CB 1738.5 256.3 14.7 24.7 121.2
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Table 5.3: Ejection chain performance metrics for the VPA instance for di erent type of Rosters being compared with. CPE indicates the
runs where the current roster was compared to pre-ejection chain roster. CB indicates the runs where the current roster was compared to

best roster found so far.

Ejection Roster Number of Number of Success Time Spent on Time Spent on
Chain Type Compared ECs Successful ECs Rate (%) Successful Chains (s) Unsuccessful Chains (s)
InfeasibleEC - DFS  CPE 57869.3 43963.7 76.0 111.3 47.3
No Backtrack CB 69.3 49.8 71.9 0.25 0.1
InfeasibleEC - BFS  CPE 37705.0 32425.9 86.0 321.4 17.9
No Backtrack CB 64.3 49.5 77.0 1.0 0.1
. CPE 6607.6 5701.9 86.3 536.6 43
InfeasibleEC - DFS g 42.4 323 76.2 3.2 0.1
InfeasibleEC - DFS  CPE 54312.4 47261.5 87.0 170.7 24.9
Until Feasibility CB 69.4 54.1 78.0 0.3 0.2
EmulateEC CPE 9129.9 3592.1 39.3 218.2 184.0
CB 19.9 7.7 38.7 0.5 0.5

Type of tabu list:

The next parameter tuned is the type of tabu list used. The rst option is a tabu list of rosters, while
the second is a tabu list of swaps. Both types were described in Section 4.1.2. As explained previously,
improper handling of cycles can cause the ejection chain to have a negative impact on the performance
of the solver. Thus, the method used to avoid cycles is an important parameter to tune, and therefore it
is the next parameter tuned. The baseline value is a tabu list of rosters, as this approach completely
eliminates cycles within an ejection chain. On the other hand, the tabu list of swaps may o er potential
improvements by being faster and using less memory, while permitting some cycles.

The results for tuning the type of tabu list on InfeasibleEC DFSN are shown in Figure 5.2. There is a
slight advantage to using a tabu list of rosters rather than a tabu list of swaps. Although maintaining a
roster-based tabu list requires more computation time, it rejects swaps more accurately. This di erence
is illustrated in Table 5.4, which compares the number of swaps rejected when using a tabu list of swaps
compared to a tabu list of rosters. Tabu list of swaps rejects more swaps, compared to a tabu list of
rosters. This indicates that many of the swaps rejected by a tabu list of swaps are rejected incorrectly.
This happens more frequently than the tabu list of swaps not rejecting a swap that should be.

Figure 5.2: Parameter tuning InfeasibleEC with DFSN on which tabu list to use.

One type of tabu list consistently outperforms the other on both instances, across all four search
methods. This e ect appears connected to the choice of roster being compared to. InfeasibleEC with
DFSN accomplished a lower average penalty when using a roster based tabu list in combination
with comparison to the pre-ejection chain roster. On the other hand, the other three search methods
performed better when comparing to the best roster and using a swap based tabu list. A plausible
explanation for this pattern, is that comparing to pre-ejection chain roster typically involved running
more ejection chains and using a tabu list of swaps restrict potentially bene cial moves, and thus when
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Table 5.4: The average number of swaps rejected when tuning the type of tabu list parameter on both the VPA and CCU instances.

Type of InfeasibileEC - DFS InfeasibileEC - BFS - i InfeasibileEC - DFS
Instance Tabu List No Backtrack No Backtrack InfeasibileEC - DFS Until Feasibility EmulateEC
VPA Swaps 12270 4650 370.3 21193

Rosters 9207 3989 96.8 12353
ccu Swaps 590 425 1104 1094

Rosters 469 380 683 705

OO ' oo

comparing to pre-ejection chain roster, this negative impact occurs more frequently. For EmulateEC, no
meaningful di erence is observed between swap based and roster based tabu lists, as neither tabu list
type lers any roster.

Order of employees and days:

The logical next parameter to tune is the order in which other employees and days are considered when
generating a repair, either in a random sequence or in a predetermined manner. This parameter is
relevant because it is also related to cycle reduction within chains. The baseline value is to randomize
the order, as this can help with decreasing the frequency of cycles. The other option for this parameter
is to sort the days and employees according to an estimate of which employees and days are more likely
to be part of a repair that yields a feasible roster. For these estimates, we compute the ratio of successful
to unsuccessful ejection chains that include a repair involving the speci ¢ day or employee throughout
the run. The more frequently an employee or day participates in a successful chain, the earlier they
are considered in subsequent chains. It is important to note that this parameter will not be tuned for
EmulateEC and InfeasibleEC BFSN, as both systematically visit all possible neighbours of the current
roster, making the visiting order irrelevant.

The results for the di erent type of order of employees on InfeasibleEC DFSN is shown in Figure 5.3.
Using a random order provides a slight advantage over a dynamic order. Moreover, Table 5.5 shows
that using a random order has a higher success rate than dynamic order. As the idea behind dynamic
ordering is to increase the success rate, together with the fact that the penalty has decreased, it was
decided to use random order instead. As a result, we decided to skip the experiments with dynamic
order of days.

Figure 5.3: Parameter tuning InfeasibleEC with DFSN on how to order employees.
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Table 5.5: The average success rate of ten 10-minute runs of ejection chains when using shu ed or dynamic ordering.

Order Type InfeasibileEC - DFS - InfeasibileEC - DFS
Instance Employees No Backtrack InfeasibileEC - DFS =, Feasibility

Shu ed 76.1 70.7 86.9
VPA Dynamic 72.2 69.5 87.0
ccu Shu ed 29.4 49.1 37.3

Dynamic 27.5 48.6 35.5

Maximum depth and maximum time:

The next two parameters are related and have a large impact on the overall performance of the ejection
chains. The rstis the maximum depth of the chain, and the second is the maximum time allowed
before terminating a chain. These parameters are tuned last, as | gained some intuition for reasonable
values during the construction of the ejection chains by experimenting with di erent settings. The
chosen baseline values are a maximum chain depth of 10, and a maximum time limit per chain of 100
milliseconds.

The results for di erent maximum chain depths on InfeasibleEC DFSN are shown in Figure 5.4. The
results indicate a relationship between the maximum chain depth and solution quality: as the depth
increases, the average penalty decreases for both VPA and CCU instances. The nal value selected for
this parameter is 30, although the gure suggests that even greater depths might yield even further
improvements. However, in practice, a chain of depth 30 is never reached, due to the nature of the
problem and the maximum time allotted per chain. Thus, there is no bene t to increasing the maximum
depth beyond 30.

A pattern is less evident for the other search methods. As hypothesised earlier, this di erence may
arise due to the di erence in computation time dedicated to executing the ejection chains. Speci cally,
InfeasibleEC with DFSN executes substantially more ejection chains, potentially making the bene cial
e ect of increased depth clearer. On the other hand, the other search methods spend minimal time
on ejection chains relative to the total running time, reducing the impact of ejection chains, and thus
their parameters. For EmulateEC, there is no clear pattern between maximum chain depth and the nal
penalty, which aligns with the fact that EmulateEC consistently operates with a maximum depth of 3 in
all iterations.

Figure 5.4: Parameter tuning InfeasibleEC with DFSN on the maximum allowed depth.

The penalties for di erent maximum allocated time for chains on InfeasibleEC DFSN are shown in
Figure 5.5. Allowing longer run times per ejection chain increases their success rate, but also results in
more time spent on the ejection chains rather than on the other parts of the solver. The e ect on the
penalties of InfeasibleEC are variable across di erent maximum times, instances and search methods.

Both maximum depth and maximum time in uence when a chain is terminated, thus it is important to
consider the impact they have on each other when tuning. When the optimal value for the maximum
time exceeded the baseline value of 100 ms, the maximum depth parameter was re-tuned. This is
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important because longer chains often terminated due to time constraints, therefore with a longer time
limit, it was necessary to reevaluate whether allowing for even deeper chains improve performance

further.

Figure 5.5: Parameter tuning InfeasibleEC with DFSN, on the maximum allowed time per ejection chain.

Filtering required days:

The parameters of EmulateEC are the same adnfeasibleEC, exceptEmulateEC has an additional parameter
designed to reduce the number of swaps attempted in each step. The rationale behind this parameter is
that the employee being targeted for an improvement in the current step, had their penalty worsened in
the previous step. Meaning that the the new changes may be suboptimal. To leverage this information,
a new parameter was introduced, which states that any swap must have at least one day in common

with the previous swap. The e ect of this Itering is shown in Figure 5.6. As illustrated, applying this
Iter negatively a ects the nal penalty, and thus it will not be used.

Figure 5.6: Parameter tuning EmulateEC on whether a swap in the ejection chain needs to use at least one day from the previous
swap in the ejection chain. Same day indicates the runs where the swap needs at least one day in common with previous swap.
Any day indicates the runs where the swaps are not ltered.

Table 5.6 summarises the nal parameter values used for experiments for InfeasibleEC and EmulateEC ,
as well as the baseline values used for the tuning.
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Table 5.6: The nal parameter con guration for the InfeasibleEC chains and EmulateEC based on the parameter tuning
experiments. The rst row, the baseline, shows the values used as baseline for tuning the other parameters. CPE refers to
comparing to pre-ejection chain roster. CB refers to comparing to best roster. TR refers to tabu lists of rosters. TS refers to tbu list

of swaps. N/A refers to parameter that is not applicable to the speci c ejection chain.

Ejection Roster Type of Employee Day Maximum  Maximum Time Per Day
Chain Type Compared Tabulist Ordering  Ordering Depth Ejection Chain (ms)  Filtering
Baseline N/A TR Shu ed Shu ed 10 100 Not Used

InfeasibileEC - DFS

No Backtrack CPE TR Shued  Shued 30 100 N/A

InfeasibileEC - BFS

No Backtrack CB TS N/A N/A 15 50 N/A

InfeasibileEC - DFS CB TS Shu ed Shu ed 10 200 N/A

InfeasibileEC - DFS

Until Feasibility CB TS Shu ed Shu ed 10 75 N/A

EmulateEC CB TR N/A N/A 10 50 Not Used

5.2.3. Parameters for RuinRecreateEC
RuinRecreateEC has a di erent set of parameters compared to InfeasibleEC and EmulateEC. This section
discusses the tuning of these parameters.

Maximum penalty increase allowed from an unassignment and from the full chain:

The rst parameter that was tuned is the maximum penalty increase allowed from a single unassignment
during the ruin operations. Setting this value low restricts the available moves, while setting it high
risks substantially worsening the roster during the search. The second parameter tuned is the maximum
overall increase in penalty permitted from a single run of the chain. While the maximum increase per
shift parameter ensures that no single unassignment drastically worsens the penalty, a long chain of
moves can still cumulatively lead to a much higher overall penalty. Therefore, it is also important to set

a limit on how much the penalty can worsen during a single chain. These parameters correspond to p
and min Algorithm 2. They were tuned rst, as they control the crucial decision of the penalty increase
allowed from a single chain, and only after these values are set, tuning the next parameters become
meaningful.

The impact of the maximum penalty increase from a single unassignment parameter can be seen in
Figure 5.7, with a value of 100 yielding the best performance. The results suggest a slight parabolic
impact, with the solver performing better on both VPA and CCU instances with this parameter being
set to 100 and 200, compared to being set to 0 or 300.

The penalties for di erent maximum allowable increase in penalty per ejection chain are presented
in Figure 5.8. The gure shows a clear pattern, where the lower values resulted in lower penalties.
However, this is because the solver tends to perform better when not using RuinRecreateEC, and the
lower the value, the more chains are being rejected. This can be seen when using the value of 0, which
yielded the lowest average penalty, but none of the ejection chains were successful under this strict
constraint. The problem is that with the current parameter values, the ejection chain has a worsening
e ect on the solver. To allow the ejection chain process to succeed in some runs, a more permissive
value of 50 was selected. This compromise enables the chain to nish successfully while still controlling
the potential increase in penalty.
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Figure 5.7: Parameter tuning RuinRecreateEC on the maximum penalty increase per shift unassignment during the chain.

Figure 5.8: Parameter tuning RuinRecreateEC on the maximum penalty percentage increase of the roster compared to the
pre-ejection chain roster.

Number of shifts unassigned and maximum depth:

The next parameter tuned is the number of shifts to unassign during the ruin operations, denoted as k
in Algorithm 2. This is a key parameter, as the previous parameters ensured that the chain does not
substantially worsen the roster, while k controls the extent of change introduced to the roster. A baseline
value of 10 was chosen, as unassigning 10 shifts produces a large change without completely altering
the roster. The following parameter tuned was the maximum depth of the ejection chain, denoted as n
in Algorithm 2. Since both parameters are closely related they were tuned in sequence. As the goal is
to su ciently explore di erent regions of the search space without fully altering the current roster, a
baseline depth value of 5 was selected.

While both parameters in uence the scale of modi cations, their e ects are distinct, as reducing the
number of unassigned shifts per step limits the possible reassignments available, which is not equivalent
to simply increasing the chain depth. The impact of these parameters on the penalty is shown in
Figures 5.9 and 5.10. The values that yielded the best results are the maximum chain length of 5,
and a maximum of 5 shift unassignments per ruin step. Unsurprisingly, the maximum number of
unassignments per move shows lower penalties when set lower. Once again, this is due to the solver
performing better without the intervention of the chain. Surprisingly, this trend did not extend to the
maximum chain depth, as the depth of 5 outperformed both higher and lower depths. This suggests
that when using the parameter con guration found so far, the chain may have positive impact.
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Figure 5.9: Parameter tuning RuinRecreateEC on the maximum number of shifts to unassign in each ruin step of the chain.

Figure 5.10: Parameter tuning RuinRecreateEC on the maximum allowed depth.

Frequency of executing chain:

The nal parameter tuned is the number of local neighbourhood moves attempted between each iteration
of the ejection chain. Unlike the other ejection chains, which can only be executed when the roster
meets a speci ¢ criteria, RuinRecreateEC can be invoked at any point. This parameter decides when to
execute the chain, greatly in uencing the solver's performance. The baseline value chosen is to execute
the chain every 500 000steps, allowing the chain to be executed approximately 3-4 times during the 10
minute run time. This frequency should provide su cient opportunities to search the current search
space region before moving to a next region using the chain. The e ect of varying this parameter on the
penalty is illustrated in Figure 5.11. The best results were achieved by executing the ejection chain every
250 000local search moves.

Tuning results for the frequency of running RuinRecreateEC further supports that the chain has a
positive impact on average penalties with the current parameter con guration. As executing the chain
every 250 000steps results in a lower average penalty than every 500 000steps.

Figure 5.11: Parameter tuning RuinRecreateEC on the number of moves in between each chain execution.
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Table 5.7 shows the baseline and nal parameter values for RuinRecreateEC.

Table 5.7: The nal parameter con guration for the RuinRecreateEC based on the parameter tuning experiments. The rst row, the
baseline, shows the values used as baseline for tuning the other parameters.

Ejection Max Penalty Increase Max Penalty Increase Max .Number of Max Number of Steps
Chain Type per Unassignment per Chain (%) Unassgnments per Depth Bgtween TWO
Ruin Step Chain Executions
Baseline N/A 20 10 5 250000

RuinRecreateEC 100 50 5 5 250000




Experiments and Results

This chapter describes the experiments conducted to answer the research questions. We start by
explaining the experiment settings in Section 6.1. Section 6.2 discusses the nal results of the ejection
chains on the instances from the rst hospital. Afterwards, Section 6.3 discusses the breakdown of
the penalty structure from the various soft constraints. Section 6.4 summarises the impact on the nal
penalty for the instances from the second hospital. Section 6.5 shows how the penalty changes over time
for the di erent chains. Afterwards, we show the nding of a signi cance test in Section 6.6. We address
the research questions in Section 6.7. Lastly, the research limitations are described in Section 6.8.

6.1. Experimental Settings

The ejection chains are evaluated on instances from real nurse rostering problems at two di erent Dutch
hospitals. For the rst hospital, we have instances from June 2024 from two di erent departments.
The rstis from the Gastroenterology department, while the second is from the Coronary Care Unit
department. For the second hospital, we used instances from April, May and June 2024 from three
di erent departments. The characteristics and abbreviations of these instances are shown in Table 5.1.
All experiments were conducted on an Intel(R) Xeon(R) Gold 6146 CPU @ 3.20 GHz processor with 8
GB of RAM. The project was developed using .NET Framework 4.8. Some experiments were performed
on instances from the rst hospital, while others were conducted on instances from the second hospital.
Moreover, certain experiments ran for 10 minutes, while others were run for 30 minutes. Each of the
following experiments speci es the settings it used.

6.2. Comparison

Settings: This comparison was conducted on instances from the rst hospital using ten 10-minute runs
and ten 30-minute runs.

The experiments evaluated the solver without the ejection chain, and with each of the 3 ejection chains
(using four search methods for InfeasibleEC). The nal penalties after the ten 10-minute runs for VPA
and CCU are presented in Figures 6.1 and 6.2 respectively, while the corresponding results after 30
minutes are shown in Figures 6.3 and 6.4.

After 10 minutes, the average penalty on the VPA instance is lowest when using the InfeasibleEC
with DFSN. Furthermore, InfeasibleEC that utilizes either DFS or DFSF also yields lower average
penalties compared to not using any ejection chain. On the other hand, EmulateEC, RuinRecreateEC and
InfeasibleEC with BFSN all result in higher average penalties than the con guration without an ejection
chain.

The results for the CCU instance are comparable to those observed for the VPA instance, except for
InfeasibleEC BFSN that performed much better on the CCU instance. As shown in Figure 6.2, the
best performing algorithm is InfeasibleEC DFSF. For CCU, all four search methods for InfeasibleEC
result in lower average penalties than the solver without an ejection chain, while both EmulateEC and

41
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RuinRecreateEC have higher average penalties.

Figure 6.1: Running all ejection chains for 10 mins on the VPA instance.

Figure 6.2: Running all ejection chains for 10 mins on the CCU instance.

In contrast, the results of the ten 30-minute runs for both VPA and CCU instances di er substantially
compared to the 10-minute runs. InfeasibleEC with DFSN, which performed best after 10 minutes,
produced the worst average penalty after 30 minutes. Its average penalty is 7 850, while all other
methods have achieved average penalties, between805and 815
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For the CCU instance, InfeasibleEC with DFSN once again has achieved the best performance, yielding
an average penalty of 213 333 The other ejection chains produced similar average penalties, with
the exception of RuinRecreateEC, which exhibited a substantially higher mean penalty. Notably,
RuinRecreateEC was unable to generate rosters that satisfy all joker requests within the 30-minute time
limit on two occasions. Consequently, its average is not shown in Figure 6.4, as itis a lot higher than
225 000 This outcome was unexpected, given that RuinRecreateEC consistently found rosters that
adhered to the joker requests within the shorter, 10-minute runs.

A possible explanation is that RuinRecreateEC changes the roster more extensively compared to the
other ejection chains. It is primarily used to diversify the search, but this comes at the expense of
intensifying exploration within the current region of the search space. As a result, the algorithm may
not su ciently explore the current areato nd a roster that satis es all joker requests, since the search is
frequently redirected to new regions.

Figure 6.3: Running all ejection chains for 30 mins on the VPA instance.
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Figure 6.4: Running all ejection chains for 30 mins on the CCU instance.

6.3. Soft Constraints Analysis

Settings: This experiment was conducted on instances from the rst hospital using ten 10-minute runs.

To answer RQ1, we gained deeper insights into the sources of the penalties, by analysing the impact of
the di erent chains on the soft constraint violations. Tables 6.1 and 6.2 present the average breakdown
of penalties for the various soft constraints after ten 10-minute runs on both the VPA and CCU instances,
respectively.

For the VPA instance, nearly half of the total penalty arises from violations to the coverage requirements,
with coverage penalties consistently ranging between 480and 500across all methods. Notably, the
InfeasibleEC using DFSN achieved the lowest total penalty ( 11394) and produced the smallest overtime
hours spread penalty (76+8). Although overtime hours spread penalties contributed less to the total
penalty, it remained steady at around 75 100in all con gurations. Importantly, penalties associated
with coverage spread and employee requests are negligible (all zero) for all methods, indicating e ective
satisfaction of these soft constraints within the given computation time.

In contrast, the penalty breakdown for the CCU instance reveals a very di erent structure, with a much
larger average penalty. Here, the penalty is dominated by violations of the preference of consecutive
days o (with a minimum around 200 000for all con gurations) as well as by preference of consecutive
shifts on (with a minimum around 12 000Q.

These penalties mainly arise from the same group of employees who were on extended leave. For
example, one employee prefers 2 consecutive days o, but has also requested consecutive 23 days o
(possibly for holiday) during the scheduling period. This results in a penalty of 123 202 100= 44 100
Although this penalty increase is not ideal, it is constant across all solvers and therefore does not a ect
their comparative evaluation.

The coverage penalty for the CCU instance is substantially lower, and consistently close to 0, indicating
that nearly all required shifts are being covered. Similar to the VPA instance, the coverage spread and
requests penalty are always negligible. However, the overtime hours spread is higher, generally ranging
between 500and 600for most methods, except for RuinRecreateEC, which stands out with a penalty of
740
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Main Takeaways: No clear pattern has emerged linking the use of ejection chains to improved satisfaction
of speci c soft constraints.

Table 6.1: The division of the penalty for di erent soft constraints. Shows the average of ten 10-minute runs on the VPA instance.

. n i hif n ive D
Total Coverage Coverage Overtime Hours Requests Consecutive Shifts  Consecutive Days

Ejection Chain on Preference o Preference
Penalty Penalty Spread Penalty Spread Penalty Penalty Penalty Penalty
No Ejection 1150.2 495.6 0 77.2 0 232.3 345.2
Chain
InfeasibileEC - DFS 1139.4 495.6 0 76.8 0 225.3 341.7
No Backtrack
InfeasibileEC - BFS 1171.0 492.2 0 101.4 0 233 344.4

No Backtrack

InfeasibileEC - DFS 1145.6 483.3 0 97.8 0 224.7 339.8

InfeasibileEC - DFS

Until Feasibility 1144.2 494 .4 0 83.6 0 225.6 340.7
EmulateEC 1164.3 496.7 0 81.3 0 238.1 348.2
RuinRecreateEC 1166.4 488.9 0 93.3 0 233.6 340.7

Table 6.2: The division of the penalty for di erent soft constraints. Shows the average of ten 10-minute runs on the CCU instance.

Consecutive Shifts  Consecutive Days

Ejection Chain Total Coverage Coverage Overtime Hours Requests on Preference o Preference
Penalty Penalty Spread Penalty Spread Penalty Penalty Penalty Penalty
No Ejection 217212.0 50 0 512.0 0 14137.7 202512.0
Chain
InfeasibileEC - DFS 216301.7 125 0 526.8 0 13650.0 202112.0
No Backtrack
InfeasibileEC - BFS 216073.3 0 0 535.8 0 12662.5 202875.0

No Backtrack

InfeasibileEC - DFS  217252.8 0 0 602.8 0 13975.0 202675.0

InfeasibileEC - DFS

Until Feasibility 216026.5 50 0 537 0 13150.0 202287.5
EmulateEC 219136.3 42.9 0 536.3 0 15585.7 202971.4
RuinRecreateEC ~ 217682.0 14.3 0 740.0 0 14171.0 202757.0

6.4. Instances from the Second Hospital

Settings: This experiment was conducted on instances from the second hospital using ten 10-minute
runs and ten 30-minute runs.

To address RQ2, we need to analyse the impact of the chains on additional instances, and examine its
robustness. We evaluated the roster penalties generated by di erent ejection chains on eight additional
instances from a second hospital. Tables 6.3 and 6.4 report the average nal penalties after 10 and 30
minutes of solver runtime, respectively.

After 10 minutes, the solver without an ejection chain achieved the lowest penalty on 3 out of 8 instances,
speci cally O5, T4 and T5. No other con guration outperformed the others on more than 2 instances.
The InfeasibleEC variant utilizing BFSN achieved the lowest penalty on 2 instances (V4 and V5). Similarly,
RuinRecreateEC produced the lowest average penalties on 2 instances (04 and O6). Lastly,InfeasibleEC
using DFSN yielded the best result on instance T6.



6.5. Convergence Rate 46

The results after 30 minutes di er notably. Two solver con gurations each achieved the lowest average
penalty on 3 instances. InfeasibleEC with DFSN, obtained the lowest average penalties for T4, V4 and V6.
Meanwhile, RuinRecreateEC produced the lowest average penalties for O5, O6 and T6. Additionally,
EmulateEC had the lowest average penalty on O4, and InfeasibleEC with BFSN produced the lowest
average penalty on T5. It is important to highlight that after 30 minutes, the solver without any ejection
chain did not produce the best penalty on any of the eight instances.

Main Takeaways: No ejection chain consistently outperformed the solver without ejection chains across
all instances, but the solver without ejection chains did not achieve the lowest average penalty in the
30-minute runs on any instance.

Table 6.3: Average penalty of ten 10-minute runs for the solver with di erent ejection chains on the instances from the second

hospital
Ejection Chain o4 05 06 T4 T5 T6 V4 V6
NOCEAZ?;'O” 143401.6 1227707 108874.6 158456.0 17489.9 169752 38928.4  76477.4

InfeasibileEC - DFS
No Backtrack

InfeasibileEC - BFS
No Backtrack

143530.8 123005.3  108430.6 158701.7 17502.216823.5 38763.3 76378.8

143606.9 123177.8  108047.0 158593.2 17587.4  16986.88536.0 76321.0

InfeasibileEC - DFS ~ 143601.9 123102.4  108406.0 158665.4  17501.0 16943.7 38941.7 76559.4

InfeasibileEC - DFS
Until Feasibility

143540.0 123010.3  108142.3  158607.6  17529.2  16911.3 38850.3 76252.4

EmulateEC 143261.1 123152.0 108082.1 158698.4 17521.7 17069.1  39117.9 76551.9

RuinRecreateEC 143141.3 123065.6 107963.9 158588.5 17555.8 17069.1 38658.8 76543.6

Table 6.4: Average penalty of ten 30-minute runs for the solver with di erent ejection chains on the instances from the second

hospital.
Ejection Chain o4 05 06 T4 T5 T6 V4 V6
NOCEAZ?:]'O” 1393995 119934.3 104549.0 157916.6 17038.2 16711.1 37521.6  75699.3

InfeasibileEC - DFS
No Backtrack

InfeasibileEC - BFS
No Backtrack

139889.1 119621.9  104871.1 157911.4 170435 16697.7 37140.2  75403.4

139737.0 119671.4  104788.0 157930.516980.6 16689.9  37349.1  75551.7

InfeasibileEC - DFS ~ 139653.6 119729.2 104890.5 157951.9 17057.0 16728.8  37527.1  75834.8

InfeasibileEC - DFS
Until Feasibility

139619.8  119638.9  104826.9  158003.5 17063.1 16763.5 37640.2  75740.6

EmulateEC 139277.6 119677.5 104630.3 157914.5 17024.1 16664.0 37538.6  75647.3

RuinRecreateEC 1393725 119549.1  104412.1 157940.9 17002.5 16660.5 37704.9  75667.7

6.5. Convergence Rate
Settings: This experiment was conducted on instances from the rst hospital using ten 30-minute runs.

To answer RQ3, we need to examine the relationship between the penalty of the roster and the solver
running time. We have previously looked at the penalties of the chains on the nal penalties after 10,

and after 30 minutes. But to answer the question, we need to look at the evolution of the roster's penalty
throughout the runs, by keeping track of the roster's penalty whenever a swap was accepted. The
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progression of the roster's penalty is illustrated for the VPA instance in Figures 6.5 and 6.6, and for the
CCU instance in Figures 6.7 and 6.8. Figure 6.6 focuses on penalties for VPA afterl00seconds, while
Figure 6.8 shows penalties on CCU starting from 600seconds onward.

For the VPA instance, the solvers quickly nd rosters that satisfy all joker requests (which have an
extreme weight), leading to a rapid initial drop in penalty, with convergence occurring near zero. After
this early phase, the performance di erences between the various ejection chain con gurations and the
version without an ejection chain, become negligible. The one notable exception is for InfeasibleEC that
uses DFSN. Initially, this con guration performs comparably, even slightly better than others, but after
around 750seconds, it begins to reduce the penalty at a slower rate than the other solvers.

In contrast, the change in penalty over time on the CCU instance is substantially di erent. All solver
con gurations take considerably longer to produce rosters that satisfy all joker requests. Furthermore,
RuinRecreateEC failed to achieve such a roster within the 30-minute runtime in 2 di erent occasions,
and thus RuinRecreateEC was excluded from the visualizations. As shown in Figure 6.8, the penalties
among the di erent con gurations remain distinguishable throughout the run. While all methods
continue to improve gradually, the rate at which they reduce penalties is relatively consistent. Notably,
InfeasibleEC with DFSN (the solver which achieved the worse on VPA) consistently outperforms the
other solvers after 750 seconds. Meanwhile,EmulateEC performs the worst overall, maintaining the
highest penalty throughout.

Main Takeaways: No ejection chain demonstrated the ability to nd improved rosters faster. Further-
more, InfeasibleEC with DFSN appeared to slow down the process of nding better rosters.

Figure 6.5: Average penalty of ten runs on the VPA instance throughout the running time.



6.5. Convergence Rate

48

Figure 6.6: Average penalty of ten runs on VPA instance throughout the running time, showing from 100 seconds onwards.

Figure 6.7: Average penalty of ten runs on the CCU instance throughout the running time.
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Figure 6.8: Average penalty of ten runs on the CCU instance throughout the running time, showing from 600 seconds onwards.

6.6. Signi cance Test

To assess the impact of adding ejection chains to the solver, we tted a linear mixed-e ects model to
compare the average penalty obtained on the 8 instances from the second hospital. We have opted for
linear mixed e ect model, as it allows to account for all runs and instances while incorporating the
random e ect of instance variability.

The alpha level was setto = 0405 We decided to test the signi cance only on the additional instances
and on the 30 minute runs, since the tuning was not done on those instances. This approach ensures that
we evaluate whether any of the ejection chains signi cantly improves performance on unseen instances.
Furthermore, testing on 30 minute runs is a more realistic usage scenario.

The penalty is modelled as follows:

penaltysg:: ol g ECgl 191 &g9. (6.2)

Where i is the index of the ejection chain method used. j is the index of the instance. kis the index of the
run. goistheintercept. gisthe estimated xed e ect of the solver with ejection chaini. 19 # 10— 50 is

the random intercept capturing variation between instances. &g:. # 10— °is the residual error.

The null Hypothesis is:
o. g 0O forallsolvers 8

and the alternative hypothesis is:
1:98 g5 0

This tests whether any ejection chain results in a statistically signi cant reduction in the average penalty
compared to the baseline solver.

The results of the test are found in Table 6.5. None of the ejection chains have a p-value below 005,
therefore we cannot reject the null hypothesis. This means there is insu cient evidence to conclude that
any of the ejection chains signi cantly reduce the average penalty compared to the baseline solver.
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Table 6.5: Results of the signi cance test using a linear mixed e ects model to assess whether any of the ejection chains lead to a
signi cant improvement on instances from the second hospital on 30-minute runs.

Ejection Chain p-value s it Signi cant?
InfeasibileEC - DFS

No Backtrack 0.302 No
InfeasibileEC - BFS
No Backtrack 0.423 No
InfeasibileEC - DFS  0.949 No
InfeasibileEC - DFS
Until Feasibility ~ 0-9%3 No
EmulateEC 0.142 No
RuinRecreateEC 0.106 No

6.7. Addressing the Research Questions

This section will answer the three sub research questions in Sections 6.7.1 to 6.7.3, as well as the main
research question in Section 6.7.4.

6.7.1. Research Question 1

How do di erent types of ejection chains di er in their impact on solution quality for nurse rostering?
Considering a 10 minute run time on the VPA and CCU instances (the settings which the chains
were tuned) the addition of some ejection chains resulted in a modest penalty reduction. Speci cally,
InfeasibleEC combined with DFSN and DFSF demonstrated substantial decrease in penalty, having
a lower 75th percentile penalty than the 25th percentile of the baseline solver. Other ejection chains
showed variable results across the two instances or average penalties similar to the baseline solver.

EmulateEC achieved a higher average penalty for both VPA and CCU, while RuinRecreateEC produced a
slightly lower penalty on CCU but a higher penalty on VPA. Analysis of penalties across soft constraints
revealed a similar breakdown across all solvers, with none demonstrating substantial improvement
on any speci ¢ soft constraints. Notably, InfeasibleEC with DFS was the only algorithm to achieve the
lowest penalty on a soft constraint for both VPA and CCU instances, hamely the coverage constraint.
However, even in this case, it was a minute reduction compared to the other solvers.

Answer: Overall, none of the ejection chains with their various search methods yielded substantial
improvements in solution quality for nurse rostering.

6.7.2. Research Question 2

How robust is the impact of ejection chains across di erent nurse rostering instances?

The primary limitation of InfeasibleEC is its lack of generalizability, both across additional instances
and even when extending the solver's runtime. This limitation becomes clear when examining the

average penalties for additional instances at both the 10 and 30 minute runs: no chain substantially or
consistently reduced penalties and no chain yielded a lower penalty than the baseline solver for all eight

instances.

In contrast, both EmulateEC and RuinRecreateEC demonstrated a better capacity to generalise to new
instances. For example, after 30 minutes, both solvers achieved lower average penalties than the baseline
solver on 6 out of the 8 instances from the second hospital, although they both performed worse on
CCU and VPA. However, a statistical signi cance test indicated insu cient evidence to con rm that any

of the chains signi cantly reduced penalties across the instances.

Answer: InfeasibleEC lacks the ability to generalise to new instances, whereas both EmulateEC and
RuinRecreateEC show potential to generalise to new unseen instances.

6.7.3. Research Question 3
How do ejection chains in uence the progression of the solution quality as the solver runs?
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For EmulateEC, RuinRecreateEC and InfeasibleEC, with the exception of DFSN, there is no substantial
di erence in how the ejection chains a ect the speed of nding better rosters. On the VPA instance,
di erences in roster penalties over time across the di erent chains are di cult to distinguish. Similarly,

on the CCU instance, all solvers display a very similar rate of nding better rosters.

One exception occurs when running the InfeasibleEC with DFSN on the VPA instance: improved roster
are found slower. Since this con guration spends the most time executing InfeasibleECs, this suggests
that spending excessive time on InfeasibleECs worsens the solver, perhaps because it reduces the time
spent on other parts of the solver. While this con guration achieved the lowest penalty after 100 seconds,
its speed of nding better rosters was slower for the remainder of the run, resulting in the worse average
penalty after 1800 seconds.

Answer: InfeasibleEC with DFSN, appears to slow down the pace at which better rosters are found,
whereas the other ejection chains did not demonstrate any improvement in solution progression.

6.7.4. Main Research Question
How do ejection chains impact the quality of rosters produced by a commercial nurse scheduling solver?

InfeasibleEC showed an ability to improve the quality of rosters when tuned on the instances and
solver run time it was tested on. However, this approach is impractical in real world scenarios, where
solvers need to generalise to unseen instances. Due to its limited generalisability, InfeasibleEC did not
signi cantly reduces the penalties compared to the baseline solver across the new instances. Furthermore,
when substantial time was dedicated to the chains, the results showed a risk of lowering the speed of
nding better roster. Lastly, InfeasibleEC did not show substantial impact on penalties related to speci ¢
soft constraints.

EmulateEC failed to improve roster quality in the settings it was tuned on. On the other hand, it showed

a better potential to generalise, as its performance, relative to the baseline, was better on the unseen
instances than on the seen instances. However, its reduction of penalty was not statistically signi cant,
nor did it substantially improve any speci ¢ soft constraint penalties.

RuinRecreateEC exhibited similar conclusions to EmulateEC . It did not show improvements under its
tuning conditions, but demonstrated an ability to achieve better results on unseen instances. Like the
others, RuinRecreateEC did not impact speci ¢ soft constraint penalties or accelerate the progression
toward better rosters. A notable drawback was its occasional failure to satisfy all joker requests, which
occurred twice after running the solver for 30 minutes.

6.8. Research Limitations

This study examined the impact of adding di erent ejection chains to a simulated annealing solver. The
parameter con guration chosen for the study was based on limited experimentation, involving only two
instances and testing only a small number of parameter values. Additionally, each con guration was
evaluated using just 10 runs, reducing the con dence in the superior parameter value. Furthermore,
the sequential greedy tuning strategy employed did not explore the relationship between di erent
parameters, although the parameters are interconnected. All these limitations resulted in potentially
not identifying optimal parameter con gurations.

The results clearly illustrate considerable variability in solver performance from one run to the next.
Even when using the same parameter con guration and instance, there was a large variance in the nal
penalty. Conducting more than 10 runs per con guration would have given a better understanding
of the impact by reducing the in uence of randomness. This could be further improved by testing on
additional instances. The current study only examined 10 instances from only 5 departments and two
hospitals. Given the notable di erences between instances from di erent hospitals and departments,
using more hospitals and departments would result in a more comprehensive evaluation of the e ects
of the ejection chains.

Although signi cance testing indicated no statistical signi cant reduction in penalty, small di erences

in penalties were observed. These small changes in penalties also made it di cult to tune correctly and
nd good ejection chain con gurations. The di erences could be attributed to randomness of the solver,
or that some ejection chains are more e ective when used on certain instances. This may depend on the
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speci ¢ hard and soft constraints, and overall instance characteristics. Meaning there is a limitation
regarding if ejection chain works better on some scenarios compared to others.

Another limitation is that the experiments were conducted only on 10- and 30-minute solver runtimes.
Since the solver needs to run once a month for each department, allowing it to run for longer periods is
reasonable. Therefore, experimenting with extended runtimes could yield valuable insights.



Conclusion

This chapter starts with a summary of the research in Section 7.1. Afterwards, Section 7.2 describes
possible future research.

7.1. Summary

Nurse rostering is a NP-hard problem that directly in uences sta satisfaction and as a result service
quality [16]. Although prior research has demonstrated the potential of ejection chains, their e ectiveness
in real-world applications remains underexplored. It is important to investigate whether these bene ts
extend to practical improvements of a commercial nurse scheduling solver.

This study addresses the research question:How do ejection chains impact the quality of rosters produced by
a commercial nurse scheduling solver?

To this end, we implemented and evaluated three di erent ejection chains: InfeasibleEC, EmulateEC, and
a novel approach, RuinRecreateEC.

InfeasibleEC, introduced by Kingston [12], explores the search space that includes infeasible rosters by
allowing temporary violations of hard constraints. It activates when a low-penalty roster contains a
single hard constraint violation. It attempts to repair this violation through a sequence of local moves.
Each move resolves the current violation but may introduce another. To e ectively navigate the infeasible
search space, we developed four search strategies: DFSN, BFSN, DFSF, and DFS. Our implementation
di ers from Kingston's original work by targeting a distinct nurse rostering problem formulation and
extends it through the integration of multiple search strategies, and synthetic constraints.

EmulateEC, proposed by Cortuis et al. in [8], replicates human schedule planners' strategy. It improves
the penalty associated with one nurse by performing a vertical swap that worsens another's penalty.
This chain proceeds through a sequence of swaps where each swap improves the penalty of the nurse
adversely a ected by the previous swap, while potentially increasing the penalty of a di erent nurse. A
swap is accepted only if the resulting roster penalty is lower than the best found so far, disregarding the
penalty increase experienced by the nurse just a ected. We extended EmulateEC by adapting it to a
di erent problem formulation.

Our study advances both the works of Curtois et al. [22] and Kingston [12], by exploring the e ects
of various parameter settings on ejection chain functioning, analysing their in uence on di erent soft
constraint violations, and assessing their in uence on nding better rosters faster.

Lastly, we proposed a novel ejection chain approach called RuinRecreateEC. This method applies
multiple small ruin and recreate operations. Each ruin operation greedily unassigns ve shifts, which is
followed by the recreate operation which greedily assigns shifts. Both operations choose shifts based on
penalty change. To the best of our knowledge, no previous research has explored chaining multiple
smaller ruin and recreate steps for NRP in this manner.

53
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We evaluated the impact of these chains when integrated to a simulated annealing solver. Initial
experiments on tuning instances with 10- and 30-minute runtimes showed that some InfeasibleEC
search strategies were capable of reducing average penalties. We analysed the penalty components
corresponding to each soft constraint violation, but no clear pattern emerged. Moreover, there was no
improvement observed in the speed of nding better rosters by adding ejection chains. Lastly, testing on
additional instances demonstrated minor penalty reductions for certain chains, but these improvements
were not statistically signi cant.

In conclusion, incorporating ejection chains into a commercial nurse scheduling solver did not signi -
cantly improve the quality of the rosters produced.

7.2. Future Work

This study examined three di erent ejection chains, however there are many additional approaches to
further develop and analyse these chains. The following examples highlight potential areas of future
research regarding these ejection chains:

Additional repair types for InfeasibleEC:  One area where this and previous research on Infeasi-
bleEC is limited, concerns the generation of repairs. Conducting systematic experiments on repair
generation could improve our understanding of their workings. This includes experimenting
with di erent types of swaps for the repairs, rather than only vertical swaps, as well as using
swaps involving longer block lengths instead of restricting swaps to block size one. Moreover,
considering repairs that address combinations of two or more hard constraint violations could
provide further insight.

Additional parameters: There were several additional parameters for each ejection that could have
been tuned, but were not due to time limitations. For InfeasibleEC, these include parameters such as
the neighbourhood structures that can start a chain and a maximum number of repairs attempted
on each infeasible roster before concluding the chain as unsuccessful. Potential parameters for
EmulateEC include the maximum block lengths for swaps both at the start of the chain and during
the chain. Similarly, for RuinRecreateEC, possible parameters for tuning include the sorting criteria
used to select shifts, such as the criteria used by Faasse [9] for creating the initial roster.

Di erent ruin and recreate approaches: There exist multiple di erent approaches to apply ruin
and recreate, such as the approaches described in Section 3.2. FdRuinRecreateEC, exploring these
di erent approaches would be valuable. For instance, the ruin step can unassign shifts from a set
of nurses or days, or based on the number of steps passed since that shift was assigned. For the
recreate step, reassignment could be done though mathematical optimization or sequentially by
considering them in an order found by Faasse [9]. Further research should also investigate the
isolated impact of ruin and recreate operations when integrated into commercial nurse rostering
solvers, when it is not part of an ejection chain.

Di erent criteria for executing RuinRecreateEC:  One limitation of RuinRecreateEC is not
consistently satisfying all joker requests on the CCU instance during the 30-minute runs. One
possible explanation is that the chain did not allow the solver to intensify su ciently, as it was
executed too frequently and diverted the search to di erent regions of the search space. Thus,
direction for future research is to experiment with alternative criteria for executing the chain,
aiming to better balance intensi cation and diversi cation. For example, the chain could be
triggered only after a certain number of consecutive moves fail to improve the best roster, or only
after all joker requests have been satis ed.

Combining the ejection chains: An interesting avenue for future research is analyzing the impact
of incorporating multiple types of ejection chains simultaneously into the solver. Since each of
the three ejection chains executes under di erent circumstances, it is possible to combine two or
even all three chains within the solver. Investigating these combinations reveal whether they can
collectively improve solver performance.

More comprehensive tuning: As discussed in Section 6.8, one constraint of this study was the
limited parameter tuning. Due to time restrictions, a sequential greedy tuning algorithm was
employed. Consequently, we have limited insight into the interactions between the di erent
parameters, neglecting these interdependencies may have prevented us from identifying parameter
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combinations that perform well together. Thus, itis bene cial to further research these interactions
between the parameters.

Implementation e ciency:  Another limitation concerns the e ciency of the ejection chains
implementation. Improving the implementation could provide a clearer assessment of their
impact, as the observed lack of performance may be partly due to ine ciencies. This is particularly
evident for RuinRecreateEC, where each chain execution requires substantial computation time.
Finding faster methods to select shifts for assignment or unassignment, or improving the speed of
calculating penalty changes, would meaningfully accelerate the chain.

Another promising area for further research is the relaxation of hard constraints. This technique allows
the solver to treat hard constraints as soft constraints with large penalties, enabling the exploration of
infeasible rosters, while still guiding the solver toward feasibile solutions. Previously, this approach
was applied to the ruin and recreate operation in [17], but e ectively adapting it for NRP solvers in
real-world settings requires additional investigation.

Given that InfeasibleEC showed some improvements (on the instances and run time it was tuned on) but
lacked generalizability, relaxing hard constraints might o er a more robust alternative. Both approaches
facilitate exploration through infeasible rosters. However, unlike InfeasibleEC, which requires a repair
generator for each hard constraint, hard constraint relaxation only requires an appropriate penalty for
each violation. Consequently, this method may generalize better, as it is less dependent on the speci cs
of each individual constraint.

An additional technique that represents a worthwhile research topic is periodic restarts. Although,
the lack of impact of the initial solution on the nal solution found in the thesis by Faasse [9] poses
challenges for restarts, clever strategies may still improve the solver's performance. For example,
retaining information learned previously, such as estimating a tness function that maps assignments
to utility, could help guide the search towards high-quality search regions more quickly after restarts.

This work presents a detailed study on the use of ejection chains for solving a real-world nurse rostering
problem (NRP). We adapted and optimised two ejection chains from literature and proposed a novel
ejection chain approach. Our empirical evaluation on real data from two Dutch hospitals, indicated that
adding ejection chains into the ORTEC solver improves roster quality, although we did not observe a
statistically signi cant decrease in penalty. Given that InfeasibleEC showed promise in nding better
rosters by exploring infeasible solutions but lacked generalisability, | recommend further research into
hard constraint relaxation. This alternative also explores infeasible regions of the search space but is
less dependent on speci ¢ instances and hard constraints.
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Additional Parameter Tuning Results

This appendix contains the results of the parameter tuning on EmulateEC and InfeasibleEC with the
search methods of BFSN, DFSF and DFS.

Figure A.1: Parameter tuning EmulateEC on which roster to compare with. CPE indicates the runs where the current roster was
compared to pre-ejection chain roster. CB indicates the runs where the current roster was compared to best roster found so far.

Figure A.2: Parameter tuning EmulateEC on which tabu list to use.
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Figure A.3: Parameter tuning EmulateEC on the maximum allowed depth.

Figure A.4: Parameter tuning EmulateEC on the maximum allowed time per ejection chain.

Figure A.5: Parameter tuning InfeasibleEC with BFSN on which roster to compare to. CPE indicates the runs where the current
roster was compared to pre-ejection chain roster. CB indicates the runs where the current roster was compared to best roster
found so far.

Figure A.6: Parameter tuning InfeasibleEC with BFSN on which tabu list to use.
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