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Glue laminated timber column 260 x 100 mm
Curtain wall with timber finish
Steel connection fins
Structural plank (Accoya)
Aluminium rail
Moving bifold timber panels (Accoya)

Glue laminated timber beam (pine)
800 mm x 260 mm
Stiff timber element:
 Plywood 10 mm (pine)
 Timber beam 140 mm x 38 mm
 Pavatherm woodfiber insulation 
 120 mm
Glue laminated timber column (pine)
500 mm x 260 mm
Curtain wall with timber finish
Rain water drainage
Glue laminated timber beam, interior (pine)

Glue laminated timber column (pine)
500 mm x 260 mm
Curtain wall with timber finish
Steel bolted column-foundation connection
Rain water drainage
Insulated prefab toe board 
Steel L-profile
Floor (heating/cooling):
 Floated concrete floor (screed) 
 60 mm
 Mass layer 10 mm
 Fermacell dry elements
 Foil 0.2 mm
 Concrete floor slab
 EPS insulation 120 mm  
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Moving bifold timber panels (Accoya)
Curtain wall with timber finish
Steel connection fins
Structural beam (Accoya)
Aluminium rail
Timber structural column 260 x 100 mm 
Steel L-profile
Existing tamped concrete floor 120 mm
Steel angle-profile
Prefab concrete floor slab
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