(51) International Patent Classification:
B66W 40/02 (2006.01)
B66W 50/08 (2006.01)

(21) International Application Number:
PCT/JP2008/068135

(22) International Filing Date:
30 September 2008 (30.09.2008)

(25) Filing Language:
English

(26) Publication Language:
English

(71) Applicants (for all designated States except US): NISSAN MOTOR CO., LTD. [JP/JP]; 2, Takara-cho, Kanagawa-ku, Yokohama-shi, Kanagawa, 2210023 (JP);
DELT UNIVERSITY OF TECHNOLOGY [NL/NL]; Mekeleweg 2, 2628 CD Delft (NL);
ENTROPY CONTROL, INC. [US/US]; 7945 Avenida Krijah, La Jolla, California, 92037 (US).

(72) Inventors: and

(75) Inventors/Applicants (for US only): MULDER, Mark
ABBINK, David.
VAN, PAASSEN, Rene
MULDER,
Max.
VAN DER HELM, Frans
BOER, Erwin, R.
TAKADA, Yuji

(74) Agents: MIYOSHI, Hidekazu et al.; Toranomon Kotobin-
ta Tower, 2-8, Toranomon 1-chome, Minato-ku, Tokyo 1050001 (JP).

(54) Title: SYSTEM PROVIDED WITH AN ASSISTANCE-CONTROLLER FOR ASSISTING AN OPERATOR OF THE SYSTEM, CONTROL-OPERATION ASSISTING DEVICE, CONTROL-OPERATION ASSISTING METHOD, DRIVING-OPERATION ASSISTING DEVICE, AND DRIVING-OPERATION ASSISTING METHOD

(57) Abstract: A target-travel-path generating circuit calculates a target travel path along which the controlled object can travel in the future from the current controlled object position, an ideal control-signal calculating circuit calculates a control profile S to travel along the target travel path P, and a difference calculating circuit calculates a difference δ between the ideal control magnitude S and a current control magnitude S. An operation system assistance controller controls the operation system based on the magnitude of the calculated difference δ to assist the operation control of the operator, the control-operation-state of the operator, the environment-state, and the required operation-precision. Accordingly, it is possible to provide the operation with control operation assistance that is a function of the magnitude of the difference δ from an ideal control state, the control-operation-state of the operator, the environment-state, and the required operation-precision, and thus, a control-operation assistance control can be outputted that is suitable for the conditions that characterize the state of the operator, the environment, and the controlled object.
DESCRIPTION

SYSTEM PROVIDED WITH AN ASSISTANCE-CONTROLLER FOR
ASSISTING AN OPERATOR OF THE SYSTEM,
CONTROL-OPERATION ASSISTING DEVICE,
CONTROL-OPERATION ASSISTING METHOD,
DRIVING-OPERATION ASSISTING DEVICE,
AND DRIVING-OPERATION ASSISTING METHOD

Field of Art

The present invention relates to a control-operation assisting
device that assists a control operation of an operator for a controlled
object and a control-operation assisting method.

Background Art

Conventionally, as disclosed in Japanese Patent Application
Laid-open No. H9-156528, there has been known a vehicle-operation
assisting device that detects an advancing-direction azimuth angle of a
vehicle and a tangential-direction azimuth angle of a road on which the
vehicle travels and generates a steering torque in an orientation toward
which a deviation between the detected advancing-direction azimuth
angle and tangential-direction azimuth angle is decreased, thereby
generating a steering force in a direction in which the vehicle is not
departed from the road.

The conventional vehicle-operation assisting device is
configured to output steering control based only on a deviation between
the advancing-direction azimuth angle and the tangential-direction
azimuth angle at a control point, without regard to a state of the vehicle
operation of a driver and an environment on a periphery of the vehicle.

Thus, according to the conventional vehicle-operation assisting device,
steering control not suitable for the state of the vehicle operation of a driver (driving intensity) and the environment on a periphery of the vehicle is outputted. This sometimes makes a driver feel a sense of discomfort or inconvenience for the steering control.

Disclosure of Invention

According to the first aspect of the present invention, a system provided with an assistance-controller for assisting an operator of the system, comprises: a system-state detecting unit that detects information about an operational state of the system; an ideal-state generating unit that generates an ideal state of the system depending on at least the system-state detected by the system-state detecting unit; an ideal-input calculating unit that calculates an ideal input for the system so as to operate along the ideal state generated by the ideal-state generating unit; a system-input interface for converting an operator-control action into a control signal for the system; a difference calculating unit that calculates a difference between the ideal input calculated by the ideal-input calculating unit and the actual control-signal that the system-input interface provides to the system; wherein the system-input interface comprises the assistance-controller, and the assistance-controller determines at least one conversion-parameter pertaining to the conversion of the operator control-action into the control signal for the system depending on the difference calculated by the difference calculating unit so as to assist the operator in the operation of the system.

According to the second aspect of the present invention, a control-operation assisting device that assists control operation of an operator on the manipulator for control of a controlled object, comprises: a controlled-object-state detection unit that detects information about the state of the controlled object; a manipulator-state
detection unit that detects information about the state of manipulator; an environment-state detection unit that detects information about the state of control operation environment on the periphery of the controlled object; an ideal-interaction generating unit that generates the ideal interaction dynamics between the controlled object and the environment from the information about the state of the controlled object detected by the controlled-object-state detection unit and the environmental state detected by the environment-state detection unit; an ideal-manipulator-impedance generation unit that generates an ideal impedance for the manipulator from the ideal interaction dynamics between controlled object and the environment generated by the ideal-interaction generating unit; a manipulator-impedance-controller assistance system that controls the impedance of the manipulator based on the ideal manipulator impedance generated by the ideal-manipulator-impedance generating unit to produce the desired interaction dynamics between the controlled object and the environment; an ideal-manipulator-control-signal generating unit that generates an ideal manipulator control signal from the ideal interaction dynamics between controlled object and the environment generated by the ideal-interaction generating unit; a manipulator-control-signal-difference calculating unit that calculates the difference between the ideal manipulator control signal generated by the ideal-manipulator-control-signal generating unit and the state of the manipulator detected by the manipulator-state detection unit; an operation-precision estimation unit that estimates the precision required for the control operation of the controlled object from the ideal interaction dynamics between the controlled object and the environment generated by the ideal-interaction generating unit; a control-difference-impedance generating unit that generates a control
difference impedance from the required precision estimated by the operation-precision estimation unit; an actuator-torque-controller-assistance system that controls the additional torque produced by the actuator based on the magnitude of the difference calculated by the manipulator-control-signal-difference calculating unit and the difference impedance calculated by the control-difference-impedance generating unit to assist the control-operation of the operator on the manipulator to achieve the required operation precision.

According to the third aspect of the present invention, from information about a vehicle operation state and information about a vehicle operation environment, an ideal control path of an operation target object is generated; a control history of an operation system for the operation target object to operate along the generated ideal control path is calculated as an ideal control signal; a difference between the calculated ideal control signal and the information about the vehicle operation state is calculated; the operation system is controlled based on a magnitude of the calculated difference to assist the operation of the operator for the operation system; from the information about the vehicle operation state and/or the information about the vehicle operation environment, an accuracy required for the vehicle operation of the operation target object is estimated; and a control level of the operation system is increased as the estimated accuracy is higher.

A system-state detecting unit of the first aspect of the present invention corresponds to a controlled-object-state detection unit, a manipulator-state detection unit, and environment-state detection unit of the second aspect of the present invention, and a vehicle-operation-state detecting unit and an environment-state detecting unit of the third aspect of the present invention.

An ideal-state generating unit of the first aspect of the present
invention corresponds to an ideal-interaction generating unit of the second aspect of the present invention, and an ideal-control-path generating unit of the third aspect of the present invention.

A assistance controller of the first aspect of the present invention corresponds to an actuator-torque-controller-assistance system of the second aspect of the present invention, and an operation-system assistance controller of the third aspect of the present invention.

An ideal-input calculating unit of the first aspect of the present invention corresponds to an ideal-manipulator-impedance generation unit of the second aspect of the present invention, and an ideal-control-signal calculating unit of the third aspect of the present invention.

A system-input interface unit of the first aspect of the present invention corresponds to a manipulator-impedance-controller assistance system and ideal-manipulator-control-signal generating unit of the second aspect of the present invention, and an ideal-control-signal calculating unit of the third aspect of the present invention.

A difference calculating unit of the first aspect of the present invention corresponds to a manipulator-control-signal-difference calculating unit of the second aspect of the present invention, and a difference calculating unit of the third aspect of the present invention.

A operation-precision estimation unit of the second aspect of the present invention corresponds to an operation-system assistance controller of the third aspect of the present invention.

A control-difference-impedance generating unit of the second aspect of the present invention corresponds to an operation-precision estimating unit of the third aspect of the present invention.
Brief Description of the Drawings

Fig. 1 is a block diagram showing a configuration of a control-operation assisting device according to the present invention.

Fig. 2 is a block diagram showing a configuration of a vehicle-operation assisting device according to a first embodiment of the present invention.

Fig. 3 is a functional block diagram showing the configuration of the vehicle-operation assisting device according to the present invention.

Fig. 4 is a flowchart showing a flow of a vehicle-operation assistance control process according to the first embodiment of the present invention.

Fig. 5 is an explanatory diagram of a process for detecting a vehicle position and orientation in the environment at step S1 shown in Fig. 4.

Fig. 6 is an explanatory diagram of a generation process of a target travel location when the vehicle travels on a straight route at step S2 shown in Fig. 4.

Fig. 7 is an explanatory diagram of a generation process of a target travel location when the vehicle travels on a curved route at step S2 shown in Fig. 4.

Fig. 8 is a graph showing one example of a relation between the road-width of the road on which the vehicle travels and the accuracy required for the steering operation.

Fig. 9 is a graph showing one example of a torque output rule used for the process at step S8 shown in Fig. 4.

Fig. 10 is a block diagram showing the configuration of a vehicle-operation assisting device according to the second embodiment of the present invention.

Fig. 11 is a flowchart showing the flow of the vehicle-operation
assistance control process according to the second embodiment of the present invention.

Fig. 12 is an explanatory diagram of a generation process of the target travel path of the vehicle at step S15 shown in Fig. 11.

Fig. 13 is a graph showing one example of a relation between a driving load of a driver and an accuracy required for a steering operation.

Fig. 14 is an explanatory diagram of a modification of the generation process of the target travel path of the vehicle at step S15 shown in Fig. 11.

Fig. 15 is a block diagram showing a configuration of a vehicle-operation assisting device according to a third embodiment of the present invention.

Fig. 16 is a flowchart showing a flow of a vehicle-operation assistance control process according to the third embodiment of the present invention.

Figs. 17(a), 17(b), and 17(c) are graphs showing one example of relations between: the accuracy required for the steering operation; and an illumination on a periphery of the vehicle, weather, and a travel time zone of the vehicle, respectively.

Fig. 18 is a graph showing one example of a relation between the accuracy required for the steering operation and the number of target travel locations set when the target travel path is generated.

Fig. 19 is a block diagram showing a configuration of a vehicle-operation assisting device according to a fourth embodiment of the present invention.

Fig. 20 is a flowchart showing the flow of the vehicle-operation assistance control process according to the fourth embodiment of the present invention.

Fig. 21 is an explanatory diagram of generation and correction
processes of the target travel location at step S44 shown in Fig. 20.

Fig. 22 is a graph showing one example of the torque output rule used for the process at step S50 shown in Fig. 20.

Fig. 23 is a graph showing one example of a relation between a driving technique of the driver and a distance L0 shown in Fig. 21.

Fig. 24 is the block diagram showing a configuration of the vehicle-operation assisting device according to the fifth embodiment of the present invention.

Fig. 25 is a flowchart showing the flow of the vehicle-operation assistance control process according to the fifth embodiment of the present invention.

Fig. 26 is a graph showing one example of the torque output rule used for the process at step S71 shown in Fig. 25.

Best Mode for Carrying Out the Invention

A control-operation assisting device system according to the present invention assists the control operation of an operator for the control of a controlled object. As shown in Fig. 1 a control-operation assisting device according to the present invention, comprises: an environment state detection unit 101, a controlled object state detection unit 102, an ideal interaction generating unit 103, an ideal manipulator control signal generating unit 104, an operation precision estimation unit 105, an ideal manipulator impedance generating unit 106, a manipulator control signal difference calculating unit 107, a control difference impedance generating unit 108, an actuator torque controller assistance system 109, manipulator impedance controller assistance system 110, an actuator 111, a manipulator 112, and a manipulator state detection unit 113.

The environment state detection unit 101 detects information about the state of control operation environment on the periphery of the
controlled object 114. The controlled object state detection unit 102 detects information about the state of the controlled object 114. The ideal interaction generating unit 103 generates the ideal interaction dynamics between the controlled object 114 and the environment from the information about the state of the controlled object 114 detected by the controlled object state detection unit 102 and the environmental state detected by the environment state detection unit 101.

The ideal manipulator control signal generating unit 104 generates an ideal manipulator control signal from the ideal interaction dynamics between controlled object 114 and the environment generated by the ideal-interaction generating unit 103. The operation precision estimation unit 105 estimates the precision required for the control operation of the controlled object 114 from the ideal interaction dynamics between the controlled object 114 and the environment generated by the ideal-interaction generating unit 103.

The ideal manipulator impedance generating unit 106 generates an ideal impedance for the manipulator 112 from the ideal interaction dynamics between controlled object 114 and the environment generated by the ideal-interaction generating unit 103. The manipulator control signal difference calculating unit 107 calculates the difference between the ideal manipulator control signal generated by the ideal-manipulator-control-signal generating unit and the state of the manipulator 112 detected by the manipulator-state detection unit 113.

The control difference impedance generating unit 108 generates a control difference impedance from the required precision estimated by the operation precision estimation unit 105. The actuator torque controller assistance system 109 controls the additional torque produced by the actuator 111 based on the magnitude of the difference calculated by the manipulator control signal difference calculating unit.
107 and the difference impedance calculated by the control difference impedance generating unit 108 to assist the control operation of the operator on the manipulator 112 to achieve the required operation precision.

The manipulator impedance controller assistance system 110 controls the impedance of the manipulator 112 based on the ideal manipulator impedance generated by the ideal manipulator impedance generating unit 106 to produce the desired interaction dynamics between the controlled object 114 and the environment.

Configurations of a vehicle-operation assisting device according to first to fifth embodiments of the present invention will be explained below with reference to the drawings. In the following embodiments, for a control object operated by an operator, a vehicle is assumed. However, the present invention is not limited to the embodiments, and can be applied to operation control objects, as a whole, in which a human is involved in control, such as an unmanned vehicle control over a large distance (UAVs in air or space), a tele-operated surgery (over distance or in size), an aviation and flight simulation, a factory worker/dancer/sportsman, an (micro)-assembly (over distance or in size).

When the present invention is applied to the unmanned vehicle control, operator assisting device, operator, controlled object, control input signal, control input profile, Ideal interaction between control object and environment, manipulator actuator, environment, and constraints of interaction between controlled object and environment of the present invention corresponds to tele-operation assisting device, tele-operator, remotely controlled vehicle, manipulator output signal, control input profile, ideal 3D trajectory of remotely controlled vehicle, stick actuator, road conditions (weather conditions, location of static and dynamic objects), and TTC to static or dynamic objects (restricted
areas, communication time delays), respectively.

When the present invention is applied to the tele-operated surgery, operator assisting device, operator, controlled object, control input signal, control input profile, Ideal interaction between control object and environment, manipulator actuator, environment, and constraints of interaction between controlled object and environment of the present invention corresponds to surgery assisting device, surgeon, robotic surgical device, manipulator output signal, manipulator output profile, ideal placement and exerted forces of remotely controlled surgical device, haptic glove actuators, location of damageable tissues (properties of fluids in which the gripper moves, location of tissue that needs to be operated on), and TTC to static or dynamic objects (restricted areas, communication time delays), respectively.

When the present invention is applied to the aviation and flight simulation, operator assisting device, operator, controlled object, control input signal, control input profile, Ideal interaction between control object and environment, manipulator actuator, environment, and constraints of interaction between controlled object and environment of the present invention corresponds to aircraft flying assisting device, pilot, aircraft / helicopter, stick signal, stick output profile, ideal 3D trajectory of aircraft, stick actuator, distance to ground and no-go areas (location and orientation of landing zone, distance to other planes), and TTC to static or dynamic objects (restricted areas), respectively.

When the present invention is applied to the a factory worker/dancer/sportsman, operator assisting device, operator, controlled object, control input signal, control input profile, Ideal interaction between control object and environment, manipulator actuator, environment, and constraints of interaction between controlled object and environment of the present invention corresponds
to body movement assisting device (haptic suit), factory worker/dancer/sportsman, human body, body movement control signals (pressures on body, limb torques, and position control signals), body movement profile, ideal exerted forces by limbs or ideal limb movement path (each rigid body separately but constraint), haptic suit or body movement support suit (pressure and actuators), location of objects (properties of such objects, muscle activity profiles necessary to perform limb movements well, contact forces with objects that need to be manipulated), and TTC to static or dynamic objects (restricted areas, communication time delays), respectively.

When the present invention is applied to the (micro)-assembly, operator assisting device, operator, controlled object, control input signal, control input profile, Ideal interaction between control object and environment, manipulator actuator, environment, and constraints of interaction between controlled object and environment of the present invention corresponds to assembly assisting device, assembler, remotely controlled gripper, manipulator output signal, manipulator output profile, ideal placement and exerted forces of the remotely controlled gripper, haptic glove actuators (haptic master), location of objects (properties of such objects, contact forces with objects that need to be manipulated), and TTC to static or dynamic objects (restricted areas, communication time delays), respectively.

First Embodiment

First, with reference to Fig. 2 to Fig. 9, the configuration of a vehicle-operation assisting device according to the first embodiment of the present invention is explained.

Configuration of vehicle-operation assisting device

A vehicle-operation assisting device 1 according to the first embodiment of the present invention is mounted on a vehicle as the control-object, and includes a vehicle-operation-state detecting device 2,
an environment-state detecting device 3, a target-travel-point generating circuit 4, and an ideal-steering-signal calculating circuit 5, a difference calculating circuit 6, an operation-precision estimating circuit 7, and a steering-system assistance control device 8, as main parts, as shown in Fig. 2.

The vehicle-operation-state detecting device 2 corresponds to a vehicle-operation-state detecting means 11 according to the present invention shown in Fig. 3. The vehicle-operation-state detecting device 2 includes various sensors such as a GPS (Global Positioning System), a speed sensor, an earth-magnetism sensor, an acceleration sensor, and a steering-angle sensor, and detects a position of the vehicle, a speed thereof, an advancing direction angle thereof, an acceleration thereof, and a steering angle thereof.

The environment-state detecting device 3 corresponds to an environment-state detecting means 12 according to the present invention shown in Fig. 3. The environment-state detecting device 3 includes an imaging device, a laser radar, an ultrasonic sensor, a navigation device, a roughness sensor, etc., arranged at a front and sides of the vehicle, and detects obstacles present in a periphery of the vehicle; the curvature profile, the lane width, and the roughness of the road on which the vehicle travels; and moving objects adjacent to the vehicle.

The target-travel-point generating circuit 4, the ideal-steering-signal calculating circuit 5, the difference calculating circuit 6, and the operation-precision estimating circuit 7 correspond to an ideal-control-path generating means 13, an ideal-control-signal calculating means 14, a difference calculating means 15, and an operation-precision estimating means 16 according to the present invention shown in Fig. 3, respectively. Functions (operations) of these circuits are realized by a microcomputer mounted on the vehicle.
executing a control program. The functions of the respective circuits are described later.

The steering-system assistance control device 8 corresponds to an operation-system assistance control unit 17 according to the present invention shown in Fig. 3. The steering-system assistance control device 8 is configured by a known electric power steering mechanism or power-assist mechanism arranged on a steering of the vehicle, and executes control for assisting the steering operation of the driver, which is described in detail later.

The vehicle-operation assisting device 1 having such a configuration executes the vehicle-operation-assistance control process shown below to output vehicle-operation assistance control suitable for the state of vehicle operation by the driver or the environment on the periphery of the vehicle. With reference to the flowchart shown in Fig. 4, the operation of the vehicle-operation assisting device 1 when executing the vehicle-operation assistance control process is explained below.

Vehicle-operation assistance control process

The flowchart shown in Fig. 4 is started when the ignition switch of the vehicle is switched from an off state to an on state, and the vehicle-operation assistance control process proceeds to the process at step S1. The vehicle-operation assistance control process is executed repeatedly for each predetermined control cycle.

In the process at step S1, the environment-state detecting device 3 detects a position of the vehicle within a traffic lane on which the vehicle is traveling. More specifically, the environment-state detecting device 3 extracts an edge image from a video in vehicle lateral directions photographed by the imaging device arranged on lateral sides of the vehicle to extract left and right lane markers L_l and L_r (see Fig. 5) of the traffic lane of the vehicle. The environment-state
detecting device 3 calculates a center line $L_c$ (see Fig. 5) of the traffic lane from the extracted left and right lane markers $L_L$ and $L_R$ to calculate a horizontal direction distance $l_h$ (see Fig. 5) between the calculated center line $L_c$ and a traveling position $P_0$ of a vehicle A. Thereby, the process at step S1 is completed, and the vehicle-operation assistance control process proceeds to a process at step S2.

In the process at step S2, the target-travel-point generating circuit 4 calculates from a current vehicle position a target travel location at which the vehicle should pass through in the future. More specifically, the target-travel-point generating circuit 4 obtains a video in a vehicle front direction via the environment-state detecting device 3, and extracts the edge image from the obtained video to detect a linear shape (curvature $R$) of the center line $L_c$ of the traffic lane. The target-travel-point generating circuit 4 then sets the target travel location based on information about the detected linear shape. In the present embodiment, the target-travel-point generating circuit 4 changes a setting method of the target travel location between when the vehicle travels on a straight route and when the vehicle travels on a curved route.

That is, when the vehicle travels on the straight route, the target-travel-point generating circuit 4 sets a position $H[m]$ ahead of the current position $P_0$ of the vehicle A to a target travel location $P$, as shown in Fig. 6. On the other hand, when the vehicle travels on the curved route, as shown in Fig. 7, the target-travel-point generating circuit 4 calculates a tangential line $L_F$ for a lane borderline such as a lane marker on an inner side of the curved route passing at the current position $P_0$ of the vehicle A (in an example shown in Fig. 7, the right lane marker $L_R$), etc., and sets to the target travel location $P$, a point at which the calculated tangential line $L_F$ crosses the center line $L_c$ of the traffic lane. Thereby, the process at step S2 is completed, and the
vehicle-operation assistance control process proceeds to a process at step S3.

In the process at step S3, the ideal-steering-signal calculating circuit 5 calculates an ideal steering angle \( \hat{S} \) to reach the target travel location P calculated by the process at step S2. More specifically, the ideal-steering-signal calculating circuit 5 inputs the information detected by the vehicle-operation-state detecting device 2 and the environment-state detecting device 3, into a driver model in which a value of the ideal steering angle \( \hat{S} \) is \( 2 \cdot G \cdot u \cdot (v/L) \) (\( v \) denotes a vehicle speed, and \( G \) denotes a steering gain of the vehicle), where \( u \) denotes an angle formed by a vector connecting the current vehicle position \( P_0 \) and the target travel location P, and the vehicle advancing direction thereby to calculate the ideal steering angle \( \hat{S} \) to reach the target travel location P calculated by the process at step S2. Thereby, the process at step S3 is completed, and the vehicle-operation assistance control process proceeds to a process at step S4.

In the process at step S4, the vehicle-operation-state detecting device 2 detects a current vehicle steering angle \( S \). Thereby, the process at step S4 is completed, and the vehicle-operation assistance control process proceeds to a process at step S5.

In the process at step S5, the difference calculating circuit 6 calculates a difference \( \delta = \hat{S} - S \) between the ideal steering angle \( \hat{S} \) calculated by the process at step S3 and the current vehicle steering angle \( S \) detected by the process at step S4. Thereby, the process at step S5 is completed, and the vehicle-operation assistance control process proceeds to a process at step S6.

In the process at step S6, the operation-precision estimating circuit 7 estimates an accuracy "a" of the steering operation required in a state of the driving environment on a periphery of the vehicle, detected by the environment-state detecting device 3. Generally, in traveling
scenes such as when a road width of a traffic route is narrow, when the traffic route is crowded, when the vehicle enters a curved route, and when the surface roughness of the traffic route is low, the accuracy is required for the steering operation. On the other hand, in traveling scenes, such as when the vehicle is traveling on a long straight route or on an express way, the accuracy required for the steering operation is low. Accordingly, in the present embodiment, the operation-precision estimating circuit 7 previously holds a map showing a corresponding relationship between the traveling scene and the steering accuracy and references the map to estimate the required accuracy of the steering operation. More specifically, the operation-precision estimating circuit 7 previously holds a map, shown in Fig. 8, showing a corresponding relationship between a road width of the road on which the vehicle travels and the required accuracy of the steering operation, and reads from the map the accuracy of the steering operation corresponding to the road width of the traffic route detected by the environment-state detecting device 3 to estimate the required accuracy of the steering operation. Thereby, the process at step S6 is completed, and the vehicle-operation assistance control process proceeds to a process at step S7.

In the process at step S7, the steering-system assistance control device 8 changes a torque output rule used for a process at step S8 described later, based on: the horizontal direction distance $l_a$ between the center line $L_c$ of the traffic lane of the vehicle and the traveling position of the vehicle $A$, detected by the process at step S1; the difference $\delta$ between the ideal steering angle $S$ calculated by the process at step S5 and the current vehicle steering angle $S$; and the steering accuracy "a" estimated by the process at step S6. In the present embodiment, the torque output rule is that in a power-assist mechanism for generating a torque of which the magnitude is
proportional to that of the difference $\delta$ between the ideal steering angle $S$ and the current vehicle steering angle $S$, as indicated by a solid line $L_1$ in Fig. 9, and a torque $T$ can be expressed by $T=K \times \delta$ where $K$ denotes a constant of proportion.

The constant of proportion $K$ is a function between the horizontal direction distance $l_0$ and the steering operation accuracy "a", and is represented by an equation of: $K=F(l_0, a)=|l_0| \times a \times K_0$, for example. That is, the generated torque is changed according to a magnitude of the horizontal direction distance $l_0$ and the steering accuracy "a".

More specifically, the proportional constant $K$ increases as the horizontal direction distance $l_0$ and the steering accuracy "a" increase, and the torque output rule is changed as shown by a dotted line $L_2$ in Fig. 9. On the other hand, the constant of proportion $K$ decreases as the horizontal direction distance $l_0$ and the steering operation accuracy "a" decrease, and the torque output rule is changed as indicated by a dotted line $L_3$ in Fig. 9. Thereby, the process at step S7 is completed, and the vehicle-operation assistance control process proceeds to a process at step S8.

In the process at step S8, the steering-system assistance control device 8 implements control for generating the steering torque to a steering wheel. In the first embodiment, the steering-system assistance control device 8 has an electric motor as a mechanism for generating a steering force, and implements motor control according to the torque output rule set in the process at step S7. As a result, the driver feels the steering torque superposed on the steering wheel via the steering wheel. In the present embodiment, a repulsive force for the steering operation by the driver, written as the torque output rule, is controlled. In contrary, an induction force for a non-operation by the driver can be controlled. Thereby, the process at step S8 is completed, and a series of vehicle-operation assistance control processes are
ended.

As is obvious from the explanations, according to the vehicle-operation assisting device 1 of the first embodiment of the present invention, the target-travel-point generating circuit 4 calculates the target travel location at which the vehicle should pass in the future from the current vehicle position, the ideal-steering-signal calculating circuit 5 calculates the ideal steering angle $\hat{S}$ to reach the target travel location $P$, and the difference calculating circuit 6 calculates the difference $\delta$ between the ideal steering angle $\hat{S}$ and the current vehicle steering angle $S$. The steering-system assistance control device 8 controls a steering system based on the magnitude of the calculated difference $\delta$ to assist the vehicle operation of the driver. According to such a configuration, it is possible to provide the driver with steering operation assistance according to the magnitude of the difference $\delta$ from an ideal driving state, and thus, the vehicle-operation assistance control suitable for the state of the vehicle operation of the vehicle by the driver and the environment on a periphery of the vehicle can be outputted.

In the conventional vehicle-operation assisting device, an assistance control amount is amplified to recover a delay in time from the vehicle operation assistance is provided to the driver until the driver takes a control action, and as a result, a divergent system is sometimes generated. However, according to the driving assisting device 1 of the first embodiment of the present invention, as described above, the steering-system assistance control device 8 controls the steering system based on the magnitude of the difference $\delta$ between the ideal steering angle $\hat{S}$ and the current vehicle steering angle $S$, and thus, unlike in the conventional vehicle-operation assisting device, the present invention can inhibit the generation of the divergent system.

According to the vehicle-operation assisting device 1 of the first
embodiment of the present invention, the operation-precision estimating circuit 7 estimates the steering operation accuracy "a", required in a state of the driving environment on a periphery of the vehicle, detected by the environment-state detecting device 3, the steering-system assistance control device 8 increases a control level of the steering system when the estimated steering operation accuracy "a" is higher. Thus, the vehicle operation assistance that matches the required steering operation precision in the current driving environment can be provided to the driver.

According to the vehicle-operation assisting device 1 of the first embodiment of the present invention, the ideal-steering-signal calculating circuit 5 inputs the information detected by the vehicle-operation-state detecting device 2 and the environment-state detecting device 3, into a driver model in which a value of the ideal steering angle $\hat{S}$ is $2 \cdot G \cdot u \cdot (v/L)$ ($v$ denotes a vehicle speed, and $G$ denotes a steering gain of the vehicle), where $u$ denotes an angle formed by: a vector connecting the current vehicle position $P_0$ and the target travel location $P$; and the advancing direction of the vehicle thereby to calculate the ideal steering angle $\hat{S}$. Thus, by the control path obtained by taking into consideration a steering characteristic of the driver, the steering operation of the driver can be assisted.

According to the vehicle-operation assisting device 1 of the first embodiment of the present invention, the steering-system assistance control device 8 controls a level of the repulsive force against the steering operation of the driver, written as the torque output rule, to control the control level of the steering system, and thus, it is possible to provide to the driver steering operation assistance by a torque change recognized by the driver via the steering system.

Second Embodiment

With reference to Fig. 10 to Fig. 14, a configuration of the
vehicle-operation assisting device according to the second embodiment of the present invention is explained next.

Configuration of vehicle-operation assisting device

As shown in Fig. 10, a vehicle-operation assisting device 20 according to the second embodiment of the present invention includes a travelable-region calculating circuit 21, an approximate-travel-region generating circuit 22, a target-travel-path generating circuit 23, an operation-signal prediction circuit 24, and a vehicle-operation-load estimating device 25, in addition to the vehicle-operation-state detecting device 2, the environment-state detecting device 3, the difference calculating circuit 6, and the steering-system assistance control device 8 in the vehicle-operation assisting device 10 according to the first embodiment.

The travelable-region calculating circuit 21, the approximate-travel-region generating circuit 22, the target-travel-path generating circuit 23, the operation-signal prediction circuit 24, and the vehicle-operation-load estimating device 25 correspond to a movable-region calculating means, an approximate-control-region calculating means, an ideal-control-path generating means, an operation-signal prediction means, and a vehicle-operation-load estimating means according to the present invention, respectively. These functions are realized by a microcomputer mounted on the vehicle executing a control program. The functions of the respective components are described later.

The vehicle-operation assisting device 20 having such a configuration executes a vehicle-operation-assistance control process shown below to output vehicle-operation assistance control suitable for a state of the vehicle operation of the vehicle by the driver or an environment on a periphery of the vehicle. With reference to a flowchart shown in Fig. 11, an operation of the vehicle-operation
assisting device 20 when the vehicle-operation assistance control process is executed is explained below.

Vehicle-operation assistance control process

The flowchart shown in Fig. 11 is started at a timing at which an ignition switch of the vehicle is switched from an off state to an on state, and the vehicle-operation assistance control process proceeds to a process at step S11. The vehicle-operation assistance control process is executed repeatedly for each predetermined control cycle.

In the process at step S11, the environment-state detecting device 3 calculates the horizontal direction distance $d_h$ between the center line $L_c$ of the traffic lane and the current position $P_0$ of the vehicle A (see Fig. 5) and a road width $w_r$ of the traffic lane (see Fig. 11). Thereby, the process at step S11 is completed, and the vehicle-operation assistance control process proceeds to a process at step S12.

In the process at step S12, the environment-state detecting device 3 determines whether there is an obstacle on the traffic lane on which the vehicle travels. When there is the obstacle, the environment-state detecting device 3 detects a distance $\xi$ from the current position $P_0$ of the vehicle A to an obstacle $O$ and a width $w_o$ of the obstacle, as shown in Fig. 12. Thereby, the process at step S12 is completed, and the vehicle-operation assistance control process proceeds to a process at step S13.

In the process at step S13, the travelable-region calculating circuit 21 calculates a region over which the vehicle can travel within a traffic-lane region. More specifically, the travelable-region calculating circuit 21 calculates a travelable region $R_t$ from the width $w_r$ of the traffic lane of the vehicle A, the distance $\xi$ to the obstacle $O$, and the obstacle width $w_o$, detected in the processes at steps S11 and S12, as shown in Fig. 12. Thereby, the process at step S13 is completed, and the
vehicle-operation assistance control process proceeds to a process at step S14.

In the process at step S14, the approximate-travel-region generating circuit 22 approximately generates a travel region, which corresponds to the traffic lane, within the travelable region \( R_1 \) calculated by the process at step S13. More specifically, the approximate-travel-region generating circuit 22 previously holds templates of a curved route and a straight route, each having a predetermined road width, and determines, as an approximate travel region, a combination of a curved-route template and a straight-route template (in an example shown in Fig. 12, a combination of curved-route templates \( R_{r1} \), \( R_{r2} \), \( R_{r3} \), and \( R_{r4} \) and a straight-route template \( R_{s1} \)) that provides a largest area when the combination of the curved-route template and the straight-route template is applied within the travelable region \( R_1 \), as shown in Fig. 12. Thereby, the process at step S14 is completed, and the vehicle-operation assistance control process proceeds to a process at step S15.

In the process at step S15, the target-travel-path generating circuit 23 calculates, as a target travel path, a route of the vehicle that travels in the approximate travel region generated by the process at step S14. More specifically, as shown in Fig. 11, the target-travel-path generating circuit 23 calculates, as the target travel path, a route traveled by an ideal steering angle \( S' \) evaluated from an equation \( S' = G \times H \times u \), where \( T \) denotes a central point of the approximate travel region \( H \) meters ahead of the current position \( P_0 \) of the vehicle A and \( u \) denotes an angle formed by: a vector connecting the current position \( P_0 \) of the vehicle A and the central point \( T \); and the advancing direction of its own vehicle. In the second embodiment, a value of \( H \) is 15[m] and a value of \( G \) is 0.15. However, the value of \( G \) is desirably changed according to a type of vehicle, a driver, and a state of an environment.
Thereby, the process at step S15 is completed, and the vehicle-operation assistance control process proceeds to a process at step S16.

In the process at step S16, the operation-signal prediction circuit 24 utilizes the information detected by the vehicle-operation-state detecting device 2 to calculate a left-and-right direction position and an advancing direction angle of the vehicle within the route after an elapse of 1 second. In the second embodiment, for the left-and-right direction position, a left-and-right position in the approximate travel region calculated by the process at step S14, more specifically, a position at which the vehicle reaches when the ideal steering angle S' for realizing the target travel path calculated by the process at step S15 is maintained for 1 second, is adopted. The advancing direction angle is a advancing direction angle of the vehicle on the target travel path calculated by the process at step S15, more specifically, an angle by which the vehicle rotates when the ideal steering angle S' for realizing the target travel path calculated by the process at step S15 is maintained for 1 second. Thereby, the process at step S16 is completed, and the vehicle-operation assistance control process proceeds to a process at step S17.

In the process at step S17, the difference calculating circuit 6 calculates a difference between the left-and-right direction position and the advancing direction angle calculated by the process at step S16 for the target travel path calculated by the process at step S15. More specifically, the difference calculating circuit 6 calculates a relative distance between the vehicle position and the target travel path of the vehicle after an elapse of 1 second to calculate a positional difference d, and calculates a relative angle between the advancing direction angle and the target travel path of the vehicle after an elapse of 1 second to calculate a difference $\phi$ of the advancing direction angle. Thereby, the
process at step S17 is completed, and the vehicle-operation assistance control process proceeds to a process at step S18.

In the process at step S18, the vehicle-operation-load estimating device 25 estimates a vehicle-operation load WL of the driver. In the second embodiment, the vehicle-operation-load estimating device 25 uses a steering entropy method known by the time of the application of the invention of the subject application to estimate the vehicle-operation load WL of the driver. However, a physiological barometer, etc., such as a cardiac rate, of the driver can be used to estimate the same. The vehicle-operation load WL of the driver becomes larger as the required steering operation accuracy “a” becomes larger, as shown in Fig. 12, and has a correlation with the steering operation accuracy “a”. Thereby, the process at step S18 is completed, and the vehicle-operation assistance control process proceeds to a process at step S19.

In the process at step S19, the steering-system assistance control device 8 changes the torque output rule based on the positional difference d and the difference \( \phi \) of the advancing direction angle calculated by the process at step S17 and the vehicle-operation load WL of the driver estimated by the process at step S18. In the second embodiment, the torque output rule is expressed as in an equation of:

\[ T = K1 \times (K2 \times d + K3 \times \phi) \]

A constant of proportion K1 in the equation is a function, written as \( K1 = F(WL) = b \times WL \), for example, of the vehicle-operation load WL of the driver. That is, in the second embodiment, the generated torque T is changed according to a magnitude of the vehicle-operation load WL of the driver. More specifically, a torque generated as the vehicle-operation load WL (required steering operation accuracy) of the driver becomes larger becomes larger. On the other hand, a torque generated as the vehicle-operation load WL (required steering operation accuracy) of
the driver becomes smaller becomes smaller. Thereby, the process at step S19 is completed, and the vehicle-operation assistance control process proceeds to a process at step S20.

In the process at step S20, the steering-system assistance control device 8 implements control for generating the steering torque to a steering wheel. Thereby, the process at step S20 is completed, and a series of vehicle-operation assistance control processes are ended.

As is obvious from the explanations, according to the vehicle-operation assisting device 20 of the second embodiment of the present invention, the operation-signal prediction circuit 24 calculates the left-and-right direction position and the advancing direction angle of the vehicle after an elapse of 1 second, and the difference calculating circuit 6 calculates the difference between the left-and-right direction position and the advancing direction angle for the target travel path. According to such a configuration, even in a travel environment in which an obstacle is present, it is possible to provide to the driver steering operation assistance that matches a feeling of the driver.

According to the vehicle-operation assisting device 20 of the second embodiment of the present invention, the vehicle-operation-load estimating device 25 estimates the vehicle-operation load WL of the driver, and the steering-system assistance control device 8 increases the control level of the steering system in proportion to the vehicle-operation load WL. According to such a configuration, the higher the vehicle-operation load WL of the driver, the larger the steering torque, transmitted to the driver, in the steering wheel. Thus, it is possible to provide the driver with the vehicle operation assistance in which a steering operation delay or an unstable steering operation resulting from an excessive driving load is inhibited.
In the process at step S15, the target-travel-path generating circuit 23 calculates, as the target travel path, the route when traveled by the ideal steering angle $S'$ evaluated by an equation $S'=G\times H\times v$. However, a route when traveled by an ideal steering angle $S'$ evaluated by an equation $S'=G_1\times \xi_1 + G_2\times \xi_2$, for example, can be calculated as the target travel path. The parameter $\xi_1$ in the equation indicates an angle formed by the current advancing direction of the vehicle A and a position $P_1$ on the center line $L_c$ after an elapse of 1 second, as shown in Fig. 14. The parameter $\xi_2$ indicates an angle formed by a tangential line $L_t$ that circumscribes an inner border $L_b$ on a curved route ahead of the vehicle $A$ and the advancing direction of the vehicle $A$. The parameters $G_1$ and $G_2$ in the equation are desirably changed according to the vehicle, the driver, and the travel environment.

Third Embodiment

With reference to Fig. 15 to Fig. 18, a configuration of a vehicle-operation assisting device according to the third embodiment of the present invention is explained next.

Configuration of vehicle-operation assisting device

As shown in Fig. 15, a vehicle-operation assisting device 30 according to the third embodiment of the present invention includes a weather determining device 31, a time-zone determining device 32, and a target-travel-point generating/correcting circuit 33, in addition to the vehicle-operation-state detecting device 2, the environment-state detecting device 3, the ideal-steering-signal calculating circuit 5, the difference calculating circuit 6, the operation-precision estimating circuit 7, and the steering-system assistance control device 8 in the vehicle-operation assisting device 10 according to the first embodiment.

The weather determining device 31 corresponds to a weather determining means according to the present invention. The weather determining device 31 includes a rain sensor and an illumination
sensor, and determines the weather at a time of driving and operating the vehicle. The time-zone determining device 32 corresponds to a
time-zone determining means according to the present invention. The
time-zone determining device 32 includes a measuring device such as a
clock, and determines a time zone at a time of driving and operating the
vehicle. The target-travel-point generating/correcting circuit 33
corresponds to the ideal-control-path generating means according to
the present invention. A function of the target-travel-point
generating/correcting circuit 33 is realized by a microcomputer
mounted on the vehicle executing a control program. The function of
the target-travel-point generating/correcting circuit 33 is described
later.

The vehicle-operation assisting device 30 having such a
configuration executes a vehicle-operation-assistance control process
shown below to output vehicle-operation assistance control suitable for
a state of the vehicle operation of the vehicle by the driver or an
environment on a periphery of the vehicle. With reference to a
flowchart shown in Fig. 15, an operation of the vehicle-operation
assisting device 30 when the vehicle-operation assistance control
process is executed is explained below.

Vehicle-operation assistance control process

The flowchart shown in Fig. 16 is started at a timing at which
the ignition switch of the vehicle is switched from an off state to an on
state, and the vehicle-operation assistance control process proceeds to
a process at step S31. The vehicle-operation assistance control
process is executed repeatedly for each predetermined control cycle.
The process at step S31 is the same as that at step S1 shown in Fig. 4,
and thus descriptions thereof will be omitted below, and the description
is started from a process at step S32.

In the process at step S32, the weather determining device 31
determines the weather on a periphery of the vehicle, and the time-zone
determining device 32 determines a current time zone. More
specifically, when a rain drop is detected by the rain sensor, the
weather determining device 31 determines that the weather on a
periphery of the vehicle is rain. The time-zone determining device 32
determines by segmenting the current time zone into early morning,
daytime, evening, and nighttime. Thereby, the process at step S32 is
completed, and the vehicle-operation assistance control process
proceeds to a process at step S33.

In the process at step S33, the target-travel-point
generating/correcting circuit 33 generates and corrects the target travel
location based on a process result at step S32. More specifically, the
target-travel-point generating/correcting circuit 33 calculates a lane
central position in the vehicle advancing direction as the target travel
location at which the vehicle should pass in the future, based on the
current vehicle position detected by the process at step S31. Subsequently, when the weather determined by the process at step S32
indicates rain or the time zone determined thereby indicates the
nighttime, the target-travel-point generating/correcting circuit 33
corrects the calculated target travel location to the lane central position
H1[m] ahead. When the weather is fine and the time zone is early
morning or evening, the target-travel-point generating/correcting
circuit 33 corrects the calculated target travel location to the lane
central position H2(>H1)[m] ahead. In another case, when the weather
is fine and the time zone is daytime, the target-travel-point
generating/correcting circuit 33 corrects the calculated target travel
location to the lane central position H3(>H2)[m] ahead. Thereby, the
process at step S33 is completed, and the vehicle-operation assistance
control process proceeds to a process at step S34.

In the process at step S34, the ideal-steering-signal calculating
circuit 5 calculates the ideal steering angle $\hat{S}$ to reach the target travel location calculated by the process at step S33. More specifically, the ideal-steering-signal calculating circuit 5 inputs the information detected by the vehicle-operation-state detecting device 2 and the environment-state detecting device 3, into a driver model in which a value of the ideal steering angle $\hat{S}$ is $2 \cdot G'' \cdot v \cdot (v/L)$ ($v$ denotes a vehicle speed, and $G''$ denotes a steering gain of the vehicle), where $v$ denotes an angle formed by: a vector connecting the current vehicle position $P_0$ and the target travel location $P$; and the vehicle advancing direction thereby to calculate the ideal steering angle $\hat{S}$ to reach the target travel location calculated by the process at step S33. The steering gain $G''$ is $G_1$ when the weather determined by step S32 is rain or the time zone determined thereby is nighttime; $G_2(<G_1)$ when the weather is fine and the time zone is early morning or evening; and $G_3(<G_2)$ when the weather is fine and the time zone is daytime. Thereby, the process at step S34 is completed, and the vehicle-operation assistance control process proceeds to a process at step S35.

In the process at step S35, the vehicle-operation-state detecting device 2 detects a current vehicle steering angle $S$. Thereby, the process at step S35 is completed, and the vehicle-operation assistance control process proceeds to a process at step S36.

In the process at step S36, the difference calculating circuit 6 calculates a difference $\delta(=\hat{S}-S)$ between: the ideal steering angle $\hat{S}$ calculated by the process at step S34; and the current vehicle steering angle $S$ detected by the process at step S35. Thereby, the process at step S36 is completed, and the vehicle-operation assistance control process proceeds to a process at step S37.

In the process at step S37, the operation-precision estimating circuit 7 estimates: the weather on a periphery of the vehicle determined by the process at step S32; and the steering accuracy "a"
required in the current time zone. Generally, the steering operation accuracy “a” is correlated with the weather on a periphery of the vehicle, the illumination, and the time zone over which the vehicle travels, as shown in Figs. 17(a), 17(b), and 17(c). Accordingly, in the third embodiment, the operation-precision estimating circuit 7 previously holds maps shown in Figs. 16(a), 16(b), and 16(c), and reads out from the maps the weather on a periphery of the vehicle determined by the process at step S32 and the steering accuracy “a” corresponding to the current time zone to estimate the required steering accuracy “a”.

Thereby, the process at step S37 is completed, and the vehicle-operation assistance control process proceeds to a process at step S38.

In the process at step S38, the steering-system assistance control device 8 changes the torque output rule based on: the horizontal direction distance \( l_a \) between the center line \( L_c \) of the traffic lane of the vehicle and the traveling position of the vehicle A, detected by the process at step S31; the difference \( \delta \) between the ideal steering angle \( S \) and the current vehicle steering angle \( S \), calculated by the process at step S36; and the steering operation accuracy “a” estimated by the process at step S37. Thereby, the process at step S38 is completed, and the vehicle-operation assistance control process proceeds to a process at step S39.

In the process at step S39, the steering-system assistance control device 8 implements control for generating the steering torque to a steering wheel. Thereby, the process at step S39 is completed, and a series of vehicle-operation assistance control processes are ended.

As is obvious from the explanations, according to the vehicle-operation assisting device 30 of the third embodiment of the present invention, the weather determining device 31 determines the
weather at a time of the vehicle operation, and the time-zone determining device 32 determines the time zone at a time of the vehicle operation. When the weather determined by the weather determining device 31 is bad and/or the time zone determined by the time-zone determining device 32 is nighttime, the target-travel-point generating/correcting circuit 33 corrects a position of the target travel location according to the determined weather and time zone, and the steering-system assistance control device 8 increases the control level of the steering system. This makes it possible to provide the driver with more stable vehicle operation assistance.

In the present embodiment, the target-travel-point generating/correcting circuit 33 calculates one target travel location only at a single process. However, a plurality of target travel locations can be chronologically calculated by the single process. In this case, the target-travel-point generating/correcting circuit 33 can change the number of calculated target travel locations according to the steering accuracy “a” calculated by the process at step S37, as shown in Fig. 17.

Fourth Embodiment

With reference to Fig. 19 to Fig. 23, a configuration of a vehicle-operation assisting device according to a fourth embodiment of the present invention is explained next.

Configuration of vehicle-operation assisting device

As shown in Fig. 19, a vehicle-operation assisting device 40 according to the fourth embodiment of the present invention includes a driving-technique estimating device 41, a target-travel-point generating/correcting circuit 42, and an aimless-driving detecting device 43, in addition to the vehicle-operation-state detecting device 2, the environment-state detecting device 3, the difference calculating circuit 6, the steering-system assistance control device 8 in the vehicle-operation assisting device 10 according to the first embodiment,
and the operation-signal prediction circuit 24 in the vehicle-operation assisting device 20 according to the second embodiment.

The driving-technique estimating device 41 corresponds to a vehicle-operation-technique estimating means according to the present invention. The driving-technique estimating device 41 utilizes a technique for estimating a driving technique of the driver, which is known by the time of the application of the invention of the subject application, from frequency of modified steerings in the steering operation of the driver to estimate the driving technique of the driver.

The target-travel-point generating/correcting circuit 42 corresponds to the ideal-control-path generating means according to the present invention. A function (operation) of the target-travel-point generating/correcting circuit 42 is realized by a microcomputer mounted on the vehicle executing a control program. A function of the target-travel-point generating/correcting circuit 42 is described later.

The aimless-driving detecting device 43 corresponds to an aimless-operation-driving detecting means according to the present invention. The aimless-driving detecting device 43 utilizes a technique for detecting an aimless driving, which is known by the time of the application of the invention of the subject application, from a length of a time in which the steering is not implemented in the steering operation of the driver and a generation frequency thereof to estimate an aimless driving of the driver.

The vehicle-operation assisting device 40 having such a configuration executes a vehicle-operation-assistance control process shown below to output vehicle-operation assistance control suitable for a state of the vehicle operation of the vehicle by the driver or an environment on a periphery of the vehicle. With reference to a flowchart shown in Fig. 19, an operation of the vehicle-operation assisting device 40 when the vehicle-operation assistance control
process is executed is explained below.

Vehicle-operation assistance control process

The flowchart shown in Fig. 20 is started at a timing at which the ignition switch of the vehicle is switched from an off state to an on state, and the vehicle-operation assistance control process proceeds to a process at step S41. The vehicle-operation assistance control process is executed repeatedly for each predetermined control cycle. The processes at steps S41 and S42 are the same as those at steps S11 and S12 shown in Fig. 11, and thus descriptions thereof will be omitted. The description is started from a process at step S43.

In the process at step S43, the driving-technique estimating device 41 estimates the driving technique of the driver. In the present embodiment, the driving-technique estimating device 41 estimates that the higher the frequency of the modified steerings detected via the steering angle sensor provided in the vehicle-operation-state detecting device 2, the lower the driving technique of the driver. Thereby, the process at step S43 is completed, and the vehicle-operation assistance control process proceeds to a process at step S44.

In the process at step S44, the target-travel-point generating/correcting circuit 42 generates and corrects the target travel location based on the driving technique of the driver, estimated by the process at step S43. More specifically, the target-travel-point generating/correcting circuit 42 calculates, as the target travel location, a middle position $P_1$ of a route width on which the vehicle $A$ can travel when the vehicle $A$ reaches a position of an obstacle $O$, as shown in Fig. 21. The target-travel-point generating/correcting circuit 42 corrects the position of the target travel location as close as possible to the obstacle $O$ when the driving technique of the driver estimated by the process at step S43 is high. That is, as shown in Fig. 21, when the vehicle $A$ is positioned at the position $P_0$, offset only by the distance $\omega$
from the center of the traffic lane, in order for the vehicle A to reach a position P₁ during a time that the vehicle A travels a distance L₀[m], the vehicle needs to move in right and left directions by a distance \( \zeta = \omega + w₀/2 \) only. When the driving technique estimated by the process at step S₄₃ is high, the target-travel-point generating/correcting circuit 42 subtracts a distance \( \sigma \) from the distance \( \zeta \) in order to obtain the target travel location brought as close as possible to the obstacle, and sets, as an intermediate point to reach from the position P₀ to the position P₁, a position P₂ which is a point at \( (L₀/2, \zeta/2) \) relatively from the position P₀. Thereby, the process at step S₄₄ is completed, and the vehicle-operation assistance control process proceeds to a process at step S₄₅.

In the process at step S₄₅, the ideal-steering-signal calculating circuit 5 calculates the ideal steering angle \( \hat{S} \) to reach the target travel location calculated by the process at step S₄₄. More specifically, the ideal-steering-signal calculating circuit 5 inputs the information detected by the vehicle-operation-state detecting device 2 and the environment-state detecting device 3, into a driver model in which the value of the ideal steering angle \( \hat{S} \) is \( G \times (L₀/2) \times (\zeta/2) \) (G denotes a steering gain of the vehicle) during a time that the vehicle A is moving from the position P₀ to the position P₂, or into a driver model in which the value of the ideal steering angle \( \hat{S} \) is \( -G \times (L₀/2) \times (\zeta/2) \) during a time that the vehicle A is moving from the position P₂ to the position P₁, whereby the ideal steering angle \( \hat{S} \) to reach the target travel location calculated by the process at step S₄₄ is calculated. Thereby, the process at step S₄₄ is completed, and the vehicle-operation assistance control process proceeds to a process at step S₄₅.

In the process at step S₄₆, the operation-signal prediction circuit 24 utilizes the information detected by the vehicle-operation-state detecting device 2 to calculate a left-and-right
direction position and an advancing direction angle of the vehicle after an elapse of 1 second. This process is the same as that at step S16 shown in Fig. 11, and thus detailed descriptions thereof will be omitted. Thereby, the process at step S46 is completed, and the vehicle-operation assistance control process proceeds to a process at step S47.

In the process at step S47, the difference calculating circuit 6 calculates a difference between the left-and-right direction position and the advancing direction angle calculated by the process at step S46 for the ideal steering angle $\hat{S}$ calculated by the process at step S45. This process is the same as that at step S17 shown in Fig. 10, and thus detailed descriptions thereof will be omitted. Thereby, the process at step S47 is completed, and the vehicle-operation assistance control process proceeds to a process at step S48.

In the process at step S48, the aimless-driving detecting device 43 determines whether the driver performs the aimless driving. More specifically, the aimless-driving detecting device 43 determines that the driver performs the aimless driving when the frequency of steerings detected via the steering angle sensor provided in the vehicle-operation-state detecting device 2 is small. Thereby, the process at step S48 is completed, and the vehicle-operation assistance control process proceeds to a process at step S49.

In the process at step S49, the steering-system assistance control device 8 changes the torque output rule based on a result of a determination process at step S48. In the present embodiment, the torque output rule is that in a power-assist mechanism for generating a torque in proportion to a magnitude of the difference $\delta$ between the ideal steering angle $\hat{S}$ and current steering angle $S$ of the vehicle, as indicated by a solid line $L_1$ in Fig. 22. The torque $T$ can be expressed as $T = K \times \delta$, where $K$ denotes a constant of proportion. When the aimless driving of
the driver is detected, the torque output rule is changed as indicated by a dotted line L2 in which the constant of proportion shown in Fig. 22 is larger than the constant of proportion K, and as a result, a torque larger than usual is outputted. Thereby, the process at step S49 is completed, and the vehicle-operation assistance control process proceeds to a process at step S50.

In the process at step S50, the steering-system assistance control device 8 implements control for generating the steering torque to a steering wheel. Thereby, the process at step S50 is completed, and a series of vehicle-operation assistance control processes are ended.

As is obvious from the explanations, according to the vehicle-operation assisting device 40 of the fourth embodiment of the present invention, the driving-technique estimating device 41 estimates the driving technique of the driver. When the driving technique of the driver is low, the target-travel-point generating/correcting circuit 42 corrects the target travel location, and the steering-system assistance control device 8 increases the control level of the steering system. Thus, the target travel location generated for guiding and assisting the driver can be corrected to that suits the driving technique of the driver, and as a result, it becomes possible to provide the driver with vehicle operation assistance by the target travel path that suits the technique of the driver.

According to the vehicle-operation assisting device 40 of the fourth embodiment of the present invention, when the aimless driving of the driver is detected by the aimless-driving detecting device 43, the steering-system assistance control device 8 increases the steering torque in the steering wheel transmitted to the driver, and thus, it is possible to provide the driver with vehicle operation assistance in which a steering delay or an unstable steering resulting from the aimless
driving is inhibited. In the process at step S44, the distance L0 is a fixed value. However, as shown in Fig. 22, the distance L0 can be changed according to a magnitude of the driving technique of the driver.

5 Fifth Embodiment

Last, with reference to Fig. 24 to Fig. 26, a configuration of a vehicle-operation assisting device according to the fifth embodiment of the present invention is explained.

Configuration of vehicle-operation assisting device

As shown in Fig. 24, a vehicle-operation assisting device 50 according to the fifth embodiment of the present invention includes a lane-change-intention estimating device 51, a merging-intention determining device 52, and a steering-history storage circuit 53 in addition to the vehicle-operation-state detecting device 2, the environment-state detecting device 3, the difference calculating circuit 6, and the steering-system assistance control device 8 in the vehicle-operation assisting device 10 according to the first embodiment, and the target-travel-path generating circuit 23 and the operation-signal prediction circuit 24 in the vehicle-operation assisting device 20 according to the second embodiment.

The lane-change-intention estimating device 51 corresponds to a lane-change-intention estimating means according to the present invention. The lane-change-intention estimating device 51 uses a pattern matching method known by the time of the application of the invention of the subject application to estimate an inter-vehicular distance from a preceding vehicle traveling ahead of the vehicle or a relative speed, and utilizes a technique to estimate a traffic-lane-change intention of the driver from a turning ON/OFF of a turning signal to estimate the traffic-lane-change intention of the driver.

The merging-intention determining device 52 corresponds to a
merging-intention estimating means according to the present invention. The merging-intention determining device 52 includes a navigation device, and determines that the driver intends to merge when the vehicle travels on a merging traffic lane and turns on the turning signal.

The steering-history storage circuit 53 corresponds to a steering-angle history storage means according to the present invention. The steering-history storage circuit 53 is configured by a non-volatile storage device such as a ROM, and stores a chronological change of the steering angle at a time of a past traffic lane change or merging.

The vehicle-operation assisting device 50 having such a configuration executes a vehicle-operation-assistance control process shown below to output vehicle-operation assistance control suitable for a state of the vehicle operation of the vehicle by the driver or an environment on a periphery of the vehicle. With reference to a flowchart shown in Fig. 24, an operation of the vehicle-operation assisting device 50 when the vehicle-operation assistance control process is executed is explained below.

Vehicle-operation assistance control process

The flowchart shown in Fig. 25 is started at a timing at which the ignition switch of the vehicle is switched from an off state to an on state, and the vehicle-operation assistance control process proceeds to a process at step S61. The vehicle-operation assistance control process is executed repeatedly for each predetermined control cycle. The process at step S61 is the same as that at step S11 shown in Fig. 4, and thus descriptions thereof will be omitted below, and the description is started from a process at step S62.

In the process at step S62, the lane-change-intention estimating device 51 determines whether the driver has the traffic-lane change intention. When a result of the determination indicates that the driver has the traffic-lane-change intention, the
lane-change-intention estimating device 51 proceeds the vehicle-operation assistance control process to a process at step S65. On the other hand, when the driver does not have the traffic-lane-change intention, the lane-change-intention estimating device 51 proceeds the vehicle-operation assistance control process to a process at step S63.

In the process at step S63, the merging-intention determining device 52 determines whether the driver intends to merge onto a merged traffic lane. When a result of the determination indicates that the driver has a merging intention, the merging-intention determining device 52 proceeds the vehicle-operation assistance control process to a process at step S65. On the other hand, when the driver does not have the merging intention, the merging-intention determining device 52 proceeds the vehicle-operation assistance control process to a process at step S64.

In the process at step S64, the environment-state detecting device 3 detects a degree of congestion of a lane adjacent to the lane on which the vehicle travels. More specifically, the environment-state detecting device 3 utilizes a laser radar or an ultrasonic sensor to detect whether a vehicle is present on the lane adjacent to the lane on which the vehicle travels, and detects the number of vehicles to be detected within a predetermined time as the degree of congestion. Thereby, the process at step S64 is completed, and the vehicle-operation assistance control process proceeds to a process at step S67.

In the process at step S65, the environment-state detecting device 3 detects a degree of congestion on an entered lane onto which the vehicle is about to enter. More specifically, the environment-state detecting device 3 utilizes a laser radar or an ultrasonic sensor to detect whether a vehicle is present on the entered lane, and detects the number of vehicles to be detected within a predetermined time as the
degree of congestion. Thereby, the process at step S65 is completed, and the vehicle-operation assistance control process proceeds to a process at step S66.

In the process at step S66, the target-travel-path generating circuit 23 obtains information about a chronological change of the steering angle at a time of the past lane change or merging stored in the steering-history storage circuit 53. Generally, when changing the lane or merging, the driver performs the steering operation by a fixed chronological change. Accordingly, in the fifth embodiment, the steering-history storage circuit 53 holds therein, as the steering history, the chronological change of the steering angle at a time of the past lane change or merging, and the target-travel-path generating circuit 23 obtains, as the steering history, the relevant chronological change of the steering angle, as needed. Thereby, the process at step S66 is completed, and the vehicle-operation assistance control process proceeds to a process at step S67.

In the process at step S67, the target-travel-path generating circuit 23 generates the target travel paths, i.e., a target travel path when the lane change and the merging intention are not detected; and that when at least one of the lane change and the merging intention is detected. More specifically, when the lane change and the merging intention are not detected, the target-travel-path generating circuit 23 generates, as the target travel path, a route traveled by the ideal steering angle $S=G \times H \times \nu$, where $T$ denotes a central point of the traffic lane at a position $H[m]$ ahead of the vehicle and $\nu$ denotes an angle formed by a vector connecting the current vehicle position and the central point $T$ and the vehicle advancing direction. On the other hand, when at least one of the lane change and the merging intention is detected, the target-travel-path generating circuit 23 generates, as the target travel path, a route traveled by the past steering history obtained
by the process at step S66. Thereby, the process at step S67 is completed, and the vehicle-operation assistance control process proceeds to a process at step S68.

In the process at step S68, the operation-signal prediction circuit 24 utilizes the information detected by the vehicle-operation-state detecting device 2 to calculate a left-and-right direction position and an advancing direction angle of the vehicle within the route after an elapse of 1 second. This process is the same as that at step S16 shown in Fig. 11, and thus detailed descriptions thereof will be omitted. Thereby, the process at step S68 is completed, and the vehicle-operation assistance control process proceeds to a process at step S69.

In the process at step S69, the difference calculating circuit 6 calculates a difference between the left-and-right direction position and the advancing direction angle calculated by the process at step S46 for the ideal steering angle Ŝ generated by the process at step S67. This process is the same as that at step S17 shown in Fig. 11, and thus detailed descriptions thereof will be omitted. Thereby, the process at step S69 is completed, and the vehicle-operation assistance control process proceeds to a process at step S70.

In the process at step S70, the steering-system assistance control device 8 changes the torque output rule based on the degree of congestion detected by the processes at steps S64 and S65. The torque output rule in the fifth embodiment, as indicated by a solid line $L_1$ in Fig. 26, is an output rule in a power-assist mechanism for generating a torque in proportion to a magnitude of the difference $\delta$ calculated by the process at step S69, and a torque $T$ can be expressed as $T=K \times \delta$, where $K$ denotes a constant of proportion. The constant of proportion $K$ becomes larger as the degree of congestion become larger, and the torque output rule is changed as indicated by a dotted line $L_2$
in Fig. 25. On the other hand, the constant of proportion K becomes smaller as the degree of congestion becomes smaller, and the torque output rule is changed as indicated by a dotted line L3 in Fig. 25. Thereby, the process at step S70 is completed, and the vehicle-operation assistance control process proceeds to a process at step S71.

In the process at step S71, the steering-system assistance control device 8 implements control for generating the steering torque to a steering wheel. Thereby, the process at step S71 is completed, and a series of vehicle-operation assistance control processes are ended.

As is obvious from the explanations, according to the vehicle-operation assisting device 50 of the fifth embodiment of the present invention, the environment-state detecting device 3 detects the degree of congestion on the lane adjacent to the lane on which the vehicle travels and the entered lane on which the vehicle is about to enter, and the steering-system assistance control device 8 increases the control level of the steering system as the degree of congestion becomes larger. Thus, even in a situation with a high possibility of generating an unstable steering by the driver, the assistance to stabilize the steering operation can be provided to the driver.

According to the vehicle-operation assisting device 50 of the fifth embodiment of the present invention, when the lane change intention or the merging intention of the driver is estimated, the target-travel-path generating circuit 23 generates, as the target travel path, the route traveled based on the past steering history, and thus, even in a steering situation with a large deviance between the drivers, it is possible to provide vehicle operation assistance that matches the feeling of the driver.
Industrial Applicability

The present invention can be applied to a technique of assisting an operator's control operation of a control object.
CLAIMS

1. A system provided with an assistance-controller for assisting an operator of the system, comprising:
   a system-state detecting unit that detects information about an operational state of the system;
   an ideal-state generating unit that generates an ideal state of the system depending on at least the system-state detected by the system-state detecting unit;
   an ideal-input calculating unit that calculates an ideal input for the system so as to operate along the ideal state generated by the ideal-state generating unit;
   a system-input interface for converting an operator-control action into a control signal for the system;
   a difference calculating unit that calculates a difference between the ideal input calculated by the ideal-input calculating unit and the actual control-signal that the system-input interface provides to the system;
   wherein the system-input interface comprises the assistance-controller, and the assistance-controller determines at least one conversion-parameter pertaining to the conversion of the operator control-action into the control signal for the system depending on the difference calculated by the difference calculating unit so as to assist the operator in the operation of the system.

2. A control-operation assisting device that assists control operation of an operator on the manipulator for control of a controlled object, comprising:
   a controlled-object-state detection unit that detects information about the state of the controlled object;
   a manipulator-state detection unit that detects information
about the state of manipulator;

an environment-state detection unit that detects information about the state of control operation environment on the periphery of the controlled object;

an ideal-interaction generating unit that generates the ideal interaction dynamics between the controlled object and the environment from the information about the state of the controlled object detected by the controlled-object-state detection unit and the environmental state detected by the environment-state detection unit;

an ideal-manipulator-impedance generation unit that generates an ideal impedance for the manipulator from the ideal interaction dynamics between controlled object and the environment generated by the ideal-interaction generating unit;

a manipulator-impedance-controller assistance system that controls the impedance of the manipulator based on the ideal manipulator impedance generated by the ideal-manipulator-impedance generating unit to produce the desired interaction dynamics between the controlled object and the environment;

an ideal-manipulator-control-signal generating unit that generates an ideal manipulator control signal from the ideal interaction dynamics between controlled object and the environment generated by the ideal-interaction generating unit;

a manipulator-control-signal-difference calculating unit that calculates the difference between the ideal manipulator control signal generated by the ideal-manipulator-control-signal generating unit and the state of the manipulator detected by the manipulator-state detection unit;

an operation-precision estimation unit that estimates the precision required for the control operation of the controlled object from
the ideal interaction dynamics between the controlled object and the environment generated by the ideal-interaction generating unit;

a control-difference-impedance generating unit that generates a control difference impedance from the required precision estimated by the operation-precision estimation unit;

an actuator-torque-controller-assistance system that controls the additional torque produced by the actuator based on the magnitude of the difference calculated by the manipulator-control-signal-difference calculating unit and the difference impedance calculated by the control-difference-impedance generating unit to assist the control-operation of the operator on the manipulator to achieve the required operation precision.

3. The control-operation assisting device according to claim 2, comprising an ideal-control-path generating unit that generates an ideal control path for the controlled object from the information about the state of the controlled object detected by the controlled-object-state detection unit and the environmental state detected by the environment-state detection unit.

4. The control-operation assisting device according to claim 3, comprising an ideal-manipulator-control-signal generation unit that generates, as the ideal manipulator control signal, a control signal profile to control the controlled object to travel along the ideal control path generated by the ideal-control-path generating unit.

5. The control-operation assisting device according to claim 4, comprising a control-signal prediction unit that predicts information about the control operation state up to a predetermined future time, based on the information about the state of the controlled object
detected by the controlled-object-state detection unit, wherein the manipulator-control-signal-difference-calculating unit calculates the difference between the ideal manipulator control signal, up to a predetermined future time, generated by the ideal-manipulator-control-signal generation unit and the information about the control operation state, up to a predetermined future time, predicted by the control-signal prediction unit.

6. The control-operation assisting device according to claim 4 or 5, wherein the ideal-manipulator-control-signal calculating unit uses an operator model for calculating the ideal manipulator control signal from the information about the state of the controlled object detected by the controlled-object-state detection unit and the information about the state of control operation environment detected by the environment-state detection unit.

7. The control-operation assisting device according to any one of claims 2 to 6, wherein the controlled-object-state detection unit detects, as the information about the state of the controlled object, at least one of the orientation of the controlled object, the speed thereof, the advancing direction angle thereof, the acceleration thereof, and the manipulator value thereof.

8. The control-operation assisting device according to any one of claims 2 to 7, wherein the environment-state detection unit detects, as the information about the state of control operation environment, at least one of: obstacles present on a periphery of the controlled object; a curve-linear barrier, a width, a roughness along the path along which the controlled object travels; and moving bodies adjacent to the controlled object.
9. The control-operation assisting device according to any one of claims 2 to 8, wherein the actuator-torque-controller-assistance system adapts the force output rule of the controlled object to control the controlled object and controls the level of force added to the control operation on the manipulator of the operator, written as the force output rule, to control the assistance level of the control operation.

10. The control-operation assisting device according to claim 9, wherein the actuator-torque-controller-assistance system adapts the force output rule of the controlled object to control the controlled object, written as the force output rule, to control the assistance level of the control operation.

11. The control-operation assisting device according to claim 9, wherein the actuator-torque-controller-assistance system controls the level of force added to the control operation on the manipulator of the operator to control the assistance level of the control operation.

12. The control-operation assisting device according to any one of claims 2 to 11, comprising a control-operation-load estimating unit that estimates the control-operation load of the operator, wherein the actuator-torque-controller-assistance system increases the assistance level of the control operation as the control-operation load estimated by the control-operation-load estimating unit becomes larger.

13. The control-operation assisting device according to any one of claims 9-12, wherein the force output rule is a torque output rule of the actuator.
14. The control-operation assisting device according to claim 13, wherein the actuator-torque-controller-assistance system changes the torque output rule according to the control difference impedance generated by the control-difference-impedance generating unit.

15. The control-operation assisting device according to any one of claims 2 to 14, comprising:

   a movable-region calculating unit that calculates a width of the region in which the controlled object can move, from the information about the state of control operation environment detected by the environment-state detection unit; and

   an approximate-control-region calculating unit that approximates the movable region calculated by the movable-region calculating unit by a plurality of curved regions and straight regions, wherein

   when the environment-state detection unit detects an obstacle on the periphery of the controlled object, the ideal-interaction generating unit generates an ideal interaction path within the region approximated by the approximate-control-region calculating unit.

16. The control-operation assisting device according to any one of claims 2 to 15, comprising a control-operation-technique estimating unit that estimates a control-operation technique of the operator, wherein the actuator-torque-controller-assistance system increases the control level of the control operation as the control operation technique of the operator estimated by the control-operation-technique estimating unit becomes smaller.

17. The control-operation assisting device according to claim 15 or 16, comprising a control condition determining unit that determines
control condition at a time of the control operation and/or a time-zone determining unit that determines the time zone at a time of the control operation, wherein when the control condition determined by the control condition determining unit is bad and/or when the time zone determined by the time-zone determining unit is nighttime, the ideal-interaction generating unit adapts the generated ideal control path and the actuator-torque-controller-assistance system increases the assistance level of the control operation.

18. The control-operation assisting device according to any one of claims 15-17, comprising a degraded-operation detection unit that detects degraded operation of the operator, wherein when the degraded operation of the operator is detected by the degraded-operation detection unit, the ideal-interaction generating unit corrects the generated ideal control path, and the actuator-torque-controller-assistance system increases the assistance level of the control operation.

19. The control-operation assisting device according to any one of claims 2-18, wherein the actuator-torque-controller-assistance system increases the assistance level of the control operation as the number of moving bodies, adjacent to the controlled object, detected by the environment-state detection unit becomes larger.

20. The control-operation assisting device according to any one of claims 2 to 19, wherein the controlled object is a vehicle, the device comprises a lane-change-intention estimating unit that estimates a lane change intention of the operator; and a first steering-angle profile storage unit that stores information about a chronological change of a steering angle of a vehicle detected by the controlled-object-state
detection unit at the time of past lane changes, and when the lane change intention of the operator is estimated by the lane-change-intention estimating unit, the ideal-manipulator-control-signal generating unit references the information about the chronological change of the steering angle of the vehicle, stored in the first steering-angle profile storage unit, to generate a steering profile of the vehicle at a time of the past lane change, as the ideal manipulator control signal.

21. The control-operation assisting device according to claim 20, comprising:

   a merging-intention estimating unit that estimates the merging intention of the operator; and

   a second steering-angle profile storage unit that stores information about the chronological changes of a steering angle detected by the controlled-object-state detection unit at the time of past merging, wherein

   when the merging intention of the operator is estimated by the merging-intention estimating unit, the ideal-manipulator-control-signal generating unit references the information about the chronological change of the steering angle of the vehicle, stored in the second steering-angle profile storage unit, to generate a steering profile of the vehicle at the time of past merging, as the ideal manipulator control signal, and when the environment-state detection unit detects a predetermined number or more of vehicles traveling on a merged lane the actuator-torque-controller-assistance system increases the assistance level of the control operation.

22. A control-operation assisting method for assisting the control operation of an operator for control of a control object, comprising:
a step of generating an ideal control path of the control object from information about the control operation state of the operator and information about the control operation environment on the periphery of the control object;

5 a step of calculating, as an ideal control signal, a control profile of an operation system for the control object to operate along the generated ideal control path;

a step of calculating the difference between the calculated ideal control signal and the information about the control operation state;

10 a step of controlling the operation system based on the magnitude of the calculated difference to assist the operation of the operator for the operation system; and

a step of estimating the accuracy required for the control operation of the control object, from the information about the control operation state and/or the information about the control operation environment, wherein

at step of assisting the operation of the operator, the assistance level of the operation system is increased as the estimated accuracy becomes higher.

20

23. A driving-operation assisting device that assists a vehicle operation of an operator for an operation target object, comprising:

a vehicle-operation-state detecting unit that detects information about a vehicle operation state of the operator;

an environment-state detecting unit that detects information about a vehicle operation environment on a periphery of the operation target object;

an ideal-control-path generating unit that generates an ideal control path of the operation target object from the information about the vehicle operation state detected by the vehicle-operation-state
detecting unit and the information about the vehicle operation environment detected by the environment-state detecting unit;

an ideal-control-signal calculating unit that calculates, as an ideal control signal, a control history of an operation system for the operation target object to operate along the ideal control path generated by the ideal-control-path generating unit;

a difference calculating unit that calculates a difference between the ideal control signal calculated by the ideal-control-signal calculating unit and the information about the vehicle operation state detected by the vehicle-operation-state detecting unit;

an operation-system assistance controller that controls the operation system based on a magnitude of the difference calculated by the difference calculating unit to execute control for assisting an operation of the operator for the operation system; and

an operation-precision estimating unit that estimates an accuracy required for the vehicle operation of the operation target object, from the information about the vehicle operation state detected by the vehicle-operation-state detecting unit and/or the information about the vehicle operation environment detected by the environment-state detecting unit, wherein

the operation-system assistance controller increases a control level of the operation system as the accuracy estimated by the operation-precision estimating unit is higher.

24. A driving-operation assisting method for assisting a vehicle operation of an operator for an operation target object, comprising:

a step of generating an ideal control path of the operation target object from information about a vehicle operation state of the operator and information about a vehicle operation environment on a periphery of the operation target object;
a step of calculating, as an ideal control signal, a control history
of an operation system for the operation target object to operate along
the generated ideal control path;

a step of calculating a difference between the calculated ideal
control signal and the information about the vehicle operation state;

a step of controlling the operation system based on a magnitude
of the calculated difference to assist an operation of the operator for the
operation system; and

a step of estimating an accuracy required for the vehicle
operation of the operation target object, from the information about the
vehicle operation state and/or the information about the vehicle
operation environment, wherein

at step of assisting the operation of the operator, a control level
of the operation system is increased as the estimated accuracy becomes
higher.
FIG. 4

START

S1
DETECT VEHICLE TRAVEL POSITION

S2
GENERATE TARGET TRAVEL LOCATION

S3
CALCULATE IDEAL STEERING SIGNAL

S4
DETECT STEERING SIGNAL

S5
CALCULATE DIFFERENCE

S6
ESTIMATE OPERATION PRECISION

S7
CHANGE TORQUE OUTPUT RULE

S8
CONTROL STEERING SYSTEM ASSISTANCE

END

FIG. 5

L_L
L_R
L_C
P_0
A
R
l_n
FIG. 13

ACCURACY OF STEERING

DRIVING ROAD

FIG. 14

DISTANCE AFTER ELAPSE OF 1 SECOND
FIG. 16

START

DETECT VEHICLE TRAVEL POSITION S31

DETERMINE TIME/WEATHER S32

GENERATE/CORRECT TARGET TRAVEL LOCATION S33

CALCULATE IDEAL STEERING SIGNAL S34

DETECT STEERING SIGNAL S35

CALCULATE DIFFERENCE S36

ESTIMATE STEERING PRECISION S37

CHANGE TORQUE OUTPUT RULE S38

CONTROL STEERING SYSTEM S39

END
FIG. 18

NUMBER OF DESTINATION POINTS

ACCURACY OF STEERING
FIG. 20

START

S41 → DETECT VEHICLE TRAVEL POSITION

S42 → DETECT OBSTACLE

S43 → ESTIMATE DRIVING TECHNIQUE

S44 → GENERATE/CORRECT TARGET TRAVEL LOCATION

S45 → CALCULATE IDEAL STEERING SIGNAL

S46 → PREDICT STEERING SIGNAL

S47 → CALCULATE DIFFERENCE

S48 → DETECT AIMLESS DRIVING

S49 → CHANGE TORQUE OUTPUT RULE

S50 → CONTROL STEERING-SYSTEM ASSISTANCE

END

FIG. 21

P0 → ω1 → A → P2 → P1 → O → LL → W0 → W → W - W0/2 + σ → LC → LR → L0
FIG. 22

TORQUE $T''$ vs. DIFFERENCE $\delta$

FIG. 23

DISTANCE $L_0$ vs. DRIVING TECHNIQUE
FIG. 24

VEHICLE-OPERATION-STATE DETECTING DEVICE

OPERATION-SIGNAL PREDICTION CIRCUIT

DIFFERENCE CALCULATING CIRCUIT

STEERING-SYSTEM ASSISTANCE CONTROL DEVICE

ENVIRONMENT-STATE DETECTING DEVICE

TARGET-TRAVEL-PATH GENERATING CIRCUIT

LANE-CHANGE-INTENTION ESTIMATING DEVICE

STEERING-HISTORY STORAGE CIRCUIT

MERGING-INTENTION DETERMINING DEVICE
START

S61
DETECT VEHICLE TRAVEL POSITION

S62
IS THERE LANE-CHANGE INTENTION?

YES

NO

S63
IS THERE MERGING INTENTION?

YES

NO

S65

S64
DETECT CONGESTION DEGREE OF ADJACENT LANE

S66
REFERENCE STEERING-ANGLE HISTORY

S67
GENERATE TARGET TRAVEL PATH

S68
PREDICT STEERING SIGNAL

S69
CALCULATE DIFFERENCE

S70
CHANGE TORQUE OUTPUT RULE

S71
CONTROL STEERING-SYSTEM ASSISTANCE

END
FIG. 26

TORQUE T

L₁

L₂

L₃

DIFFERENCE δ
INTERNATIONAL SEARCH REPORT

A. CLASSIFICATION OF SUBJECT MATTER

INV. B60W40/02  B60W50/08  G05D1/00

According to International Patent Classification (IPC) or to both national classification and IPC

B. FIELDS SEARCHED

Minimum documentation searched (classification system followed by classification symbols)

B62D  B60W  B25J  A61B  G06F  B64C  G05D  G05B

Documentation searched other than minimum documentation to the extent that such documents are included in the fields searched

Electronic database consulted during the international search (name of data base and, where practical, search terms used)

EPO-Internal

C. DOCUMENTS CONSIDERED TO BE RELEVANT

<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>X</td>
<td>EP 1 889 775 A (ZF LENKSYSTEME GMBH [DE]) 20 February 2008 (2008-02-20) paragraphs [0008], [0009], [0012] - [0016], [0019], [0022] abstract; claims 1-5; figures 2,3</td>
<td>1, 2-21</td>
</tr>
<tr>
<td>X</td>
<td>DE 10 2006 033458 A1 (DENSOP CORP [JP]) 25 January 2007 (2007-01-25) paragraphs [0033], [0035], [0039], [0040], [0042], [0048], [0049], [0051], [0056], [0070] - [0073], [0086] - [0090] abstract; claims 1-4,10-15; figures 1-3</td>
<td>1-3, 6-12, 14-21</td>
</tr>
</tbody>
</table>

Further documents are listed in the continuation of Box C.

See patent family annex.

* Special categories of cited documents:
  *A* document defining the general state of the art which is not considered to be of particular relevance
  *E* earlier document but published on or after the international filing date
  *L* document which may throw doubts on priority claim(s) or which is cited to establish the publication date of another citation or other special reason
  *O* document referring to an oral disclosure, use, exhibition or other means
  *S* document published prior to the international filing date but later than the priority date claimed

** Special categories of cited documents:
  **T** later document published after the international filing date or priority date and not in conflict with the application but cited to understand the principle or theory underlying the invention
  **X** document of particular relevance; the claimed invention cannot be considered novel or cannot be considered to involve an inventive step when the document is taken alone
  **Y** document of particular relevance; the claimed invention cannot be considered to involve an inventive step when the document is combined with one or more other such documents, such combination being obvious to a person skilled in the art.
  **S** document member of the same patent family

Date of the actual completion of the international search

10 June 2009

Date of mailing of the international search report

05/10/2009

Name and mailing address of the ISA/
European Patent Office, P.B. 5816 Patentlaan 2
NL - 2280 HV Rijswijk
Tel. (+31-70) 340-0040, Fax (+31-70) 340-3016

Authorized officer

Mallet, Philippe
<table>
<thead>
<tr>
<th>Category</th>
<th>Citation of document, with indication, where appropriate, of the relevant passages</th>
<th>Relevant to claim No.</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>paragraphs [0007], [0008], [0011], [0013], [0029], [0032]</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>abstract; claims 1, 2, 6; figures 1, 3, 4</td>
<td>3-6, 12, 14-21</td>
</tr>
<tr>
<td></td>
<td>paragraphs [0003], [0014], [0019], [030] - [0036]</td>
<td></td>
</tr>
<tr>
<td>A</td>
<td>abstract; claims 2, 3; figure 1</td>
<td>3-6, 12, 14-21</td>
</tr>
</tbody>
</table>
### Box No. II  Observations where certain claims were found unsearchable (Continuation of item 2 of first sheet)

This international search report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons:

1. 
   - **Claims Nos.:** because they relate to subject matter not required to be searched by this Authority, namely:

2. 
   - **Claims Nos.:** because they relate to parts of the international application that do not comply with the prescribed requirements to such an extent that no meaningful international search can be carried out, specifically:

3. 
   - **Claims Nos.:** because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a).

### Box No. III  Observations where unity of invention is lacking (Continuation of item 3 of first sheet)

This International Searching Authority found multiple inventions in this international application, as follows:

- **see additional sheet**

1. 
   - **As all required additional search fees were timely paid by the applicant, this international search report covers all searchable claims.**

2. 
   - **As all searchable claims could be searched without effort justifying an additional fees, this Authority did not invite payment of additional fees.**

3. 
   - **As only some of the required additional search fees were timely paid by the applicant, this international search report covers only those claims for which fees were paid, specifically claims Nos.:**

4. 
   - **No required additional search fees were timely paid by the applicant. Consequently, this international search report is restricted to the Invention first mentioned in the claims; it is covered by claims Nos.:**

   **see annex**

#### Remark on Protest

- The additional search fees were accompanied by the applicant's protest and, where applicable, the payment of a protest fee.

- The additional search fees were accompanied by the applicant's protest but the applicable protest fee was not paid within the time limit specified in the invitation.

- No protest accompanied the payment of additional search fees.

Form PCT/ISA/210 (continuation of first sheet (2)) (April 2005)
This International Searching Authority found multiple (groups of) inventions in this international application, as follows:

1. claims: 1-21

   independent claims 1 and 2 are directed to a control assisting device for an operator using a manipulator

2. claims: 22, 23 and 24

   independent claims 22, 23 and 24, subdivided into two subgroups:
   - 2a with claim 22, directed to a control operation assisting method for an object operated along a path,
   - 2b with claims 23 and 24, directed to a driving assisting device (respectively method) for a vehicle operated along a path.
<table>
<thead>
<tr>
<th>Patent document cited in search report</th>
<th>Publication date</th>
<th>Patent family member(s)</th>
<th>Publication date</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td>JP 2007022373 A</td>
<td>01-02-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>WO 2007132858 A1</td>
<td>22-11-2007</td>
</tr>
<tr>
<td></td>
<td></td>
<td>KR 20090007417 A</td>
<td>16-01-2009</td>
</tr>
<tr>
<td>JP 2007182198 A</td>
<td>19-07-2007</td>
<td>NONE</td>
<td></td>
</tr>
</tbody>
</table>